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	There is a scope for confusion, if for DC-HSDPA for the Harq Info for the secondary cell.

It is not clear from the spec if

·  the Harq info will be explicitly be provided by increasing the “number of process “ for Harq  info for the secondary cell in DC-HSDPA similar to MIMO 

Or

· UE needs to just apply the same set of “Harq Info” provided for the primary cell to the secondary cell also.
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	Clarification to be added that for DC-HSDPA, UE will use the same set of Harq Info that is provided for the primary serving HS-DSCH cell in the IE "HARQ info, for the secondary serving HS-DSCH cell. 
Impact Analysis

Impacted functionality:

Harq Info for the Secondary HS-DSCH cell. It is just a clarification added.
Inter-operability:

1. If the UTRAN is implemented according to the CR and the UE is not then the then the UE might expect “number of process “ for Harq to be 12 or above, and might not start DC-HSDPA operation due to not having Harq Info for the secondary Cell.
2. If the UE is implemented according to the CR and the UTRAN is not then there will be no data on the secondary cell in a DC-HSDPA configuration, as UE and N\W are out of sync with respect to Harq configuration.
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	UE and UTRAN would be out-of-sync with respect to the Harq configuration for Secondary cell in the case of DC-HSDPA
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8.5.51
Actions related to SECONDARY_CELL_HS_DSCH_RECEPTION variable
The variable SECONDARY_CELL_HS_DSCH_RECEPTION shall be set to TRUE only when all the following conditions are met:

1>
the UE is in CELL_DCH state and operating in FDD;

1>
the UE has stored the IE "Downlink Secondary Cell Info FDD";

1>
the variable HS_DSCH_RECEPTION is set to TRUE.

If any of the above conditions are not met and the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, the UE shall:

1>
set the variable SECONDARY_CELL_HS_DSCH_RECEPTION to FALSE;

1>
flush the HARQ buffers of the HARQ entity associated to the secondary serving HS-DSCH cell;

1>
release HARQ resources associated to the secondary serving HS-DSCH cell.

Whenever the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, the UE shall:

1>
perform HS-DSCH reception procedures for the secondary serving HS-DSCH cell according to the stored HS-PDSCH configuration as stated in:

2>
subclause 8.6.3.1b for the IE "H-RNTI";

2>
subclause 8.6.5.6b for the IE "HARQ info";

2>
subclause 8.6.6.34 for the IE "Measurement Feedback Info";

2>
subclause 8.6.6.45 for the IE "Downlink Secondary Cell Info FDD".
Note: UE should use the same set of Harq info provided in the IE "HARQ info “for the primary serving HS-DSCH for the secondary serving HS-DSCH cell also.
1>
use the relevant CQI reporting table as stated in subclause 8.5.44.

Whenever the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to FALSE, the UE shall:

1>
not perform HS-SCCH reception procedures on the secondary serving HS-DSCH cell;

1>
not perform HS-DSCH reception procedures on the secondary serving HS-DSCH cell.
If the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE and the serving HS-DSCH cell was changed as a result of the received message or HS-SCCH order from the target cell, the UE shall instruct the physical layer to consider that the HS-SCCH orders from the serving cell were never received.
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