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8.5.25
Actions related to HS_DSCH_RECEPTION variable
The variable HS_DSCH_RECEPTION shall be set to TRUE only when all the following conditions are met:

1>
for FDD and 1.28 Mcps TDD:

2>
the UE is in CELL_DCH state.

1>
for 3.84 Mcps TDD or 7.68 Mcps TDD:

2>
a dedicated physical channel is allocated to the UE in the uplink.

1>
the variable H_RNTI is set;

1>
the UE has a stored IE "HS-SCCH info";

1>
the UE has a stored IE "HARQ info";

1>
for FDD:
2>
one of the radio links in the active set is configured as the serving HS-DSCH radio link;

2>
the UE has stored the following IEs:

-
IE "Measurement Feedback Info";

-
IE "Uplink DPCH Power Control Info" including stored ACK,  NACK  and Ack-NACK Repetition factor.

1>
for 3.84 Mcps TDD or 7.68 Mcps TDD, the UE has stored the IE "HS-PDSCH Timeslot Configuration" and either of the following conditions are met:

2>
a dedicated physical channel is allocated to the UE in the downlink;

2>
the UE has stored Dhs-sync.

1>
for 1.28 Mcps TDD, the UE has stored the IE "HS-PDSCH Midamble Configuration" and either of the following conditions are met:

2>
a dedicated physical channel is allocated to the UE in the downlink;

2>
the UE has stored "PLCCH Info".

1>
there is at least one RB mapped to HS-DSCH;

1>
at least for one of the RBs mapped to HS-DSCH, there is either:
2>
at least one MAC-hs queue (including the IE "MAC-d PDU size Info") configured for the concerning MAC-d flow; or

2>
at least one MAC-ehs reordering queue configured for the associated logical channel.
NOTE 1:
In CELL_DCH, to enable or disable HS-DSCH reception, the UTRAN has the possibility to add/remove the concerning HS-DSCH related RB mapping options, add/remove the concerning MAC-d flows or, for FDD, add/remove the concerning MAC-ehs reordering queue, add/remove the serving HS-DSCH radio link or, for TDD add/remove H-RNTI upon hard handover.

NOTE 2:
In CELL_DCH, if HS_DSCH_RECEPTION is set to TRUE and a reconfiguration, an inter-RAT handover from UTRAN, or a cell change order procedure is initiated, the UE checks the conditions only when the reconfiguration, inter-RAT handover from UTRAN, or cell change order procedure is successfully completed. Doing so ensures that, in case of failure in the reconfiguration, inter-RAT handover from UTRAN, or cell change order procedure, the UE can return to the old configuration as if the message was not received, e.g. without performing a MAC-HS reset.

If any of the above conditions is not met and the variable HS_DSCH_RECEPTION is set to TRUE, the UE shall:

1>
set the variable HS_DSCH_RECEPTION to FALSE;

1>
for UE in CELL_DCH:

2>
set the variable HS_DSCH_RECEPTION_GENERAL to FALSE;

2>
stop any HS-SCCH reception procedures;

2>
stop any HS-DSCH reception procedures;

2>
clear the variable H_RNTI and remove any stored H-RNTI;
2>
reset the MAC-hs/ehs entity [15];
2>
release all HARQ resources;

2>
no long consider any radio link to be the HS-DSCH serving radio link.

1>
for 3.84 Mcps TDD or 7.68 Mcps TDD, if no downlink DPCH is assigned the UE shall clear the uplink DPCH configuration and initiate the Cell Update procedure according to subclause 8.3.1, cause "radio link failure".

NOTE 3:
If configured for HS-DSCH and not explicitly indicated as being cleared, the UE will have still stored the IEs "HARQ info", "Added or Reconfigured MAC-d flow", "Added or Reconfigured MAC-ehs reordering queue", "RB mapping Info", "Downlink HS-PDSCH information" and "Downlink secondary cell info FDD".
Whenever the variable HS_DSCH_RECEPTION is set to TRUE, the UE shall:

1>
set the variable HS_DSCH_RECEPTION_GENERAL to TRUE;

1>
perform HS-SCCH reception procedures according to the stored HS-SCCH configuration as stated in:

2>
subclause 8.6.6.33 for the IE "HS-SCCH Info".

2>
for 1.28 Mcps TDD, when performing reception on signalling radio bearer before RAB has been established, the UE shall use the lowest HSDPA capability category, as specified in [35], to read the DL control information on HS-SCCH.

NOTE 4:
For 1.28 Mcps TDD, when performing transmission on signalling radio bearer before RAB has been established, UTRAN should use the lowest HSDPA capability category if the UE doesn’t support HS-PDSCH in CELL_FACH, otherwise UTRAN should use the HSDPA capability category 9 as specified in [35], when performing scheduling and signalling the control information on HS-SCCH, as it is not possible for Node B to be aware of the UE's HSDPA capability category during this period.
1>
perform HS-DSCH reception procedures according to the stored HS-PDSCH configuration as stated in:

2>
subclause 8.6.3.1b for the IE "H-RNTI";

2>
subclause 8.6.5.6b for the IE "HARQ info";

2>
subclause 8.6.6.34 for the IE "Measurement Feedback Info".

1>
use the relevant CQI reporting table as stated in subclause 8.5.44.

In CELL_DCH, whenever the variable HS_DSCH_RECEPTION is set to FALSE, the UE shall:

1>
not perform HS-SCCH reception procedures;

1>
not perform HS-DSCH reception procedures.

For FDD and CELL_DCH state, determine the value for the SECONDARY_CELL_HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.51.
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8.5.28
Actions related to E_DCH_TRANSMISSION variable
The variable E_DCH_TRANSMISSION shall be set to TRUE only when all the following conditions are met:

1>
the UE is in CELL_DCH state;

1>
the variable E_RNTI includes either the Primary E-RNTI or the Secondary E-RNTI or both the Primary and the Secondary E-RNTI;

1>
For FDD:

2>
the UE has stored the following IEs:

-
IE "E-DCH Transmission Time Interval";

-
IE "HARQ info for E-DCH";

-
IE "E-DCH info", including the IE "E-DPCCH info" and the IE "E-DPDCH info";

-
one of the radio links in the active set is configured as the serving E-DCH radio link, and for this radio link the UTRAN has configured the IE "E-HICH configuration" and the IE "E-AGCH info".

1>
For TDD:

2>
for non-scheduled transmission, the UE has stored the following IEs:

-
IE "HARQ info for E-DCH";

-
IE "E-DCH information", including the IE "E-PUCH info";

-
IE "Non-scheduled transmission grant info".

2>
for scheduled transmission, the UE has stored the following IEs:

-
IE "HARQ info for E-DCH";

-
IE "E-DCH information", including the IE "E-RUCCH info" and the IE "E-PUCH info";

-
IE "E-HICH info";

-
IE "E-AGCH info".

1>
there is at least one logical channel mapped to E-DCH for which:

2>
the corresponding E-DCH MAC-d flow is configured, i.e. the IEs "E-DCH MAC-d flow power offset" and "E-DCH MAC-d flow maximum number of retransmissions", and the transmission grant type are configured.

If any of the above conditions is not met and the variable E_DCH_TRANSMISSION is set to TRUE, the UE in CELL_DCH state shall:

1>
set the variable E_DCH_TRANSMISSION to FALSE;

1>
stop any E-AGCH and E-HICH reception procedures;

1>
For FDD:

2>
stop any E-RGCH reception procedures.

1>
For FDD:

2>
stop any E-DPCCH and E-DPDCH transmission procedures.

1>
For TDD:

2>
stop any E-RUCCH and E-PUCH transmission procedures.

1>
clear the variable E_RNTI;

1>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

1>
release all E-DCH HARQ resources;

1>
no longer consider any radio link to be the serving E-DCH radio link.

Whenever the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>For FDD:

2>
perform E_AGCH reception procedures according to the stored E_AGCH configuration as stated in:

3>
subclause 8.6.3.14 for the IE "New Primary E-RNTI" and the IE "New Secondary E-RNTI".

2>
perform E-HICH reception procedures for all radio links in the E-DCH active set;

2>
perform E-RGCH reception procedures for all radio links in the active set for which an E-RGCH configuration has been provided;

2>
perform E-DPCCH transmission procedures according to the stored E-DPCCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-DPCCH Info".

2>
perform E-DPDCH transmission procedures according to the stored E-DPDCH configuration as stated in:

3>
subclause 8.6.5.16 for the IE "E-DCH Transmission Time Interval";

3>
subclause 8.6.5.17 for the IE "HARQ info for E-DCH";

3>
subclause 8.6.6.37 for the IE "E-DPDCH Info".

2>
inclusion of MAC-d PDU's in a MAC-e or MAC-i PDU for logical channels belonging to a MAC-d flow for which the IE "Non-scheduled transmission grant info" is configured shall:

3>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause  8.6.5.18).

2>
inclusion of MAC-d PDU's in a MAC-e or MAC-i PDU for logical channels belonging to a MAC-d flow for which the IE "Scheduled transmission grant info" is configured shall:

3>
be performed in accordance with the received scheduling grant on E-AGCH/E-RGCH (see [15]); and

3>
obey the scheduling restrictions as specified for scheduled transmissions (see subclause 8.6.6.37).

1>For TDD:

2>

if scheduled transmission is configured, perform E-AGCH reception procedures according to the stored E_AGCH configureation as stated in:

3>
subclause 8.6.3.14 for the IE "New Primary E-RNTI".

2>
Perform E-HICH reception;

2>
for 3.84/7.68 Mcps TDD, perform E-RUCCH transmission  procedures according to the stored E-RUCCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-RUCCH Info".

2>
for 1.28 Mcps TDD, if scheduled transmission is configured, perform E-RUCCH transmission procedure according to the stored PRACH configuration (see [60]) and the stored E-RUCCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-RUCCH Info".

NOTE 1:
The PRACH configuration is signalled directly to the UE in "E-RUCCH Info" IE in case of E-DCH serving cell change.
2>
Perform E-PUCH transmission procedures according to the stored E-PUCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-PUCH Info".

2>
inclusion of MAC-d PDU's in a MAC-e or MAC-i PDU for logical channels belonging to a MAC-d flow for which the 
IE "Non-scheduled transmission grant info" is configured shall:

3>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause 8.6.5.18).

2>
inclusion of MAC-d PDU's in a MAC-e or MAC-i PDU for logical channels belonging to a MAC-d flow for which the 
IE "Scheduled transmission grant info" is configured shall:

3>
be performed in accordance with the received scheduling grant on E-AGCH (see [15]); and

3>
obey the scheduling restrictions as specified for scheduled transmissions  (see subclause 8.6.6.37).

2>
obtain and format the appropriate information on E-UCCH (see [15]). For 1.28 Mcps TDD, when performing transmission on signalling radio bearer before RAB has been established, the UE shall use the lowest E-DCH capability category, as specified in [35], to signal the UL control information on E-UCCH.

NOTE 2:
For 1.28 Mcps TDD, when performing transmission on signalling radio bearer before RAB has been established, UTRAN should use the lowest E-DCH capability category if the UE doesn’t support E-DCH enhanced random access in CELL_FACH state and Idle mode, otherwise UTRAN should use the E-DCH capability category 3 when performing configuration, scheduling and reading the control information on E-UCCH, as it is not possible for Node B to be aware of the UE's E-DCH capability category during this period.
Whenever the variable E_DCH_TRANSMISSION is set to FALSE, the UE in CELL_DCH state shall:

1>
not perform E-AGCH, E-HICH and/or E-RGCH reception procedures;

1>
not perform E-DPCCH, E-DPDCH, E-RUCCH and/or E-PUCH transmission procedures.
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8.5.36
Actions related to HS_DSCH_RECEPTION_CELL_FACH_STATE variable (FDD and 1.28 Mcps TDD only)
The variable HS_DSCH_RECEPTION_CELL_FACH_STATE shall be set to TRUE only when all the following conditions are met:

1>
the UE is in CELL_FACH;

1>
the variable H_RNTI is set;

1>
the variable C_RNTI is set;

1>
System Information Block type 5 or System Information Block type 5bis includes IE "HS-DSCH common system information";

1>
for 1.28 Mcps TDD, System Information Block type 5 includes IE "Common E-DCH system info".

If any of the above conditions is not met and the variable HS_DSCH_RECEPTION_CELL_FACH_STATE is set to TRUE, the UE shall:

1>
set the variable HS_DSCH_RECEPTION_CELL_FACH_STATE to FALSE;

1>
if the UE is in CELL_FACH and variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED is set to FALSE:

2>
set the variable HS_DSCH_RECEPTION_OF_ETWS_ENABLED to FALSE;
2>
set the variable HS_DSCH_RECEPTION_GENERAL to FALSE;

2>
stop any HS-SCCH reception procedures;

2>
stop any HS-DSCH reception procedures;

2>
clear the variable H_RNTI and remove any stored H-RNTI;

2>
reset the MAC-ehs entity [15];
2>
release all HARQ resources;

2>
clear any stored IEs "HARQ info";
Whenever the variable HS_DSCH_RECEPTION_CELL_FACH_STATE is set to TRUE, the UE shall:

1>
set the variable HS_DSCH_RECEPTION_GENERAL to TRUE;

1>
use the IE "HS-DSCH common system information" in System Information Block type 5 or System Information Block type 5bis;
1>
for FDD, receive the HS-SCCH(s) according to the IE "HS-SCCH channelisation code" on the serving cell applying the scrambling code as received in the IE "DL Scrambling code" as received in IE "HS-DSCH common system information";

1>
for 1.28 Mcps TDD, receive the HS-SCCH(s) according to the stored HS-SCCH configuration, applying the HS-PDSCH midamble code according to the stored HS-PDSCH midamble configuration;

1>
perform HS-DSCH reception procedures:

2>
if the UE has a stored IE "HARQ info":

3>
act on subclause 8.6.5.6b for the stored IE "HARQ info".

2>
else:

3>
act on subclause 8.6.5.20 for the IE "HARQ System info" as received in IE "HS-DSCH common system information".

2>
and use the value of the variable H_RNTI as UE identity in the HS-SCCH reception procedure in the physical layer.

1>
and for FDD, for BCCH reception perform HS-DSCH reception procedures by listening to the first indexed HS-SCCH code listed in the IE "HS-SCCH channelisation code" with "BCCH specific H-RNTI" as received in IE "HS-DSCH common system information".

1>
and for 1.28 Mcps TDD, for BCCH reception perform HS-DSCH reception procedures by listening to the first indexed HS-SCCH according to the stored HS-SCCH configuration with "BCCH specific H-RNTI" as received in IE "HS-DSCH common system information".

Whenever the variable HS_DSCH_RECEPTION_CELL_FACH_STATE is set to FALSE, the UE shall:

1>
if the UE is in CELL_FACH and variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED is set to FALSE:

2>
not perform HS-SCCH  reception procedures;

2>
not perform HS-DSCH reception procedures.
NOTE :
For 1.28 Mcps TDD, when performing HS-DSCH reception in CELL_FACH state , UTRAN shall always use the HSDPA capability category 9, as specified in [35].
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8.5.37
Actions related to HS_DSCH_RECEPTION_OF_CCCH_ENABLED and HS_DSCH_RECEPTION_OF_ETWS_ENABLED variables (FDD and 1.28 Mcps TDD only)

When UE does not support HS-DSCH reception in CELL_FACH state or when the IE "HS-DSCH common system information" is not included in System Information Block type 5 or System Information Block type 5bis, the UE shall:

1>
set the variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to FALSE;
1>
set the variable HS_DSCH_RECEPTION_OF_ETWS_ENABLED to FALSE;

1>
set the variable HS_DSCH_RECEPTION_GENERAL to FALSE.

When the variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED or the variable HS_DSCH_RECEPTION_OF_ETWS_ENABLED is set to TRUE, the UE shall:

1>
set the variable HS_DSCH_RECEPTION_GENERAL to TRUE;

1>
use the IE "HS-DSCH common system information" in System Information Block type 5 or System Information Block type 5bis;

1>
configure the HARQ according to IE "HARQ System info" as defined in subclause 8.6.5.20;

1>
configure the common MAC-ehs reordering queues according to IE "Common MAC-ehs reordering queues" as defined in subclauses 8.6.5.22; and then

1>
receive the CCCH according to IE "CCCH mapping info" as defined in subclause 8.6.5.21;

1>
if the UE is RRC Connected mode:

2>
select a common H-RNTI as specified in 8.5.38;
2>
if the variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED is set to TRUE:

3>
receive the SRB1 according to IE "SRB1 mapping info" as defined in subclause 8.6.5.19.
1>
else:

2>
select a common H-RNTI as specified in [4].

1>
and for FDD, start to receive the HS-SCCH(s) with selected H-RNTI according to the IE "HS-SCCH channelisation code" on the selected cell applying the scrambling code as received in the IE "DL Scrambling code";
1>
and for 1.28 Mcps TDD, start to receive the HS-SCCH(s) with selected H-RNTI according to the IE "HS-SCCH system info" on primary frequency in the selected cell applying the midamble code as received in the IE "HS-PDSCH Midamble Configuration";

1>
configure the MAC flow for BCCH reception as specified in [15];

1>
and for FDD, start to receive the first indexed HS-SCCH code listed in the IE "HS-SCCH channelisation code" with "BCCH specific H-RNTI" as received in IE "HS-DSCH common system information".

1>
and for 1.28 Mcps TDD, for BCCH reception perform HS-DSCH reception procedures by listening to the first indexed HS-SCCH according to the IE "HS-SCCH system info" with "BCCH specific H-RNTI" as received in IE "HS-DSCH common system information".
NOTE :
For 1.28 Mcps TDD, when performing HS-DSCH reception in CELL_FACH state , UTRAN shall always use the HSDPA capability category 9, as specified in [35].
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8.5.40a
HS_DSCH Reception in CELL_PCH and URA_PCH (1.28 Mcps TDD only)
When the IE "HS-DSCH paging system information" is included in System Information Block type 5 and the UE is in CELL_PCH or URA_PCH state, the UE shall:

1>
if variable H_RNTI and variable C_RNTI are set:
2>
if the UE is in CELL_PCH state:
3>
set the variable HS_DSCH_RECEPTION_GENERAL to TRUE;
3>
use the value of the variable H_RNTI as UE identity in the HS-SCCH reception procedure in the physical layer for DCCH or DTCH reception; and
3>
for BCCH reception perform HS-DSCH reception procedures by listening to the first indexed HS-SCCH code listed in the IE "HS-SCCH channelisation code" for FDD or first instance in the IE "HS-SCCH Set Configuration" for 1.28 Mcps TDD with "BCCH specific H-RNTI" as received in IE "HS-DSCH common system information" from System Information Block type 5 or System Information Block type 5bis;

3>
if the UE detects the value of the variable H_RNTI in the HS-SCCH reception procedure:

4>
initiate the enhanced uplink synchronization procedure;

4>
move to CELL_FACH;

4>
stop timer T319 if it is running.
3>
if the UE has uplink RLC data PDU or uplink RLC control PDU on RB1 or upwards to transmit:

4>
move to CELL_FACH state;

4>
stop timer T319 if it is running.

2>
if the UE is in URA_PCH state:

3>
clear the variable H_RNTI;

3>
clear the variable C_RNTI;

3>
clear any stored IE "HARQ Info";
3>
reset the MAC-ehs entity [15];
3>
if the IE "PICH info" is included in IE "Secondary CCPCH system information" in System Information Block type 5 or System Information Block type 6:
4>
monitor the paging occasions and PICH monitoring occasions determined according to subclauses 8.6.3.1a, 8.6.3.2 and 8.5.42 and receive paging information on the PCH mapped on the S-CCPCH selected by the UE according to the procedure in subclause 8.5.19.
3>
else:

4>
set the variable HS_DSCH_RECEPTION_GENERAL to TRUE;

4>
perform the HS-DSCH reception procedure according to IE "HS-DSCH paging system information" as received in System Information Block type 5:
5>
receive the HS-PDSCH applying the configuration according to 8.5.41 in "Paging Sub-Channel Size" * 2 consecutive TTIs and use the Transport block sizes indexed in the IE "Transport Block Size List" for demultiplexing of upper layer PDUs from transport blocks delivered from the physical layer on HS-DSCH, as described in [33].
1>
else:
2>
if variable H_RNTI or variable C_RNTI are set:

3>
clear the variable H_RNTI;

3>
clear the variable C_RNTI;

3>
clear any stored IE "HARQ Info";
3>
reset the MAC-ehs entity [15].

2>
if the IE "PICH info" is included in IE "Secondary CCPCH system information" in System Information Block type 5 or System Information Block type 6:
3>
monitor the paging occasions and PICH monitoring occasions determined according to subclauses 8.6.3.1a, 8.6.3.2 and 8.5.42 and receive paging information on the PCH mapped on the S-CCPCH selected by the UE according to the procedure in subclause 8.5.19.
2>
else:

3>
set the variable HS_DSCH_RECEPTION_GENERAL to TRUE;

3>
perform the HS-DSCH reception procedure according to IE "HS-DSCH paging system information" as received in System Information Block type 5, receive the HS-PDSCH applying:

4>
HS-PDSCH configuration selected according to 8.5.41 in "Paging Sub-Channel Size" * 2 consecutive TTIs;

4>
the Transport block sizes indexed in the IE "Transport Block Size List" for demultiplexing of upper layer PDUs from transport blocks delivered from the physical layer on HS-DSCH, as described in [33].
NOTE :
For 1.28 Mcps TDD, when performing HS-DSCH reception in CELL_PCH and URA_PCH state , UTRAN shall always use the HSDPA capability category 9, as specified in [35].
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8.5.45a
Enhanced Uplink in CELL_FACH state and Idle mode (1.28 Mcps TDD only)

If variable READY_FOR_COMMON_EDCH is set to TRUE, the RRC in the UE shall configure MAC and the physical layer for E-DCH and HS-DSCH transmission, and the UE shall:

1>
configure the common E-DCH MAC-d flows as described in subclause 8.6.5.24;

1>
use a redundancy version for each HARQ transmission as configured by the IE "HARQ info for E-DCH";

1>
configure the PHY with the stored IE "E-PUCH info" configuration and the information contained in IE "E-RUCCH info";

1>
configure the E-HICH in accordance with the stored IE "E-HICH info" configuration;

1>
configure the E-AGCH in accordance with the stored IE "E-AGCH info" configuration;

1>
configure the radio link as the serving E-DCH radio link;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46.
NOTE:
For 1.28 Mcps TDD, when performing E-DCH transmission in CELL_FACH state, the UE shall use the E-DCH capability category 3, as specified in [35].
	< sections omitted >


8.5.46
Actions related to COMMON_E_DCH_TRANSMISSION variable (FDD and 1.28 Mcps TDD only)
The variable COMMON_E_DCH_TRANSMISSION shall be set to TRUE only when all the following conditions are met:

1>
the UE is in CELL_FACH state or Idle mode;

1>
one radio link is configured as the serving E-DCH radio link, and for this radio link the UTRAN has configured the IE "E-HICH info" and the IE "E-AGCH info", and for 1.28Mcps TDD the IE "E-RUCCH Info" and "E-PUCH Info";

1>
all logical channels are mapped to E-DCH, and for each of which there is: 

2>
one E-DCH MAC-d flow is configured, i.e. the IEs "E-DCH MAC-d flow power offset", "E-DCH MAC-d flow maximum number of retransmissions", and for 1.28 Mcps TDD, the IEs "E-DCH MAC-d flow retransmission timer".

If any of the above conditions is not met and the variable COMMON_E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
set the variable COMMON_E_DCH_TRANSMISSION to FALSE;

1>
if not in CELL_DCH state:

2>
stop any E-AGCH, E-RGCH (FDD only) and E-HICH reception procedures;

2>
for FDD, stop any E-DPCCH and E-DPDCH transmission procedures;

2>
for 1.28 Mcps TDD, stop any E-RUCCH and E-PUCH tranmission procedure;

2>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

2>
release all E-DCH HARQ resources;

2>
no longer consider any radio link to be the serving E-DCH radio link.

For FDD, whenever the variable COMMON_E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
perform uplink DPCCH transmission; 

1>
if a CCCH message is submitted for transmission on the uplink:

2>
no E-AGCH and E-RGCH reception procedure is performed in the physical layer.

1>
if a DCCH and/or DTCH message is submitted for transmission on the uplink:
2>
use the value stored in the variable E_RNTI as UE identity in the E-AGCH reception procedure in the physical layer; 

2>
perform E-RGCH reception procedure for the serving radio link if an E-RGCH configuration has been provided with the common E-DCH resource.

1>
perform E-HICH reception procedures for the serving E-DCH radio link;

1>
perform E-DPCCH transmission procedures for the serving E-DCH radio link;

1>
perform E-DPDCH transmission procedures for the serving E-DCH radio link;

1>
perform the inclusion of MAC-d PDUs and MAC-c PDUs in a MAC-i PDU for logical channels belonging to the MAC-d flows for which the IE "Scheduled transmission grant info" is configured in accordance with the received scheduling grant on E-AGCH/E-RGCH (see [15]); 

1>
if transmitting DCCH or DTCH data:

2>
if IE "ACK/NACK support on HS-DPCCH" is set to TRUE:

3>
after collision resolution provide ACK/NACK feedback in accordance with [29] in the physical layer on the serving HS-DSCH radio link, using the information in the IE "Uplink DPCH power control info";

3>
after collision resolution use the information for the channel quality indication (CQI) procedure in the physical layer on the serving HS-DSCH radio link if the IE "Measurement Feedback Info" has been provided with the common E-DCH resource.

1>
if the UE received the "Enhanced Uplink in CELL_FACH and Idle mode process termination" by MAC with the CMAC-STATUS primitive; or

1>
if the UE according to subclause 8.5.4A failed to establish the physical channels; or

1>
if the criteria for radio link failure are met as specified in subclause 8.5.6:

2>
set the variable COMMON_E_DCH_TRANSMISSION to FALSE;

2>
stop any E-AGCH, E-RGCH and E-HICH reception procedures;

2>
stop any E-DPCCH and E-DPDCH transmission procedures;

2>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

2>
release all E-DCH HARQ resources;

2>
no longer consider any radio link to be the serving E-DCH radio link.
For 1.28 Mcps TDD, whenever the variable COMMON_E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
if CCCH message is submitted for transmission on the uplink and if the variable E_RNTI is not set:
2>
select a common E-RNTI according to subclause 8.5.50;

2>
perform E-RUCCH transmission procedure, using the selected common E-RNTI as UE identity;

2>
use the selected common E-RNTI as UE identity in the E-AGCH reception procedure in the physical layer in the common E-RNTI scheduling window according to subclause 8.5.50.

1>
else:

2>
perform E-RUCCH transmission procedure according to the stored PRACH configuration (see [60]), using the value stored in the variable E_RNTI as UE identity;

2>
use the value stored in the variable E_RNTI as UE identity in the E-AGCH reception procedure in the physical layer.

1>
perform E-HICH reception procedures for the serving E-DCH radio link;
1>
perform E-PUCH transmission procedures according to the stored E-PUCH configuration;

1>
perform the inclusion of MAC-d PDUs and MAC-c PDUs in a MAC-i PDU for logical channels belonging to the MAC-d flows in accordance with the received scheduling grant on E-AGCH (see [15]).

Whenever the variable COMMON_E_DCH_TRANSMISSION is set to FALSE, the UE shall:

1>
if not in CELL_DCH state:

2>
for FDD, not perform uplink DPCCH transmission;

2>
not perform E-AGCH, E-RGCH (FDD only) and E-HICH reception procedures;

2>
for FDD, not perform E-DPCCH and/or E-DPDCH transmission procedures;
2>
for 1.28 Mcps TDD, not perform E-RUCCH and E-PUCH transmission procedures.
NOTE:
For 1.28 Mcps TDD, when performing E-DCH transmission in CELL_FACH state, the UE shall use the E-DCH capability category 3, as specified in [35].
	< sections omitted >


10.2.7
CELL UPDATE
This message is used by the UE to initiate a cell update procedure.


RLC-SAP: TM


Logical channel: CCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	U-RNTI
	MP
	
	U-RNTI 10.3.3.47
	
	

	RRC transaction identifier
	CV-Failure
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	

	AM_RLC error indication(RB2, RB3 or RB4)
	MP
	
	Boolean
	TRUE indicates AM_RLC unrecoverable error [16] occurred on RB2, RB3 or RB4 in the UE
	

	AM_RLC error indication(RB>4)
	MP
	
	Boolean
	TRUE indicates AM_RLC unrecoverable error [16] occurred on RB>4 in the UE
	

	Cell update cause
	MP
	
	Cell update cause 10.3.3.3
	
	

	Traffic volume indicator
	OP
	
	Enumerated (TRUE)
	This IE shall be set to TRUE when the criteria for event based traffic volume measurement reporting is fulfilled.

Absence of this element means not fulfilled.
	REL-6

	Failure cause
	OP
	
	Failure cause and error information 10.3.3.14
	
	

	RB timer indicator
	MP
	
	RB timer indicator 10.3.3.28
	
	

	Establishment cause
	OP
	
	Establishment cause 10.3.3.11
	
	REL-5

	CS Call Type
	CV-ConversationalCS
	
	Enumerated (speech, video, other)
	One spare value is needed
	REL-7

	HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH state.

Note 1.
	REL-7

	Support of common E-DCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DCH enhanced random access in CELL_FACH state and Idle mode.

Note 1.
	REL-8

	Support of HS-DSCH DRX operation
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-DSCH DRX operation in CELL_FACH state.
	REL-8

	Support of MAC-i/is
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-i/is operation.
	REL-8

	UE Mobility State Indicator
	MD
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4] either the High mobility state is not applicable or it has not been detected by the UE.
	REL-7

	Capability change indicator
	OP
	
	Enumerated (TRUE)
	TRUE indicates that the UE capability has changed compared to the value stored in the variable UE_CAPABILITY_TRANSFERRED.
	REL-7

	Reconfiguration Status Indicator
	OP
	
	Enumerated (TRUE)
	TRUE indicates a reconfiguration procedure is ongoing within the UE or a response message has been submitted to RLC and the UE is waiting for the layer 2 ACK.
	REL-6

	MBMS Selected Services
	OP
	
	MBMS Selected Services Short 10.3.9a.7d
	
	REL-6

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	


NOTE 1:
For 1.28 Mcps TDD, UE supporting HS-PDSCH in CELL_FACH always supports E-DCH enhanced random access in CELL_FACH state and Idle mode, and vice versa. And UE supporting HS-PDSCH in CELL_FACH always supports HS-DSCH reception in CELL_PCH and URA_PCH and HS-DSCH DRX operation, and vice versa.
	Condition
	Explanation

	Failure
	This IE is mandatory present if the IE "Failure cause" is present and not needed otherwise.

	ConversationalCS
	This IE is mandatory present if the IE “Establishment cause” has the value “Originating Conversational Call” or “EmergencyCall” and a CS call is being initiated. Otherwise it is not needed.


	< sections omitted >


10.2.39
RRC CONNECTION REQUEST
RRC Connection Request is the first message transmitted by the UE when setting up an RRC Connection to the network.


RLC-SAP: TM


Logical channel: CCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	Radio Bearer IEs
	
	
	
	
	

	Predefined configuration status information
	MP
	
	Boolean
	TRUE indicates the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated
	REL-5

	UE information elements
	
	
	
	
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	
	

	Establishment cause
	MP
	
	Establishment cause 10.3.3.11
	
	

	Protocol error indicator
	MD
	
	Protocol error indicator 10.3.3.27
	Default value is FALSE
	

	>UE Specific Behaviour Information 1 idle
	OP
	
	UE Specific Behaviour Information 1 idle

10.3.3.51
	This IE shall not be included in this version of the protocol
	

	Domain indicator
	MP
	
	CN domain identity 10.3.1.1
	
	REL-6

	Call type
	CV-CS-Domain
	
	Enumerated (speech, video, other)
	One spare value is needed
	REL-6

	UE capability indication
	OP
	
	Enumerated (HS-DSCH, HS-DSCH+E-DCH)
	Absence of this IE implies that neither HS-DSCH nor E-DCH are supported by the UE
	REL-6

	MBMS Selected Services
	OP
	
	MBMS Selected Services Short 10.3.9a.7d
	
	REL-6

	UE Mobility State Indicator
	MD
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4] either the High mobility state is not applicable or it has not been detected by the UE.
	REL-7

	Support for F-DPCH
	OP
	
	Enumerated (TRUE)
	The IE shall be present and set to TRUE in this version of the specification
	REL-6

	Support for Enhanced F-DPCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support enhanced F-DPCH
	REL-7

	HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH state.

Note 1
	REL-7

	MAC-ehs support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-ehs
	REL-7

	DPCCH Discontinuous Transmission support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH Discontinuous Transmission
	REL-7

	Support of common E-DCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DCH enhanced random access in CELL_FACH state and Idle mode.

Note 1
	REL-8

	Multi cell support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support multi cell operation
	REL-8

	Pre-redirection info
	OP
	
	Pre-redirection info

10.3.3.25a
	The presence of this IE indicates the UE support of radio access technologies that the UE could be directed to
	REL-8

	Support of MAC-i/is
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-i/is operation. 
	REL-8

	Support of SPS operation
	OP
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.
The absence of this IE indicates that the UE does not support SPS operation.
	REL-8

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	

	Access stratum release indicator
	MP
	
	Enumerated(REL-4,
	Absence of the IE implies R99.

The IE also indicates the release of the RRC transfer syntax supported by the UE.

11 spare values are needed.
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7,
	
	REL-7

	
	
	
	REL-8)
	
	REL-8


NOTE 1:
For 1.28 Mcps TDD, UE supporting HS-PDSCH in CELL_FACH always supports E-DCH enhanced random access in CELL_FACH state and Idle mode, and vice versa. And UE supporting HS-PDSCH in CELL_FACH always supports HS-DSCH reception in CELL_PCH and URA_PCH and HS-DSCH DRX operation, and vice versa.
	Condition
	Explanation

	CS-Domain
	This IE is mandatory present if the IE "Domain indicator" has the value "CS domain". Otherwise it is not needed.


If the encoded message does not fill a transport block, the RRC layer shall insert padding according to subclause 12.1.

	< End >
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