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Discussion and decision

1 Introduction

As discussed during last RAN2 meeting, Huawei would bring a CR to clarify that manual CSG ID selection should consider ePLMNs. This contribution discusses several alternatives on how to reflect this clarification in the specification, and we would like RAN2 to make the final decision.
2 Discussion

During last RAN2 meeting, we reached the agreement below:
=>
Rel-8: confirm that manual search will consider cells from ePLMN’s. Huawei will bring the CR’s for the next meeting to clarify this.

However, there could be several ways to make the change. In the rest of the paper, we take 25.304 as an example to give our analysis.
Alternative 1: to change the definition of RPLMN
Registered PLMN: This is the PLMN on which certain Location Registration outcomes have occurred [5] and also the ePLMN.
Alternative 2: to change the definition of ePLMN
Equivalent PLMN list: List of PLMNs considered as equivalent by the UE for cell selection, cell reselection, MBSFN Cluster selection MBSFN Cluster reselection, handover and manual CSG ID selection according to the information provided by the NAS.
	
	Pros 
	Cons 

	Alternative 1
	A simple way to reflect the clarification.
	RPLMN is a NAS definition; the change will create a RAN definition of RPLMN different from a CT one.

	Alternative 2
	Another simple way to reflect the clarification.
	Will have to make some changes to the existing texts of manual CSG selection.


Of cause there could be a direct but wordy way by repeating “PLMN and PLMNs being equivalent to this registered PLMN” where manual CSG ID selection is mentioned in the spec. We would like RAN2 to discuss the alternatives analyzed above and make a decision of which way to make the change.
3 Conclusion

This contribution analyzed several alternatives of clarifying that manual CSG ID will consider cells from ePLMN’s, we would like RAN2 to make a final decision of the way to make the change.
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