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1
Introduction
This contribution proposes to notify the 3GPP release of new IE in the TS 36.331 to improve the readability.
2
Discussion
As Rel-9 work is progressing well, Rel-9 CRs have been produced and those include new IEs. Those IEs are usually included in the IE group where the related parameters for the functions are defined. Thus in the future, it will be rather difficult to determine in which 3GPP release the IE is introduced.  For instance, in TS25.331, tabular shows the 3GPP release of IE or the 3GPP release of new value of the IE and this helps to trace the history of the IE.
10.3.3.14a
H-RNTI

The H-RNTI identifies an UE having a HS-PDSCH assignment within a cell.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	H-RNTI
	MP
	
	bit string(16)
	
	REL-5


10.3.3.18
Integrity protection Algorithm
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Integrity protection algorithm
	MP
	
	Enumerated (UIA1
	
	

	
	
	
	, UIA2)
	
	REL-7


In LTE specification, the indication for the 3GPP release will also be useful because this will help to trace the background of IE and improves the readibility once the specification is getting complicated and becomes large. 

However, RAN2 decided not to have a separate tabular format as in TS25.331. Thus one possibility could be to add 3GPP release indication in the field description as shown below.
------------------------------------------------------------------------------------------------------------------------------------------

–
PhysicalConfigDedicated
The IE PhysicalConfigDedicated is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated information element
-- ASN1START

PhysicalConfigDedicated ::=


SEQUENCE {


pdsch-ConfigDedicated



PDSCH-ConfigDedicated


OPTIONAL,

-- Need ON


pucch-ConfigDedicated



PUCCH-ConfigDedicated


OPTIONAL,

-- Need ON


pusch-ConfigDedicated



PUSCH-ConfigDedicated


OPTIONAL,

-- Need ON


uplinkPowerControlDedicated


UplinkPowerControlDedicated

OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUCCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON

tpc-PDCCH-ConfigPUSCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


cqi-ReportConfig




CQI-ReportConfig



OPTIONAL,

-- Need ON


soundingRS-UL-ConfigDedicated

SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON


antennaInfo






CHOICE {



explicitValue





AntennaInfoDedicated,



defaultValue





NULL


}

OPTIONAL,
















-- Need ON


schedulingRequestConfig



SchedulingRequestConfig 

OPTIONAL, 

-- Need ON


...,


cqi-OnDurationMask




BOOLEAN



OPTIONAL

-- Cond cqi-reportPeriod
}

-- ASN1STOP

	PhysicalConfigDedicated field descriptions

	antennaInfo

A choice is used to indicate whether the antennaInfo is signalled explicitly or set to the default antenna configuration as specified in section 9.2.4.

	tpc-PDCCH-ConfigPUCCH

PDCCH configuration for power control of PUCCH using format 3/3A, see TS 36.212 [22].

	tpc-PDCCH-ConfigPUSCH

PDCCH configuration for power control of PUSCH using format 3/3A, see TS 36.212 [22].

	cqi-OnDurationMask – Rel9
Limits CQI/PMI/RI reports to the on-duration period of the DRX cycle, see TS 36.321 [6].


	Conditional presence
	Explanation

	cqi-reportPeriod
	The field is optional present if the cqi-ReportPeriodic in the cqi-ReportConfig is set to ‘setup’, need ON


Or another possibility could be to add the release indication in the ASN.1 as comment as showne below.

PhysicalConfigDedicated information element
-- ASN1START

PhysicalConfigDedicated ::=


SEQUENCE {


pdsch-ConfigDedicated



PDSCH-ConfigDedicated


OPTIONAL,

-- Need ON


pucch-ConfigDedicated



PUCCH-ConfigDedicated


OPTIONAL,

-- Need ON


pusch-ConfigDedicated



PUSCH-ConfigDedicated


OPTIONAL,

-- Need ON


uplinkPowerControlDedicated


UplinkPowerControlDedicated

OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUCCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON

tpc-PDCCH-ConfigPUSCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


cqi-ReportConfig




CQI-ReportConfig



OPTIONAL,

-- Need ON


soundingRS-UL-ConfigDedicated

SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON


antennaInfo






CHOICE {



explicitValue





AntennaInfoDedicated,



defaultValue





NULL


}

OPTIONAL,
















-- Need ON


schedulingRequestConfig



SchedulingRequestConfig 

OPTIONAL, 

-- Need ON


...,


cqi-OnDurationMask




BOOLEAN



OPTIONAL

-- Cond cqi-reportPeriod

-- Rel9
}

-- ASN1STOP

3
Conclusion and Proposal
It is proposed that RAN2 discusses and agrees on the usefulness of 3GPP release indication for new IEs. It is also proposed to agree on the way to specify the 3GPP release of the IE in TS36.331.

