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5.10
Semi-Persistent Scheduling
When Semi-Persistent Scheduling is enabled by RRC, the following information is provided [8]:

-
Semi-Persistent Scheduling C-RNTI;

-
Uplink Semi-Persistent Scheduling interval semiPersistSchedIntervalUL and number of empty transmissions before implicit release implicitReleaseAfter, if Semi-Persistent Scheduling is enabled for the uplink;

-
Whether twoIntervalsConfig is enabled or disabled for uplink, only for TDD;

-
Downlink Semi-Persistent Scheduling interval semiPersistSchedIntervalDL and number of configured HARQ processes for Semi-Persistent Scheduling numberOfConfSPS-Processes, if Semi-Persistent Scheduling is enabled for the downlink;

When Semi-Persistent Scheduling for uplink or downlink is disabled by RRC, the corresponding configured grant or configured assignment shall be discarded.
5.10.1
Downlink
After a Semi-Persistent downlink assignment is configured, the UE shall consider that the assignment recurs in each subframe for which:
-
(10 * SFN + subframe) = [(10 * SFNstart time + subframestart time) + N * semiPersistSchedIntervalDL] modulo 10240, for all N>0.
Where SFNstart time and subframestart time are the SFN and subframe, respectively, at the time the configured downlink assignment were (re-)initialised.

5.10.2
Uplink
After a Semi-Persistent Scheduling uplink grant is configured, the UE shall:

-
if twoIntervalsConfig is enabled by upper layer:
-
set the Subframe_Offset according to Table 7.4-1.
-
else:
-
set Subframe_Offset to 0.
-
consider that the grant recurs in each subframe for which:
-
(10 * SFN + subframe) = [(10 * SFNstart time + subframestart time) + N * semiPersistSchedIntervalUL + Subframe_Offset * (N modulo 2)] modulo 10240, for all N>0.
Where SFNstart time and subframestart time are the SFN and subframe, respectively, at the time the configured uplink grant were (re-)initialised.
The UE shall clear the configured uplink grant immediately after implicitReleaseAfter [8] number of consecutive new MAC PDUs , each of which contains zero MAC SDUs from the radio bearer intended for the Semi-Persistent Schedulig resource, have been provided by the Multiplexing and Assembly entity, on the Semi-Persistent Scheduling resource.
NOTE:
Retransmissions for Semi-Persistent Scheduling can continue afte clearing the configured uplink grant.
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