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5.3
DL-SCH data transfer

5.3.1
DL Assignment reception

Downlink assignments transmitted on the PDCCH indicate if there is a transmission on the DL-SCH for a particular UE and provide the relevant HARQ information.

When the UE has a C-RNTI, Semi-Persistent Scheduling C-RNTI, or Temporary C-RNTI, the UE shall for each TTI during which it monitors PDCCH:

-
if a downlink assignment for this TTI has been received on the PDCCH for the UE’s C-RNTI, or Temporary C‑RNTI:
-
if this is the first downlink assignment for this Temporary C-RNTI:

-
consider the NDI to have been toggled.
-
if the downlink assignment is for UE’s C-RNTI and if the previous downlink assignment indicated to the HARQ entity of the same HARQ process was either a downlink assignment received for the UE’s Semi-Persistent Scheduling C-RNTI or a configured downlink assignment:
-
consider the NDI to have been toggled regardless of the value of the NDI.
-
indicate the presence of a downlink assignment and deliver the associated HARQ information to the HARQ entity for this TTI.

-
else, if a downlink assignment for this TTI has been received on the PDCCH for the UE’s Semi-Persistent Scheduling C-RNTI:

-
if the NDI in the received HARQ information is 1:

-
consider the NDI not to have been toggled;

-
indicate the presence of a downlink assignment and deliver the associated HARQ information to the HARQ entity for this TTI;
- 
if any configured downlink assignment were not initialized (if not active):

- 
instruct the Multiplexing and Assembly procedure to generate an SPS Error MAC control element.
-
else, if the NDI in the received HARQ information is 0:
-
if PDCCH contents indicate SPS release:
-
clear the configured downlink assignment (if any);

-
if timeAlignmentTimer is running:

-
indicate a positive acknowledgement for the downlink SPS release to the physical layer.
-
else:
-
store the downlink assignment and the associated HARQ information as configured downlink assignment;

-
initialise (if not active) or re-initialise (if already active) the configured downlink assignment to start in this TTI and to recur according to rules in subclause 5.10.1;

-
set the HARQ Process ID to the HARQ Process ID associated with this TTI; 

-
consider the NDI bit to have been toggled;

-
indicate the presence of a configured downlink assignment and deliver the stored HARQ information to the HARQ entity for this TTI.

-
else, if a downlink assignment for this TTI has been configured and there is no measurement gap in this TTI:

-
instruct the physical layer to receive, in this TTI, transport block on the DL-SCH according to the configured downlink assignment and to deliver it to the HARQ entity;

-
set the HARQ Process ID to the HARQ Process ID associated with this TTI; 

-
consider the NDI bit to have been toggled;

-
indicate the presence of a configured downlink assignment and deliver the stored HARQ information to the HARQ entity for this TTI.
… skipped …
6.1.3.x
SPS Error MAC Control Element

The SPS Error MAC control element is identified by a MAC PDU subheader with LCID as specified in table 6.2.1-2.

It has a fixed size of zero bits.

Table 6.2.1-2 Values of LCID for UL-SCH

	Index
	LCID values

	00000
	CCCH

	00001-01010
	Identity of the logical channel

	01011-11000
	Reserved

	11001
	SPS Error

	11010
	Power Headroom Report

	11011
	C-RNTI

	11100
	Truncated BSR

	11101
	Short BSR

	11110
	Long BSR

	11111
	Padding
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