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<Start of first modified section>

10.2.48.8.1
Master Information Block
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Other information elements
	
	
	
	
	

	MIB Value tag
	MP
	
	MIB Value tag 10.3.8.9
	
	

	CN information elements
	
	
	
	
	

	Supported PLMN types
	MP
	
	PLMN Type 10.3.1.12
	
	

	PLMN Identity
	CV-GSM
	
	PLMN Identity 10.3.1.11
	
	

	Multiple PLMN List
	OP
	
	Multiple PLMN List 10.3.1.7a
	If present, this IE specifies the PLMNs of the cell. If absent, the IE “PLMN Identity” specifies the PLMN of the cell.
	REL-6

	ANSI-41 information elements
	
	
	
	
	

	ANSI-41 Core Network Information
	CV-ANSI-41
	
	ANSI-41 Core Network Information 10.3.9.1
	
	

	References to other system information blocks and scheduling blocks
	MP
	
	References to other system information blocks and scheduling blocks 10.3.8.14
	
	

	CSG Indicator
	OP
	
	Enumerated (TRUE)
	If present, the cell is a CSG cell (see [4]). Default value is “FALSE”. 
	REL-8

	Hybrid Indicator
	OP
	
	Enumerated (TRUE)
	If present, the cell is a Hybrid cell (see [4]). Default value is "FALSE".
	Rel-9


	Condition
	Explanation

	GSM
	The IE is mandatory present if the IE "Supported PLMN Types" is set to 'GSM-MAP' or 'GSM-MAP AND ANSI-41', and not needed otherwise

	ANSI-41
	The IE is mandatory present if the IE "Supported PLMN Types" is set to 'ANSI-41' or 'GSM-MAP AND ANSI-41', and not needed otherwise


<End of first modified section>

<Start of second modified section>

11.3
Information element definitions

…

MasterInformationBlock ::=


SEQUENCE {



mib-ValueTag




MIB-ValueTag,



-- TABULAR: The PLMN identity and ANSI-41 core network information



-- are included in PLMN-Type.



plmn-Type





PLMN-Type,



sibSb-ReferenceList



SIBSb-ReferenceList,


-- Extension mechanism for non- release99 information



v690NonCriticalExtensions


SEQUENCE {




masterInformationBlock-v690ext

MasterInformationBlock-v690ext,




v6b0NonCriticalExtensions


SEQUENCE {





masterInformationBlock-v6b0ext

MasterInformationBlock-v6b0ext-IEs,





v860NonCriticalExtensions


SEQUENCE {






masterInformationBlock-v860ext

MasterInformationBlock-v860ext-IEs,






v9xyNonCriticalExtensions


SEQUENCE {








masterInformationBlock-v9xyext

MasterInformationBlcok-v9xyext-IEs,







nonCriticalExtensions



SEQUENCE {}




OPTIONAL






}
OPTIONAL




}
OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

MasterInformationBlock-v690ext ::=
SEQUENCE {


multiplePLMN-List




MultiplePLMN-List-r6


OPTIONAL

}

MasterInformationBlock-v6b0ext-IEs ::= SEQUENCE {


extSIBTypeInfoSchedulingInfo-List
ExtSIBTypeInfoSchedulingInfo-List
OPTIONAL

}

MasterInformationBlock-v860ext-IEs ::= SEQUENCE {


extSIBTypeInfoSchedulingInfo-List
ExtSIBTypeInfoSchedulingInfo-List2

OPTIONAL,


extGANSS-SIBTypeInfoSchedulingInfoList











ExtGANSS-SIBTypeInfoSchedulingInfoList
OPTIONAL,


csg-Indicator





ENUMERATED { true }





OPTIONAL

}

MasterInformationBlock-v9xyext-IEs ::= SEQUENCE {


hybrid-Indicator





ENUMERATED { true }





OPTIONAL

}

MIB-ValueTag ::=




INTEGER (1..8)

...

<End of second modified section>
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