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1 Introduction
In this contribution, we propose to introduce the parameter PresenceAntennaPort1 to UTRAN in order to get the benefits of utilizing the transmitting diversity for RSRP/RSRQ E-UTRAN neighboring cell measurements.
2 Discussion
As RAN4 has concluded on the benefits of utilizing the transmitting diversity for RSRP/RSRQ neighboring cell measurements for both IDLE and Active UE’s, intra-frequency and inter-frequency. It has been agreed in RAN WG2 meeting #65[1] to use the parameter presenceAntennaPort1 in SIB3 as well as add the parameter in SIB5 and introduce it in relevant mobility IE i.e. measurementConfiguration.
The parameter PresenceAntennaPort1 is used to indicate whether all the neighbouring cells use Antenna Port 1.  When set to TRUE, the UE may assume that at least two cell-specific antenna ports are used in all neighbouring cells.
It seems possible for UTRAN to provide this parameter to help UE’s to determine the presence of the second antenna, so the UE’s camping on UTRAN cells can also get the benefits when perfoming inter-RAT E-UTRAN measurement .

Proposal1: It is proposed that UTRAN system should provide the UEs with the Antenna Port information  of E-UTRAN neighbour cells.
For UEs in UTRAN, in order to get this benefit, it is proposed to add this parameter in relevant system information as well as measurement control information.
Proposal2: It is proposed to add the parameter presenceAntennaPort1 in relevant system information as well as measurement control information in UTRAN.
3 Conclusion
We would like RAN2 to discuss the issue and agree on the following proposal.
Proposal1: It is proposed that UTRAN system should provide the UEs with the Antenna Port information  of E-UTRAN neighbour cells.

Proposal2: It is proposed to add the parameter presenceAntennaPort1 in relevant system information as well as measurement control information in UTRAN.
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