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1. Discussion/Proposal
RAN2 received LS on CSG Priorities and Manual CSG Selection from SA1.

When we respond to them, we propose following to be taken into account.

- We propose the topic is discussed in release 10 time frame as mentioned in this LS. Since RAN2 is still under discussion for Rel-9 CSG aspect, this discussion should be after RAN2 finalizes Rel-9 CSG at least for stage2. Next SA1 meeting is 16-20 Nov. Therefore, it will be ok to send reply liaison in RAN2#67bis or RAN2#68.

- In the intra-frequency perspective, best cell in terms of radio condition principle should be taken into account in order to have good radio capacity. That is, the radio capacity trade-off is main issue to be solved in order to support service based mobility (for example, LIPA aware mobility). In addition, interference management aspect for both UL and DL should be discussed together. On the other hand, inter-frequency mobility is not necessary to stick to the best cell in terms of radio condition as already supported in Rel-8/9. 

- There has been the discussion in RAN2/4 that to allocate dedicated CSG frequency is not always possible because of the lack of frequency allocation. One issue which may relate with this LS is to use multiple frequencies to deploy CSG cells, since service based mobility could be applied for inter-frequency as well. Here, those multiple frequencies could be also mixed carrier. The feasibility to use multiple frequencies for CSG cells from frequency planning might need to be taken into account for the discussion. 

-  Large impact on the modification of idle mode behaviour should be avoided. From RAN2 perspective, connected mode is highly prioritized than idle mode in order to use standardization time efficiently. The modification/consideration should be designed on the top of release 9 functionality of CSG connected mode mobility.
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