Page 1



3GPP TSG- RAN WG2 Meeting #67 
(
 R2-095175
Shenzhen, China, 24-28 August, 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	25. 331
	CR
	3743
	(

rev
	1
	(

Current version:
	8.7.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Clarification on common E-DCH MAC flow configuration in enhanced CELL_FACH for 1.28 Mcps TDD

	
	

	Source to WG:
(

	CATT

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	RANimp-EnhState1.28TDD
	
	Date: (

	4/9/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	In the current specification the transport channel information for uplink CCCH message are configured only for the primary frequency. The configuration for the UE sending CCCH message, e.g. periodical cell update, on the secondary frequency is missing. 
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	When sending CCCH message on the secondary frequency, the UE can use the transport channel information included in system information block type 5. 
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	< sections omitted >


10.3.6.9a
Common E-DCH system info

NOTE:
Only for FDD and 1.28 Mcps TDD.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	UL interference for common E-DCH
	OP
	
	UL interference 10.3.6.87
	
	REL-8

	Common E-DCH MAC-d flows
	MP
	
	Common E-DCH MAC-d flows 10.3.5.3b
	
	REL-8

	CHOICE mode
	MP
	
	
	
	REL-8

	>FDD
	
	
	
	
	REL-8

	>>PRACH preamble control parameters (for Enhanced Uplink)
	MP
	
	PRACH preamble control parameters (for Enhanced Uplink) 10.3.6.54a
	Control parameters of the physical signal. 
	REL-8

	>>Initial Serving grant value
	MP
	
	Integer (0..37)
	(0..37) indicates E-DCH serving grant index as defined in [15].
	REL-8

	>>E-DCH Transmission Time Interval
	MP
	
	Integer(2,10)
	Unit is ms.
	REL-8

	>>E-AGCH Info
	MP
	
	E-AGCH Info 10.3.6.100
	
	REL-8

	>>HARQ info for E-DCH
	MP
	
	HARQ info for E-DCH 10.3.5.7d
	
	REL-8

	>>Uplink DPCH power control info
	MP
	
	Uplink DPCH power control info for Common E-DCH 10.3.6.91a
	
	REL-8

	>>E-DPCCH info
	MP
	
	E-DPCCH Info 10.3.6.98
	
	REL-8

	>>E-DPDCH info
	MP
	
	E-DPDCH info 10.3.6.99
	
	REL-8

	>>F-DPCH TPC command error rate target 
	MP
	
	Real (0.01..0.1 by step of 0.01).
	Downlink F-DPCH information. The actual value of dl-FDPCH-TPCcommandErrorRate = IE value * 0.01
	REL-8

	>>Additional E-DCH transmission back off 
	MP
	
	Integer (0..15)
	In terms of TTIs.
	REL-8

	>>Maximum E-DCH resource allocation for CCCH
	MP
	
	Enumerated (8, 12, 16, 24, 32, 40, 80, 120)
	In terms of TTIs.
	REL-8

	>>Maximum period for collision resolution phase
	MP
	
	Integer (8..24)
	In terms of TTIs.
	REL-8

	>>E-DCH transmission continuation back off
	MP
	
	Enumerated (0, 8, 16, 24, 40, 80, 120, infinity)
	In terms of TTIs. If set to "infinity", implicit common E-DCH resource release is disabled.
	REL-8

	>>ACK/NACK support on HS-DPCCH
	MP
	
	Boolean
	TRUE indicates that HS-DPCCH shall be used when a common E-DCH resource is allocated to the UE for DTCH/DCCH transmission after collision resolution. FALSE indicates that HS-DPCCH shall not be used
	REL-8

	>>Measurement Feedback Info
	OP
	
	Measurement Feedback Info 10.3.6.40a
	
	REL-8

	>>Common E-DCH Resource Configuration information list
	MP
	1 to <maxEDCHs>
	
	
	REL-8

	>>>Soffset
	MP
	
	Integer(0..9)
	(0..9) indicates symbol offset as defined in [26]
	REL-8

	>>>F-DPCH Code number
	MP
	
	Integer (0..255)
	
	REL-8

	>>>E-RGCH Information
	OP
	
	E-RGCH Info

10.3.6.102
	
	REL-8

	>>>E-HICH info
	MP
	
	E-HICH info 10.3.6.101
	
	REL-8

	>>>Uplink DPCH code info
	MP
	
	Uplink DPCH code info for Common E-DCH 10.3.6.87b
	
	REL-8

	>TDD
	
	
	
	
	REL-8

	>>CHOICE TDD option
	MP
	
	
	
	REL-8

	>>>7.68 Mcps TDD
	
	
	NULL
	
	REL-8

	>>>3.84 Mcps TDD
	
	
	NULL
	
	REL-8

	>>>1.28 Mcps TDD
	
	
	
	
	REL-8

	>>>>E-RUCCH Info
	MP
	
	E-RUCCH Info 1.28 Mcps TDD
10.3.6.103a
	
	REL-8

	>>>>E-PUCH info
	MP
	
	E-PUCH Info 1.28 Mcps TDD 10.3.6.104a
	Note1
	REL-8

	>>>>E-HICH info
	MP
	
	E-HICH info 1.28 Mcps TDD 10.3.6.101a
	Note1
	REL-8

	>>>>E-AGCH Info
	MP
	
	E-AGCH Info 1.28 Mcps TDD 10.3.6.100a
	Note1
	REL-8

	>>>>HARQ info for E-DCH
	MP
	
	HARQ info for E-DCH 10.3.5.7d
	
	REL-8

	>>>>CCCH transmission info
	MP
	
	
	Note2
	REL-8

	>>>>>Common E-RNTI info
	MP
	
	Common E-RNTI info

10.3.3.7a
	
	REL-8

	>>>>>HARQ maximum number of retransmissions
	MP
	
	Integer (0..7)
	
	REL-8

	>>>>>HARQ retransmission timer
	MP
	
	Enumerated (10, 15, 20, 25, 30, 35, 40, 45, 50, 55, 60, 65, 70, 75, 80, 85, 90, 95, 100, 110, 120, 140, 160)
	Unit: ms
	REL-8

	>>>>>HARQ power offset
	MP
	
	Integer(0..6)
	
	REL-8


NOTE1:
These IEs correspond to the HS-DSCH configuration for CELL_FACH, CELL_PCH and URA_PCH state on primary frequency, the configuration on secondary frequency is signalled to UE via dedicated signalling.
NOTE2:
These IEs correspond to CCCH transmission configuration for CELL_FACH state on the primary frequency and secondary frequency.
	< End of change >
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