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	For a UL 16QAM mode only 2ms TTI E-DCH Transport Block Size Table tables (defined in TS 25.321, Annex B) can by configured by RRC signalling (via the "UL 16QAM configuration" IE, 25.331 sub-clause 10.3.6.86o). 

Therefore the assignment of UL 16QAM mode in combination with a 10ms TTI will lead to a unspecified UE behavior.
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	It is clarified, that UL 16QAM mode in combination with a 10ms TTI will lead to a unspecified UE behavior. 
Impact analysis

Impacted functionality:

E-DCH configuration for UL 16QAM mode. The change only impacts the corrected functionality.
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1. If the network is implemented according to the CR and the UE is not then no inter operability issue will occur, as the network is in charge of E-DCH configuration setup.
2. If the UE is implemented according to the CR and the network is not then the network might configure a E-DCH with UL 16QAM mode in combination with 10ms TTI, for which the UE is not able to configer lower layers internally.
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	Risk that the network might configure a E-DCH with UL 16QAM mode in combination with 10ms TTI, for which the UE is not able to configer lower layers internally.
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10.3.6.86o
UL 16QAM configuration

NOTE:
Only for FDD.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	UL 16QAM settings
	CV-2msTTI
	
	UL 16QAM settings

10.3.6.86a
	Presence of this IE indicates that the UE should operate in 16QAM mode; absence indicates that the UE is not to operate in 16QAM mode. See Note 2.
	REL-7

	MAC-es/e reset indicator
	OP
	
	Enumerated (true)
	TRUE Indicates the MAC-es/e entity needs to be reset.
	REL-7

	E-TFCI table index
	OP
	
	Integer (0..1)
	Indicates which standardised E-TFCI TB size table shall be used. See Note 1.
	REL-7

	NOTE 1: 
If the UE is operating in 16QAM mode, the value of “E-TFCI table index” is increased by 2, and indices in the SG-Table refer to Scheduling Grant Table 2 in [15].

	NOTE 2:
If this IE is not present, the indices signaled on the E-AGCH refer to the Mapping of Absolute Grant Value Table 16B in [27].


	Condition
	Explanation

	2msTTI
	This IE is present only if 2ms TTI is configured, otherwise it is not needed. 
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