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[First modified section]
6.1.2.1
Control Channels

Control channels are used for transfer of control plane information only. The control channels offered by MAC are:

-
Broadcast Control Channel (BCCH)


A downlink channel for broadcasting system control information.

-
Paging Control Channel (PCCH)


A downlink channel that transfers paging information and system information change notifications. This channel is used for paging when the network does not know the location cell of the UE.

-
Common Control Channel (CCCH)


Channel for transmitting control information between UEs and network. This channel is used for UEs having no RRC connection with the network.

-
Multicast Control Channel (MCCH)


A point-to-multipoint downlink channel used for transmitting MBMS control information from the network to the UE, for one or several MTCHs. This channel is only used by UEs that receive MBMS.


-
Dedicated Control Channel (DCCH)


A point-to-point bi-directional channel that transmits dedicated control information between a UE and the network. Used by UEs having an RRC connection.

[Second modified section]
7.4
System Information

System information is divided into the MasterInformationBlock (MIB) and a number of SystemInformationBlocks (SIBs):

-
MasterInformationBlock defines the most essential physical layer information of the cell required to receive further system information;

-
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information blocks;

-
SystemInformationBlockType2 contains common and shared channel information;

-
SystemInformationBlockType3 contains cell re-selection information, mainly related to the serving cell;

-
SystemInformationBlockType4 contains information about the serving frequency and intra-frequency neighbouring cells relevant for cell re-selection (including cell re-selection parameters common for a frequency as well as cell specific re-selection parameters);

-
SystemInformationBlockType5 contains information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection (including cell re-selection parameters common for a frequency as well as cell specific re-selection parameters);

-
SystemInformationBlockType6 contains information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection (including cell re-selection parameters common for a frequency as well as cell specific re-selection parameters);

-
SystemInformationBlockType7 contains information about GERAN frequencies relevant for cell re-selection (including cell re-selection parameters for each frequency);

-
SystemInformationBlockType8 contains information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection (including cell re-selection parameters common for a frequency as well as cell specific re-selection parameters);

-
SystemInformationBlockType9 contains a home eNB identifier (HNBID);

-
SystemInformationBlockType10 contains an ETWS primary notification;

-
SystemInformationBlockType11 contains an ETWS secondary notification;
-
SystemInformationBlockType13 contains MBMS-related information.
The MIB is mapped on the BCCH and carried on BCH while all other SI messages are mapped on the BCCH and dynamically carried on DL-SCH where they can be identified through the SI-RNTI (System Information RNTI). Both the MIBand SystemInformationBlockType1use a fixed schedule with a periodicity of 40 and 80 ms respectively while the scheduling of other SI messages is flexible and indicated by SystemInformationBlockType1.
The eNB may schedule DL-SCH transmissions concerning logical channels other than BCCH in the same subframe as used for BCCH. The minimum UE capability restricts the BCCH mapped to DL-SCH e.g. regarding the maximum rate.

The Paging message is used to inform UEs in RRC_IDLE and UEs in RRC_CONNECTED about a system information change.

System information may also be provided to the UE by means of dedicated signalling e.g. upon handover.

 [Third modified section]
15.1.2
E-MBMS User Plane Protocol Architecture

The overall U-plane architecture of content synchronization is shown in Figure 15.1.2-1. This architecture is based on the functional allocation for Unicast and the SYNC protocol layer is defined additionally on transport network layer to support content synchronization mechanism.
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Figure 15.1.2-1: The overall u-plane architecture of the MBMS content synchronization

The SYNC protocol is defined as a protocol to carry additional information that enable eNBs to identify the timing for radio frame transmission and detect packet loss. Every E-MBMS service uses its own SYNC entity. The SYNC protocol is applicable to DL, it may be specified as a part of GTP-U or as an independent protocol, and is terminated in the BM-SC.

Complying with the content synchronization mechanism is required for an eNB distributing a MBMS service for Multi-Cell transmission (e.g. intra-eNB MBSFN); inter-eNB MBSFNs should use the SYNC protocol.
[Fourth modified section]
15.3.3
Multi-cell transmission

Multi-cell transmission of MBMS is characterized by:

-
Synchronous transmission of MBMS within its MBSFN Area;

-
Combining of MBMS transmission from multiple cells is supported;

-
Scheduling of each MCH is done by the MCE;

-
A single transmission is used for MCH (i.e. neither blind HARQ repetitions nor RLC quick repeat);

-
A single Transport Block is used per TTI for MCH transmission, that TB uses all the MBSFN resources in that subframe;

-
MTCH and MCCH can be multiplexed on the same MCH and are mapped on MCH for p-t-m transmission;

-
MTCH uses an MTCH-specific version of the RLC-UM mode.

-
MCCH uses the RLC-UM mode;

-
The MAC subheader indicates the LCID for  MTCH and MCCH;

-
The MBSFN Synchronization Area, the MBSFN Area, and the MBSFN cells are semi-statically configured e.g. by O&M;

-
MBSFN areas are static, unless changed by O&M (i.e. no dynamic change of areas);
Multiple MBMS services can be mapped to the same MCH and one MCH contains data belonging to only one MBSFN Area. An MBSFN Area contains one or more MCHs. The MCS is MCH specific. All MCHs have the same coverage area.

Within the MBSFN subframes, the transmission of a specific MCH occupies a pattern of subframes, not necessarily adjacent in time, called the MCH Subframe Allocation Pattern (MSAP). The MSAP for every MCH carrying MTCH is signalled on MCCH. It shall be possible for a Rel-9 MCH to not use all MBSFN resources signalled as part of the Rel-8 MBSFN signalling. Further, such MBSFN resource can be shared for more than one purpose (MBMS, Positioning, etc.). The MSAP occasion comprises the set of subframes defined by the MSAP during a certain period. The MSAP occasion duration is configurable. At such an MSAP occasion the eNB applies MAC multiplexing of different MTCHs and optionally MCCH to be transmitted on this MCH.

Dynamic scheduling information is provided per MCH to indicate which subframes are used by each MTCH in the MSAP occasion. The following principles are used for the dynamic scheduling information:

· it is used both when services are multiplexed onto the MCH and when only a single service is transmitted on the MCH;

· it is generated by the eNB and provided once at the beginning of the MSAP occasion;

· it has higher scheduling priority than the MCCH and, when needed, it appears first in the PDU;

· it allows the receiver to determine what subframes are used by every MTCH, sessions are scheduled in the order in which they are included in the MCCH session list;

· It is carried in a MAC control element which can not be segmented;

· it carries the mapping of MTCHs to the sub-frames of the associated MSAP occasion. This mapping is based on the indexing of sub-frames belonging to one MSAP occasion. 

The content synchronization for multi-cell transmission is provided by the following principles:
1.
All eNBs in a given MBSFN Synchronization Area have a synchronised radio frame timing such that the radio frames are transmitted at the same time. 
2.
All eNBs have the same configuration of RLC/MAC/PHY for each MBMS service, and identical information (e.g. time information, transmission order/priority information) such that synchronized dynamic scheduling in the eNBs is ensured. These are indicated in advance by the MCE.
3.
An E-MBMS GW sends/broadcasts MBMS packet with the SYNC protocol to each eNB transmitting the service. 
4.
The SYNC protocol provides additional information so that the eNBs identify the transmission radio frame(s). The E-MBMS GW does not need accurate knowledge of radio resource allocation in terms of exact time division (e.g. exact start time of the radio frame transmission).

5.
eNB buffers MBMS packet and waits for the transmission timing indicated in the SYNC protocol. 

6.
The segmentation/concatenation is needed for MBMS packets and should be totally up to the RLC/MAC layer in eNB.

7.
The SYNC protocol provides means to detect packet loss(es) and supports a recovery mechanism robust against loss of consecutive PDU packets (MBMS Packets with SYNC Header). 

8.
For the packet loss case the transmission of radio blocks potentially impacted by the lost packet should be muted.

9.
The mechanism supports indication or detection of MBMS data burst termination (e.g. to identify and alternately use available spare resources related to pauses in the MBMS PDU data flow).

10.
If two or more consecutive SYNC SDUs within a SYNC bearer are not received by the eNB, it stops transmitting the associated MCH from the subframe corresponding to the consecutive losses until the end of the corresponding MSAP occasion.

A content SYNC protocol for the UTRA flat deployment option in support of MBSFN is specified in [32], clause 7.1B, "MBMS in case of inter-RNC synchronization". In particular, sub-clauses 7.1B.2.2 of [32], "MBMS User Data flow synchronization", should be taken as a basis for the user data flow synchronization in E-MBMS.
[Last modified section]
15.3.5
MCCH Structure

The following principles govern the MCCH structure:

-
One MBSFN Area is associated with one MCCH and one MCCH corresponds to one MBSFN Area;
-
The MCCH is sent on MCH;

-
MCCH consists of a single RRC message which lists all the MBMS services with ongoing sessions;

-
MCCH is transmitted by all cells within an MBSFN Area, except the MBSFN Area Reserved Cells;

-
MCCH is transmitted by RRC every MCCH repetition period;

-
MCCH uses a modification period;

-
A notification mechanism is used to announce changes of MCCH due to Session Start;

-
Notification is sent with PDCCH to M-RNTI;

-
Timing for transmission of notification is FFS (paging occasion or special M-RNTI occasion) 
;

-
When the UE receives a notification, it acquires the MCCH at the next modification period boundary;

-
The UE is informed of changes other than Session Start by MCCH monitoring at the modification period.
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