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	For 1.28Mcps TDD, the cell can has multiple carriers and the UE can work on some carrier. The E-PUCH physical resource of UE can be reconfigured from current frequency to another frequency in the serving cell. When the working frequency is modified and the TEBS is larger than zero, the scheduling information should be reported in order that the NodeB can aquire the correct SNPL in the new frequency and the TEBS status . Then the NodeB can schedule correctly the uplink resource.
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	Add the trriger condition for scheduling information reporting of 1.28Mcps TDD. The new event is that the working frequency is modified for E-PUCH physical channel and the TEBS is larger than zero. 
Impact Analysis

 Impacted functionality:

 For 1.28Mcps TDD UE, when the working frequency is modified for HSUPA resource in current cell, scheduling information should be triggered. 
Inter-operability
1.  If the UE is implemented according to the CR and the UTRAN is not then UTRAN could still schedule the UE accordingly. There is no problem.
2. If the UTRAN is implemented according to the CR and the UE is not then UTRAN could not schedule the UE correctly by its latest Scheduling Information.
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	When the working frequency for HSUPA resource is modified in the current cell, NodeB will not know the latest SNPL in the new frequency then the resource scheduling is not correct. 
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==============1st Change===============
11.9.1.5
Scheduling Information reporting (1.28 Mcps TDD only)

A "Grant Request" type Scheduling Information can be triggered if any of the following events occur:

-
The TEBS becomes larger than zero;

-
An E-DCH serving cell change occurs and the TEBS is larger than zero;
-
An E-DCH working frequency change occurs in the serving cell and the TEBS is larger than zero;
An optional Extended Estimation Window (defined by RRC in TTIs) may be used to prevent the UE from triggering unnecessary E-RUCCH transmission in case the UE potentially has an available Grant a short time in the future. The UE may perform a persistent check through the Extended Estimation Window to evaluate whether there is a Grant available for new data transmission when the UE can not take the decision just according to the related HARQ information, e.g, HARQ timing, HARQ retransmission numbers and so on.
If a UE has no Grant (including scheduled grant or non-scheduled grant) available for a new MAC-e or MAC-i PDU transmission in current TTI or in the Extended Estimation Window (if configured by RRC), as the "Grant Request" type Scheduling Information is triggered, the transmission of Scheduling Information shall be triggered via E-RUCCH.
Else if the UE has a Grant (including scheduled grant or non-scheduled grant) available for a new MAC-e or MAC-i PDU transmission in current TTI or in Extended Estimation Window (if configured by RRC), as the "Grant Request" type Scheduling Information is triggered, the scheduling information should be included in a MAC-e or MAC-i PDU via the Grant. If the HARQ process fails to deliver the MAC-e or MAC-i PDU containing the triggered the "Grant Request" type Scheduling Information, another "Grant Request" type Scheduling Information shall be triggered.

When assembling a MAC-e or MAC-i PDU, if the scheduling information needs to be included in the MAC-e or MAC-i PDU according to subclause 9.2.4.2 and it shall be transmitted regardless of TEBS status.
Additional periodic timer T-SI is used to avoid long pause duration of scheduling information reporting (defined by RRC). Once the grant is designated, T-SI shall be started .When the scheduling information is included in MAC-e or MAC-i PDU and sent, the timer shall be restarted immediately. When the timer expires, if there is a grant to send a new MAC-e or MAC-i PDU, it should include scheduling information, otherwise the UE shall wait for a grant to send scheduling information in a new MAC-e or MAC-i PDU.
Additionally if data with higher priority than the data already in the transmission buffer arrives, the Scheduling Information shall be triggered and included in next available MAC-e or MAC-i PDU, i.e. higher priority data arrival event shall not trigger a E-RUCCH procedure.
RRC can configure MAC with a delay timer to be used when the UE transits from having a Grant to not having a Grant and the TEBS is still larger than zero. The delay timer T_WAIT shall be started once the Grant expires and shall be stopped and reset when a Grant is received. When T_WAIT expires, the transmission of a Scheduling Information shall be triggered via E-RUCCH (T_WAIT shall be stopped and reset).
Even if multiple events are triggered by the time a new Scheduling Information reporting can take place, only single scheduling information with newly updated content shall be sent via E-RUCCH or included in a MAC-e or MAC-i PDU.
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