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* * * First Change * * * 

5.2.2.15
Actions upon reception of SystemInformationBlockType8
Upon receiving SystemInformationBlockType8, the UE shall:

1>
if the systemTimeInfo is included:

2>
forward the systemTimeInfo to CDMA2000 upper layers;

1>
if the UE is in RRC_IDLE and if searchWindowSize is included:

2>
forward the searchWindowSize to CDMA2000 upper layers;

1>
if parametersHRPD is included;

2>
forward the preRegistrationInfoHRPD to CDMA2000 upper layers only if the UE has not received the preRegistrationInfoHRPD within an RRCConnectionReconfiguration message after entering this cell;

2>
if the cellReselectionParametersHRPD is included:

3>
forward the neighCellListHRPD to the CDMA2000 upper layers;

1>
if the parameters1XRTT is included:

2>
if the csfb-RegistrationParam1XRTT is included:

3>
forward the csfb-RegistrationParam1XRTT to the CDMA2000 upper layers which will use this information to determine if a CS registration/re-registration towards CDMA2000 1xRTT in the EUTRA cell is required;
2>
else:

3>
indicate to CDMA2000 upper layers that CSFB Registration to CDMA2000 1xRTT is not allowed;
2>
if the longCodeState1XRTT is included:

3>
forward the longCodeState1XRTT to CDMA2000 upper layers;

2>
if the cellReselectionParameters1XRTT is included:

3>
forward the neighCellList1XRTT to the CDMA2000 upper layers;
2>
if the psistParam1XRTT is included:

3>
forward the psistParam1XRTT to the CDMA2000 upper layers;
* * * Second Change * * * 

6.3.1
System information blocks

[unchanged text skipped]
–
SystemInformationBlockType8

The IE SystemInformationBlockType8 contains information relevant only for inter-RAT cell re-selection i.e. information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

SystemInformationBlockType8 information element
-- ASN1START

SystemInformationBlockType8 ::=

SEQUENCE {


systemTimeInfo





SystemTimeInfoCDMA2000



OPTIONAL,
-- Need OR


searchWindowSize




INTEGER (0..15)





OPTIONAL,
-- Need OR


parametersHRPD





SEQUENCE {



preRegistrationInfoHRPD



PreRegistrationInfoHRPD,



cellReselectionParametersHRPD

CellReselectionParametersCDMA2000
OPTIONAL -- Need OR


}

















OPTIONAL,
-- Need OR


parameters1XRTT





SEQUENCE {



csfb-RegistrationParam1XRTT


CSFB-RegistrationParam1XRTT

OPTIONAL,
-- Need OP


longCodeState1XRTT




BIT STRING (SIZE (42))


OPTIONAL,
-- Need OR



cellReselectionParameters1XRTT

CellReselectionParametersCDMA2000
OPTIONAL -- Need OR

}

















OPTIONAL,
-- Need OR


...,

V9x0ExtFields





SEQUENCE {



psistParam1XRTT





PsistParam1XRTT




OPTIONAL 
-- Need OR

}

















OPTIONAL
-- Need OR
}

CellReselectionParametersCDMA2000 ::= SEQUENCE {


bandClassList





BandClassListCDMA2000,


neighCellList





NeighCellListCDMA2000,


t-ReselectionCDMA2000      


T-Reselection,

t-ReselectionCDMA2000-SF


SpeedStateScaleFactors



OPTIONAL
-- Need OP

}

NeighCellListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF NeighCellCDMA2000

NeighCellCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


neighCellsPerFreqList





NeighCellsPerBandclassListCDMA2000

}

NeighCellsPerBandclassListCDMA2000 ::= SEQUENCE (SIZE (1..16)) OF NeighCellsPerBandclassCDMA2000

NeighCellsPerBandclassCDMA2000 ::=
SEQUENCE {


arfcn






ARFCN-ValueCDMA2000,


physCellIdList





PhysCellIdListCDMA2000

}

PhysCellIdListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF PhysCellIdCDMA2000

BandClassListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassInfoCDMA2000

BandClassInfoCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority



OPTIONAL,
-- Need OP


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


...

}
PsistParam1XRTT ::=




SEQUENCE {


psist0to9






INTEGER (0..63),

psist10







INTEGER (0..7),


psist11







INTEGER (0..7),


psist12







INTEGER (0..7),


psist13







INTEGER (0..7),


psist14







INTEGER (0..7),

psist15







INTEGER (0..7),

msgPsist






INTEGER (0..7),

regPsist






INTEGER (0..7),

psistEmg






INTEGER (0..7),

...

}

-- ASN1STOP

	SystemInformationBlockType8 field descriptions

	systemTimeInfo

Information on CDMA2000 system time. This field is required for a UE with rx-ConfigHRPD= `single' and/ or rx-Config1XRTT= `single' to perform handover, cell re-selection, UE measurement based redirection and enhanced 1xRTT CS fallback from E-UTRAN to CDMA2000 according to this specification and TS 36.304 [4]. This field is excluded when estimating changes in system information, i.e. changes of systemTimeInfo should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	searchWindowSize
The search window size is a CDMA2000 parameter to be used to assist in searching for the neighbouring pilots. For values see C.S0005-A [25, Table 2.6.6.2.1-1] and C.S0024-A [26, Table 8.7.6.2-4]. This field is required for a UE with rx-ConfigHRPD= `single' and/ or rx-Config1XRTT= `single' to perform handover, cell re-selection, UE measurement based redirection and enhanced 1xRTT CS fallback from E-UTRAN to CDMA2000 according to this specification and TS 36.304 [4].

	parametersHRPD
Parameters applicable only for interworking with CDMA2000 HRPD systems.

	preRegistrationInfoHRPD
The CDMA2000 HRPD Pre-Registration Information tells the UE if it should pre-register with the CDMA2000 HRPD network and identifies the Pre-registration zone to the UE.

	cellReselectionParametersHRPD
Cell reselection parameters applicable for cell reselection to CDMA2000 HRPD system

	bandClassList

List of CDMA2000 frequency bands.

	bandClass
Identifies the Frequency Band in which the Carrier can be found. Details can be found in C.S0057-B [24, Table 1.5].

	threshX-High

Parameter "Threshx,high" in TS 36.304 [4]. This specifies the high threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in C.S0005-A [25].

	threshX-Low

Parameter "Threshx,low" in TS 36.304 [4]. This specifies the low threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in C.S0005-A [25].

	t-ReselectionCDMA2000

Parameter “TreselectionCDMA_HRPD” or “TreselectionCDMA_1xRTT” in TS 36.304 [4].

	t-ReselectionCDMA2000-SF

Parameter “Speed dependent ScalingFactor for TreselectionCDMA-HRPD” or TreselectionCDMA-1xRTT” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	neighCellList

List of CDMA2000 neighbouring cells. The total number of neighbouring cells is limited to 32.

	parameters1XRTT

Parameters applicable for interworking with CDMA2000 1XRTT system.

	csfb-RegistrationParam1XRTT

Contains the parameters the UE will use to determine if it should perform a CDMA2000 1xRTT Registration/Re-Registration. This field is included if CSFB to CDMA2000 1xRTT is supported.

	longCodeState1XRTT

The state of long code generation registers in CDMA2000 1XRTT system as defined in C.S0002-A [12, Section 1.3] at 
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ms, where t equals to the cdma-SystemTime. This field is required for SRVCC handover and enhanced CS fallback to CDMA2000 1xRTT operation. Otherwise this IE is not needed. This field is excluded when estimating changes in system information, i.e. changes of longCodeState1XRTT should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	cellReselectionParameters1XRTT

Cell reselection parameters applicable only to CDMA2000 1xRTT system.

	NeighCellListCDMA2000

List of CDMA2000 1xRTT or of CDMA2000 HRPD neighbouring cells.

	neighCellsPerFreqList

List of carrier frequencies and neighbour cell ids in each frequency within a CDMA2000 Band, see C.S0002-A [12].

	physCellIdList

Identifies the list of CDMA2000 cells ids, see C.S0002-A [12].

	psistParam1XRTT

Contains the persistence parameters the UE uses to calculate the persistence variable P, which is used by the UE to introduce blocking probability to send CDMA2000 information to the E-UTRAN and triggering of the appropriate LTE procedure.

	psist0to9

Persistence value for access overload classes 0 through 9.  It is the parameter “PSIST(0-9)” in C.S0005-A [25].

	psist10
Persistence value for access overload class 10 (test mobile stations).  It is the parameter “PSIST(10)” in C.S0005-A [25].

	psist11

Persistence value for access overload class 11 (emergency mobile stations).  It is the parameter “PSIST(11)” in C.S0005-A [25].

	psist12

Persistence value for access overload class 12.  It is the parameter “PSIST(12)” in C.S0005-A [25].

	psist13
Persistence value for access overload class 13.  It is the parameter “PSIST(13)” in C.S0005-A [25].

	psist14
Persistence value for access overload class 14.  It is the parameter “PSIST(14)” in C.S0005-A [25].

	psist15

Persistence value for access overload class 15.  It is the parameter “PSIST(15)” in C.S0005-A [25].

	msgPsist

Persistence modifier for message transmissions.  It is the parameter “MSG_PSIST” in C.S0005-A [25].

	regPsist

Persistence modifier for autonomous registrations.  It is the parameter “REG_PSIST” in C.S0005-A [25].

	psistEmg
Persistence modifier for emergency calls and emergency message transmissions for access overload classes 0 through 9.  It is the parameter “PSIST_EMG” in C.S0005-A [25].
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