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	In the Table 10 in 25.211, it is specified that in case UE configured with a secondary serving HS-DSCH cell, CLTD shall not be applied on HS-PDSCH, thus the configuration of CLTD mode on the associated DPCH in DC-HSDPA will lead to unpredictable UE behavior.
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	Adding an abnormal case that if “Downlink Secondary Cell Info FDD” is included and DPCH is configured with “closed loop mode1”, then the UE behaviour is unspecified.
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The change only impact the corrected functionality.
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8.6.6.45
Downlink Secondary Cell Info FDD

If the IE "Downlink Secondary Cell Info FDD" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
store the IE "Downlink Secondary Cell Info FDD";

1>
determine the value for the SECONDARY_CELL_HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.51.
1> if the IE "Tx Diversity Mode" is included in the same message and with the value “closed loop mode1” or the IE "Tx Diversity Mode" is not included in the same message while Tx diversity mode has already been configured with the value “closed loop mode1”:

2>
the UE behaviour is unspecified.
When the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE the UE shall:

1>
receive the HS-SCCH(s) according to the IE "Downlink Secondary Cell Info FDD" on the serving HS-DSCH radio link applying the scrambling code as received in the IE "DL Scrambling code".

If the IE "Downlink Secondary Cell Info FDD" is not included and the UE has any stored IE "Downlink Secondary Cell Info FDD", the UE shall:

1>
clear any stored IE "Downlink Secondary Cell Info FDD";

1>
determine the value for the SECONDARY_CELL_HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.51.
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