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	UE could know about the mapping between DCCH/DTCH logical channels and common E-DCH mac-d flows through dedicated signalings, while for the mapping between CCCH logical channel and common E-DCH mac-d flow, UE could only know about it through system broadcast, however, such kind of mapping is missing in current spec.

	
	

	Summary of change:
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	In seciton 10.3.5.3b, clarify that the E-DCH MAC-d flow identity 7 is reserved for CCCH transmission.
Impact analysis

Impacted functionality: 

The change only impacts the corrected functionality.
InInter-operability: 

1. If the UE implements it and the network not, CCCH transmission is not possible.
2. If the UE implements it and the network not, CCCH transmission is not possible.
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10.3.5.3b
Common E-DCH MAC-d flows 

This IE is used in relation to MAC-d flows mapped to the E-DCH transport channels.

NOTE:
Only for FDD and 1.28 Mcps TDD.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Configured E-DCH MAC-d flow list
	MP
	1 to <maxE-DCHMACdFlow>
	
	
	REL-8

	>E-DCH MAC-d flow identity
	MP
	
	10.3.5.7e
	NOTE 1
	REL-8

	>E-DCH MAC-d flow power offset
	MP
	
	Integer(0..6)
	
	REL-8

	>E-DCH MAC-d flow maximum number of  retransmissions
	MP
	
	Integer (0..15)
	
	REL-8

	>E-DCH MAC-d flow multiplexing list
	OP
	
	Bitstring (maxE-DCHMACdFlow)
	Indicates, if this is the first MAC-d flow for which PDUs are placed in the MAC-e or MAC-i PDU, the other MAC-d flows from which MAC-d PDUs are allowed to be included in the same MAC-e or MAC-i PDU.

Bit 0 is for MAC-d flow 0, Bit 1 is for MAC-d flow 1, … 

Value '1' for a bit means multiplexing is allowed. Bit 0 is the first/leftmost bit of the bit string.

NOTE: The bit that corresponds to the MAC-d flow itself is ignored.
NOTE 2
	REL-8

	>E-DCH MAC-d flow retransmission timer
	CV-Tdd128
	
	Enumerated (10, 15, 20, 25, 30, 35, 40, 45, 50, 55, 60, 65, 70, 75, 80, 85, 90, 95, 100, 110, 120, 140, 160, 200, 240, 280, 320, 400, 480, 560)
	Unit: ms
	REL-8


NOTE 1:
E-DCH MAC-d flow identity 7 is reserved for CCCH transmission.
NOTE 2:
This IE is absent if the IE "E-DCH MAC-d flow identity" has the value of 7.
	Condition
	Explanation

	Tdd128
	This IE is mandatory present for 1.28 Mcps TDD, otherwise it is not needed.
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