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1. Introduction

This document provides a Text Proposal capturing amendments proposed by CSR arising during discussion of [67b12], and following subsequent comments, relating to R2-095770, R2-095771, R2-095773 & R2-095775 (including rev 1 updates applicable up to 31st October 2009).
(Note: These proposals do not include coverage of a timestamp beyond the duration supported by an E-UTRA SFN).

2. Change proposals
Re: R2-095770

Issue: Support for periodic reporting

Proposal: The current text does not include support for periodic measurement reports. It is proposed that the Common-IEs-Request-Location-Information IE should be extended to include an optional indication of the measurement report number and periodicity (to be included only when periodic reporting is required).
Common-IEs-Request-Location-Information ::= SEQUENCE {

locationInformationType

LocationInformationType,

    periodicalReporting         PeriodicalReportingCriteria OPTIONAL,


assistanceAvailability

AssistanceAvailability
OPTIONAL,


additionalInformation

AdditionalInformation
OPTIONAL,


qos






QoS





OPTIONAL,


environment




Environment



OPTIONAL,


locationTypes



LocationTypes


OPTIONAL,


velocityTypes



VelocityTypes


OPTIONAL,


...

}
PeriodicalReportingCriteria ::=

SEQUENCE {

    reportingAmount                     ReportingAmount                 DEFAULT re-Infinity,

    reportingInterval                   ReportingInterval

}

ReportingAmount ::=                 ENUMERATED {

                                        ra1, ra2, ra4, ra8, ra16, ra32,










ra64, ra-Infinity }

ReportingInterval ::=



ENUMERATED {











noPeriodicalreporting, ri0-25,











ri0-5, ri1, ri2, ri4, ri8, ri16, ri32, ri64, ri128,

                                        ri256, ri512, ri1024, ri2048 }
	Periodical Reporting criteria  field descriptions

	Reporting amount

Enumeration of number of reports required. (1, 2, 4, 8, 16, 32, 64, or infinite/indefinite) 

	Reporting interval

Interval between measurement reports (up to 2048 seconds).


Re: R2-095773-OTDOA
Issue: The measurement reporting time in the IE OTDOASignalMeasurementInformation does not indicate the sub-frame number of the measurement time, therefore, leaving a 10ms ambiguity.
Proposal: the subFrameNumber should also be included with the SFN, in the measurement report. I.e. the ASN.1 description of the IE should become:-
OTDOASignalMeasurementInformation ::= SEQUENCE {

systemFrameNumber

BIT STRING (SIZE (10)),

    subFrameNumber          INTEGER (0..9),


physCellIdRef


INTEGER (0..503),


cellGlobalIdRef


CellGlobalIdEUTRAandUTRA



OPTIONAL,


neighborMeasurmentList
NeighborMeasurmentList,


...

}

Re: R2-095775-ECID

Issue: The ECIDSignalMeasurementInformation does not contain any indication of the current Network Time. This prevents the Location Server from using the report directly to generate GNSS Time aiding assistance. 

Proposal: the systemFrameNumber should be added to the ECID parameters as an option, so that it can be indicated for the serving cell.
MeasuredResultsElement ::= SEQUENCE {


physCellId

       INTEGER (0..503),


cellGlobalId
        BIT STRING (SIZE (28))



OPTIONAL,


arfcnEUTRA 

        INTEGER (0..65535),

systemFrameNumber

BIT STRING (SIZE (10)),             OPTIONAL,

rsrpResult

        INTEGER (0..97)





OPTIONAL,


rsrqResult

        INTEGER (0..34)





OPTIONAL,

ueRxTxTimeDiff
        INTEGER (TBD)





OPTIONAL,

...

}
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