Page 1



3GPP TSG-RAN2 Meeting #68
(
 R2-096818
Jeju, Korea, November 09th-13th 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	25.331
	CR
	xxxx 
	(

rev
	
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Clarification on Enhanced SCRI approach for fast dormancy

	
	

	Source to WG:
(

	R2

	Source to TSG:
(

	Nokia Siemens Networks, Alcatel-Lucent, Nokia Corporation

	
	

	Work item code:
(

	TEI-8
	
	Date: (

	30/10/2009

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	1) The Fast Dormancy feature was introduced into 25.331 in RAN2#64 (R2-087149 CR3483R2), but some ambiguity still exists and  therefore more clarification is required. 

Signalling Connection Release Indication (SCRI) with a specified cause is used for the intention of Fast Dormancy: the UE can request a UTRAN controlled RRC state transition to a more battery efficient RRC state. In this case, UE shall not remove the current working RRC connection by itself. This use of SCRI is not currently described in 8.1.14.1 and needs to be added.
2) IDLE mode and CELL_PCH/URA_PCH states are generally considered as UE battery efficient states. However, frequent RRC connection setup/release signaling created by UE in IDLE mode will bring heavier Uu signaling load than signalling created by UE in CELL_PCH/URA_PCH. That will create inefficiencies. The possibility of keeping the UE for a long time in CELL_PCH/URA_PCH states is important and significant for Fast Dormancy deployment in operators’ networks. As a result, the timer T323 setting and running in CELL_PCH/URA_PCH states in UE is seen as not desirable. The UE in CELL_PCH/URA_PCH states shall not send any SCRI with a specified cause to UTRAN to request a state transition for battery saving intention as the PCH states compared with IDLE mode have very similar performance on battery power saving for the UE when the DRX cycles align. 

	
	

	Summary of change:
(

	1) In 8.1.14.1, add the use case of the fast dormancy procedure.

2) In 8.1.14.2, 10.3.3.43 and 13.1, clarify that the Timer T323 is used by the UE only in CELL_DCH or CELL_FACH states. 
3) In 8.1.14.3, NOTE indicates after state transition to PCH states the DRX cycle of PCH states aligning with those of IDLE is preferable for UE battery saving purposes.
Impact analysis
Impacted functionality:
Fast Dormancy function is the only impacted feature.There is no ASN.1 impact.
Inter-operability:
If the UE implements the CR but the network doesn’t, the UE will not send the messge SCRI with a specified cause from the CELL_PCH/URA_PCH states and there are no impacts on the network.
If the network implements the CR but the UE doesn’t, the UE will send the message SCRI with a specified cause from the CELL_PCH/URA_PCH states while the network will not expect it.


	
	

	Consequences if 
(

not approved:
	The UE will send the message SCRI with a specified cause from the CELL_PCH/URA_PCH states, which can cause problems to the network and excessive signalling.

	
	

	Clauses affected:
(

	8.1.14.1, 8.1.14.2, 10.3.3.43, 13.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


First Modified Section

8.1.14
Signalling connection release indication procedure
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Figure 8.1.14-1: Signalling connection release indication procedure, normal case

8.1.14.1
General
The signalling connection release indication procedure is used by the UE to indicate to the UTRAN that one of its signalling connections has been released, or it is used by the UE in CELL_DCH or CELL_FACH state to request UTRAN to initiate a state transition to an efficient battery consumption RRC state. The procedure may in turn initiate the RRC connection release procedure.

8.1.14.2
Initiation
The UE shall, on receiving a request to release (abort) the signalling connection from upper layers for a specific CN domain:

1>
if a signalling connection in the variable ESTABLISHED_SIGNALLING_CONNECTIONS for the specific CN domain identified with the IE "CN domain identity" exists:

2>
initiate the signalling connection release indication procedure.

1>
otherwise:

2>
abort any ongoing establishment of signalling connection for that specific CN domain as specified in 8.1.3.5a.

Upon initiation of the signalling connection release indication procedure in CELL_PCH or URA_PCH state, the UE shall:

1>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

2>
move to CELL_FACH state;

2>
restart the timer T305 using its initial value if periodical cell update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity".

1>
else:

2>
if variable H_RNTI and variable C_RNTI are set: 

3>
continue with the signalling connection release indication procedure as below.

2>
else:

3>
perform a cell update procedure, according to subclause 8.3.1, using the cause "uplink data transmission";

3>
when the cell update procedure completed successfully:

4>
continue with the signalling connection release indication procedure as below.

The UE shall:

1>
set the IE "CN Domain Identity" to the value indicated by the upper layers. The value of the IE indicates the CN domain whose associated signalling connection the upper layers are indicating to be released;

1>
remove the signalling connection with the identity indicated by upper layers from the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

1>
transmit a SIGNALLING CONNECTION RELEASE INDICATION message on DCCH using AM RLC.

When the successful delivery of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by RLC the procedure ends.

In addition, if the timer T323 value is stored in the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS, and if there is no CS domain connection indicated in the variable ESTABLISHED_SIGNALLING_CONNECTIONS, the UE in CELL_DCH or in CELL_FACH state may: 

1>
if the upper layers indicate that there is no more PS data for a prolonged period:

2>
if timer T323 is not running:

3>
set the IE "CN Domain Identity" to PS domain;

3>
set the IE "Signalling Connection Release Indication Cause" to "UE Requested PS Data session end";

3>
transmit a SIGNALLING CONNECTION RELEASE INDICATION message on DCCH using AM RLC;

3>
start the timer T323.
When the successful delivery of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by RLC the procedure ends.

The UE in CELL_DCH or CELL_FACH state shall be inhibited from sending the SIGNALLING CONNECTION RELEASE INDICATION message with the IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" whilst timer T323 is running.

8.1.14.2a
RLC re-establishment or inter-RAT change
If a re-establishment of the transmitting side of the RLC entity on signalling radio bearer RB2 occurs before the successful delivery of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by RLC, the UE shall:

1>
retransmit the SIGNALLING CONNECTION RELEASE INDICATION message on the uplink DCCH using AM RLC on signalling radio bearer RB2.

If an Inter-RAT handover from UTRAN procedure occurs before the successful delivery of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by RLC, the UE shall:

1>
abort the signalling connection while in the new RAT.

8.1.14.3
Reception of SIGNALLING CONNECTION RELEASE INDICATION by the UTRAN
Upon reception of a SIGNALLING CONNECTION RELEASE INDICATION message, if the IE "Signalling Connection Release Indication Cause" is not included the UTRAN requests the release of the signalling connection from upper layers. Upper layers may then initiate the release of the signalling connection.

If the IE "Signalling Connection Release Indication Cause" is included in the SIGNALLING CONNECTION RELEASE INDICATION message the UTRAN may initiate a state transition to effcient battery comsumption IDLE, CELL_PCH, URA_PCH or CELL_FACH state.
NOTE:     For UEs using SIGNALLING CONNECTION RELEASE INDICATION message with IE "Signalling Connection Release Indication Cause" to CELL_PCH or URA_PCH, aligning the DRX cycles of the CELL_PCH and URA_PCH states with those of the IDLE would be preferrable for optimal battery life time purposes.
8.1.14.4
Expiry of timer T323

When timer T323 expires: 

1>
the UE may determine whether any subsequent indications from upper layers that there is no more PS data for a prolonged period in which case it triggers the transmission of a single SIGNALLING CONNECTION RELEASE INDICATION message according with clause 8.1.14.2;

1>
the procedure ends.
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10.3.3.43
UE Timers and Constants in connected mode
This information element specifies timer- and constants values used by the UE in connected mode.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	T301
	MD
	
	Integer(100, 200 .. 2000 by step of 200, 3000, 4000, 6000, 8000)
	Value in milliseconds. Default value is 2000. This IE should not be used by the UE in this release of the protocol.

One spare value is needed.
	

	N301
	MD
	
	Integer(0..7)
	Default value is 2. This IE should not be used by the UE in this release of the protocol.
	

	T302
	MD
	
	Integer(100, 200... 2000 by step of 200, 3000, 4000, 6000, 8000)
	Value in milliseconds. Default value is 4000.

One spare value is needed.
	

	N302
	MD
	
	Integer(0..7)
	Default value is 3.
	

	T304
	MD
	
	Integer(100, 200, 400, 1000, 2000)
	Value in milliseconds. Default value is 2000. Three spare values are needed.
	

	N304
	MD
	
	Integer(0..7)
	Default value is 2..
	

	T305
	MD
	
	Integer(5, 10, 30, 60, 120, 360, 720, infinity)
	Value in minutes. Default value is 30.

Infinity means no update
	

	T307
	MD
	
	Integer(5, 10, 15, 20, 30, 40, 50)
	Value in seconds. Default value is 30.

One spare value is needed.
	

	T308
	MD
	
	Integer(40, 80, 160, 320)
	Value in milliseconds. Default value is 160.
	

	T309
	MD
	
	Integer(1…8)
	Value in seconds. Default value is 5.
	

	T310
	MD
	
	Integer(40 .. 320 by step of 40) 
	Value in milliseconds. Default value is 160.
	

	N310
	MD
	
	Integer(0 .. 7)
	Default value is 4.
	

	T311
	MD
	
	Integer(250 .. 2000 by step of 250) 
	Value in milliseconds. Default value is 2000.
	

	T312
	MD
	
	Integer (0..15)
	Value in seconds. Default value is 1. The value 0 is not used in this version of the specification.
	

	N312
	MD
	
	Integer (1, 2, 4, 10, 20, 50, 100, 200, 400, 600, 800, 1000)
	Default value is 1.
	

	T313
	MD
	
	Integer (0..15)
	Value in seconds. Default value is 3.
	

	N313
	MD
	
	Integer (1, 2, 4, 10, 20, 50, 100, 200)
	Default value is 20.
	

	T314
	MD
	
	Integer(0, 2, 4, 6, 8, 12, 16, 20)
	Value in seconds. Default value is 12.
	

	T315
	MD
	
	Integer (0,10, 30, 60, 180, 600, 1200, 1800)
	Value in seconds. Default value is 180.
	

	N315
	MD
	
	Integer (1, 2, 4, 10, 20, 50, 100, 200, 400, 600, 800, 1000)
	Default value is 1.
	

	T316
	MD
	
	Integer(0, 10, 20, 30, 40, 50, infinity)
	Value in seconds. Default value is 30.

One spare value is needed.
	

	T317
	MD
	
	
	Default value is infinity.
	

	
	
	
	Enumerated (infinity,  infinity, infinity, infinity, infinity, infinity, infinity, infinity)
	All the values are changed to "infinity" in the Rel-5.
	REL-5

	T323
	OP
	
	Enumerated (0, 5, 10, 20, 30, 60, 90, 120)
	Value in seconds. 

The use of 0secs indicates no need to apply the inhibit timer. This timer is used by the UE only in CELL_DCH state or in CELL_FACH state.
	REL-8
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13.1
Timers for UE
	Timer
	Start
	Stop
	At expiry

	T300
	Transmission of RRC CONNECTION REQUEST in case of connection establishment for reasons other than MBMS reception
	Reception of RRC CONNECTION SETUP
	Retransmit RRC CONNECTION REQUEST if V300 =< N300, else go to Idle mode

	T302
	Transmission of CELL UPDATE/URA UPDATE
	Reception of CELL UPDATE CONFIRM/URA UPDATE CONFIRM 
	Retransmit CELL UPDATE/URA UPDATE if V302 =< N302, else, go to Idle mode

	T304
	Transmission of UE CAPABILITY INFORMATION
	Reception of UE CAPABILITY INFORMATION CONFIRM
	Retransmit UE CAPABILITY INFORMATION if V304 =< N304, else initiate a cell update procedure

	T305
	Entering CELL_FACH or URA_PCH or CELL_PCH state. Reception of CELL UDPATE CONFIRM/URA UPDATE CONFIRM. 
	Entering another state.
	Transmit CELL UPDATE if T307 is not activated and the UE detects "in service area". Otherwise, if T307 is not active, start T307.

	T307
	When the timer T305 has expired and the UE detects "out of service area".
	When the UE detects "in service area".
	Transit to idle mode

	T308
	Transmission of RRC CONNECTION RELEASE COMPLETE
	Not stopped
	Transmit RRC CONNECTION RELEASE COMPLETE if V308 <=N308, else go to idle mode. 

	T309
	Upon reception of CELL CHANGE ORDER FROM UTRAN message
	Successful response to a connection establishment request in the new cell. 
	Resume the connection to UTRAN

	T310
	Transmission of PUSCH CAPACITY REQUEST
	Reception of PHYSICAL SHARED CHANNEL ALLOCATION
	Transmit PUSCH CAPACITY REQUEST if V310 =< N310, else procedure stops.

	T311
	Reception of PHYSICAL SHARED CHANNEL ALLOCATION message with the CHOICE "PUSCH allocation" set to "PUSCH allocation pending".
	Reception of PHYSICAL SHARED CHANNEL ALLOCATION message with CHOICE "PUSCH allocation" set to "PUSCH allocation assignment".
	UE may initiate a PUSCH capacity request procedure.

	T312
	When the UE starts to establish dedicated CH
	When the UE detects N312 "in sync" indication from L1. 
	The criteria for physical channel establishment failure is fulfilled

	T313
	When the UE detects consecutive N313 "out of sync" indication from L1.
	When the UE detects consecutive N315 "in sync" indication from L1.
	The criteria for Radio Link failure is fulfilled.

	T314
	When the criteria for radio link failure are fulfilled.

The timer is started if radio bearer(s) that are associated with T314 exist or if only RRC connection exists only to the CS domain.
	When the Cell Update procedure has been completed.
	See subclause 8.3.1.13.

	T315
	When the criteria for radio link failure are fulfilled.

The timer is started only if radio bearer(s) that are associated with T315 exist or if RRC connection exists to PS domain.
	When the Cell Update procedure has been completed.
	See subclause 8.3.1.14.

	T316
	When the UE detects "out of service area" in URA_PCH or CELL_PCH state
	When the UE detects "in service area".
	Initiate cell update procedure if in service area is detected. Otherwise start timer T317, transit to CELL_FACH state and initiate cell update procedure when the UE detects "in service area".

	T317
	When the T316 expires or when in CELL_FACH state, the UE detects "out of service area".
	When the UE detects "in service area".
	T317 never expires.

	T318
	Transmission of RRC CONNECTION REQUEST in case of connection establishment for MBMS reception
	Reception of RRC CONNECTION SETUP
	Enter idle mode

	T319
	When entering CELL_PCH or URA_PCH.
	When leaving CELL_PCH or URA_PCH state.
	The UE activates starts the DRX cycle based on “DRX cycle length coefficient”. 

	T320
	When receiving the CELL UPDATE CONFIRM message with IE “Wait time” and IE “RRC State Indicator” set to the value “CELL_PCH” or “URA_PCH”.
	When initiating the cell update or URA update procedure, see subclause 8.3.1.2.
	See subclause 8.3.1.16.

	T321
	See subclause 8.5.49.
	See subclause 8.5.49.
	See subclause 8.5.49.

	T322
	When received in UTRAN MOBILITY INFORMATION message in the IE “Dedicated Priority Information” or upon cell (re)selection to UTRA from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	When dedicated priorities are cleared, when new dedicated priorities are received, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT).
	See subclause 8.3.3.7

	T323
	When the UE in CELL_DCH or CELL_FACH state transmits a SIGNALLING CONNECTION RELEASE INDICATION message including the IE "Signalling Connection Release Indication Cause"
	Not stopped
	See subclause 8.1.14.4

	T324
	When a measurement report is triggered by intra frequency event 1d and the table “Target cell preconfigurations” in the variable TARGET_CELL_PRECONFIGURATION includes the cell that triggered the event and an Activation time offset equal to 0 is configured
	Upon successful reception of a Target cell HS-SCCH order or after 4 seconds
	Stop monitoring target cell HS-SCCH

	T325
	When new ETWS information is received on PCCH or BCCH in case RRC is configured to receive ETWS primary notification with security
	When the corresponding ETWS security information is received
	The ETWS primary notification with security procedure is completed unsuccessfully
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