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10.3.7.91
UE positioning GPS DGPS corrections
This IE contains DGPS corrections to be used by the UE.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	GPS TOW sec
	MP
	
	Integer(0..604799)
	seconds

GPS time-of-week when the DGPS corrections were calculated
	

	Status/Health
	MP
	
	Enumerated(UDRE scale 1.0, UDRE scale 0.75, UDRE scale 0.5, UDRE scale 0.3, UDRE scale 0.2, UDRE scale 0.1, no data, invalid data)
	
	

	DGPS information
	CV-Status/Health
	1 to <maxSat>
	
	If the Cipher information is included these fields are ciphered.
	

	>SatID
	MP
	
	Enumerated (0…63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].
	

	>IODE
	MP
	
	Integer(0..255)
	
	

	>UDRE
	MP
	
	Enumerated(UDRE  1.0 m,

1.0m < UDRE  4.0m,

4.0m < UDRE  8.0m,

8.0m < UDRE)
	The value in this field shall be multiplied by the UDRE Scale Factor in the IE Status/Health to determine the final UDRE estimate for the particular satellite.
	

	>PRC
	MP
	
	Real(-655.04..655.04 by step of 0.32)
	meters (different from [13])
	

	>RRC
	MP
	
	Real(-4.064..4.064 by step of 0.032)
	meters/sec (different from [13])
	

	>Delta PRC2
	MP
	
	Integer(-127..127)
	In this version of the protocol this IE should be set to zero and the UE shall ignore it
	

	>Delta RRC2
	MP
	
	Real(-0.224..0.224 by step of 0.032)
	In this version of the protocol this IE should be set to zero and the UE shall ignore it 
	

	>Delta PRC3
	OP
	
	Integer(-127..127)
	This IE should not be included in this version of the protocol and if received the UE shall ignore it 
	

	>Delta RRC3
	OP
	
	Real(-0.224..0.224 by step of 0.032)
	This IE should not be included in this version of the protocol and if received the UE shall ignore it 
	

	>UDRE Growth Rate
	OP
	
	Enumerated(UDRE growth 1.5, UDRE growth 2,

UDRE growth 4, UDRE growth 6, UDRE growth 8, UDRE growth 10, UDRE growth 12, UDRE growth 16)
	This field provides an estimate of the growth rate of uncertainty (1-) in the corrections. The UDRE at time value specified in the Time of Validity for UDRE Growth Rate field is the value of this field times the value of UDRE.
	REL-9

	>Time of Validity for UDRE Growth Rate
	OP
	
	Enumerated(val20sec, val40sec, val80sec, val160sec, val320sec, val640sec, val1280sec, val2560sec)
	This field specifies the time when the UDRE Growth Rate field applies. 
	REL-9


	Condition
	Explanation

	Status/Health
	This IE is mandatory present if "status" is not equal to "no data" or "invalid data", otherwise the IE is not needed.


10.3.7.91b
UE positioning DGANSS corrections
This IE contains DGANSS corrections to be used by the UE.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	DGANSS Reference TIme
	MP
	
	Integer(0..3570 by step of 30)
	Seconds.

Time in GNSS system time (modulo 3600 s) when the DGANSS corrections were calculated 
	REL-7

	DGANSS information
	MP
	1 to <maxSgnType>
	
	
	REL-7

	>GANSS Signal ID
	OP
	
	GANSS Signal Id 10.3.3.45a
	Absence of this field means the default value as defined in 10.3.3.45a for the GANSS identified by GANSS_ID.
	REL-7

	>Status/Health
	MP
	
	Enumerated(UDRE scale 1.0, UDRE scale 0.75, UDRE scale 0.5, UDRE scale 0.3, UDRE scale 0.2, UDRE scale 0.1, no data, invalid data)
	
	REL-7

	>DGANSS signal information
	CV-Status/Health
	1 to <maxGANSSSat>
	
	If the Cipher information is included these fields are ciphered.
	REL-7

	>>SatID
	MP
	
	Integer (0…63)
	Identifies the satellite and is as defined in Note 2 of 10.3.7.88b.
	REL-7

	>>IOD
	MP
	
	Bit string(10)
	10 LSBs of Issue of Data field, which contains the identity of the GANSS Navigation Model.
	REL-7

	>>UDRE
	MP
	
	Enumerated(UDRE  1.0 m,

1.0m < UDRE  4.0m,

4.0m < UDRE  8.0m,

8.0m < UDRE)
	The value in this field shall be multiplied by the UDRE Scale Factor in the IE Status/Health to determine the final UDRE estimate for the particular satellite.
	REL-7

	>>PRC
	MP
	
	Real(-655.04..655.04 by step of 0.32)
	meters

Pseudo-range corrections are provided with respect to GNSS specific geodetic datum (e.g., PZ-90.02 if GANSS ID indicates GLONASS).
	REL-7

	>>RRC
	MP
	
	Real(-4.064..4.064 by step of 0.032)
	meters/sec

Pseudo-range rate corrections are provided with respect to GNSS specific geodetic datum (e.g., PZ-90.02 if GANSS ID indicates GLONASS).
	REL-7

	>>UDRE Growth Rate
	OP
	
	Enumerated(UDRE growth 1.5, UDRE growth 2,

UDRE growth 4, UDRE growth 6, UDRE growth 8, UDRE growth 10, UDRE growth 12, UDRE growth 16)
	This field provides an estimate of the growth rate of uncertainty (1-) in the corrections. The UDRE at time value specified in the Time of Validity for UDRE Growth Rate field is the value of this field times the value of UDRE.
	REL-9

	>>Time of Validity for UDRE Growth Rate
	OP
	
	Enumerated(val20sec, val40sec, val80sec, val160sec, val320sec, val640sec, val1280sec, val2560sec)
	This field specifies the time when the UDRE Growth Rate field applies. 
	REL-9


	Condition
	Explanation

	Status/Health
	This IE is mandatory present if "status" is not equal to "no data" or "invalid data", otherwise the IE is not needed.


11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

/ .. /
-- Measurement IEs :


AdditionalMeasurementID-List,


DeltaRSCP,


Frequency-Band,


EventResults,


EventResults-v770ext,


EventResults-v860ext,


EUTRA-EventResults,


EUTRA-MeasuredResults,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResults-v770ext,

MeasuredResults-v860ext,

MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsList-v770xet,

MeasuredResultsList-v860ext,

MeasuredResultsOnRACH,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementCommand-r7,

MeasurementCommand-r8,


MeasurementIdentity,


MeasurementReportingMode,


NewInterFreqCellList-v7b0ext,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-AssistanceData-v770ext,

UE-Positioning-GPS-AssistanceData-v9xyext,

UE-Positioning-GPS-ReferenceTimeUncertainty,

UE-Positioning-Measurement-v390ext,

UE-Positioning-Measurement-v9xyext,

UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


UE-Positioning-OTDOA-MeasuredResultsTDD-ext,


UE-Positioning-GANSS-AssistanceData,

UE-Positioning-GANSS-AssistanceData-v860ext,

UE-Positioning-GANSS-AssistanceData-v9xyext,
-- Other IEs :


BCCH-ModificationInfo,

/ .. /
-- ***************************************************

--

-- ASSISTANCE DATA DELIVERY--

-- ***************************************************

AssistanceDataDelivery ::= CHOICE {


r3







SEQUENCE {



assistanceDataDelivery-r3

AssistanceDataDelivery-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




assistanceDataDelivery-v3a0ext
AssistanceDataDelivery-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





assistanceDataDelivery-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE { 






assistanceDataDelivery-v4b0ext
AssistanceDataDelivery-v4b0ext-IEs,






v770NonCriticalExtension

SEQUENCE {







assistanceDataDelivery-v770ext
AssistanceDataDelivery-v770ext-IEs,







v860NonCriticalExtension

SEQUENCE {








assistanceDataDelivery-v860ext
AssistanceDataDelivery-v860ext-IEs,







v9xyNonCriticalExtension


SEQUENCE {









assistanceDataDelivery-v9xyext
AssistanceDataDelivery-v9xyext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



SEQUENCE {}


}

}

AssistanceDataDelivery-r3-IEs ::=

SEQUENCE {


-- User equipment IEs


rrc-TransactionIdentifier



RRC-TransactionIdentifier,


-- Measurement Information Elements


ue-positioning-GPS-AssistanceData

UE-Positioning-GPS-AssistanceData


OPTIONAL,


ue-positioning-OTDOA-AssistanceData-UEB
UE-Positioning-OTDOA-AssistanceData-UEB

OPTIONAL

}

AssistanceDataDelivery-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity




SFN-Offset-Validity

OPTIONAL
}

AssistanceDataDelivery-v4b0ext-IEs ::= SEQUENCE {


ue-Positioning-OTDOA-AssistanceData-r4ext
UE-Positioning-OTDOA-AssistanceData-r4ext
OPTIONAL

}

AssistanceDataDelivery-v770ext-IEs ::= SEQUENCE {


ue-Positioning-OTDOA-AssistanceData-UEB-ext











UE-Positioning-OTDOA-AssistanceData-UEB-ext

OPTIONAL,


ue-Positioning-GPS-AssistanceData
UE-Positioning-GPS-AssistanceData-v770ext

OPTIONAL,


ue-positioning-GANSS-AssistanceData
UE-Positioning-GANSS-AssistanceData



OPTIONAL

}

AssistanceDataDelivery-v860ext-IEs ::= SEQUENCE {


ue-positioning-GANSS-AssistanceData-v860ext











UE-Positioning-GANSS-AssistanceData-v860ext

OPTIONAL

}
AssistanceDataDelivery-v9xyext-IEs ::= SEQUENCE {


ue-positioning-GPS-AssistanceData-v9xyext 









UE-Positioning-GPS-AssistanceData-v9xyext


OPTIONAL,

ue-positioning-GANSS-AssistanceData-v9xyext










UE-Positioning-GANSS-AssistanceData-v9xyext


OPTIONAL

}

/ .. /
-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************

MeasurementControl ::= CHOICE {


-- The Rel-4 functionality of UE Positioning OTDOA AssistanceData TDD is only available


-- in the later-than-r3 branch of this message (i.e. through the use of the IE


-- ue-Positioning-OTDOA-AssistanceData-r4)

r3







SEQUENCE {



measurementControl-r3


MeasurementControl-r3-IEs,



v390nonCriticalExtensions

SEQUENCE {




measurementControl-v390ext

MeasurementControl-v390ext,




v3a0NonCriticalExtensions


SEQUENCE {





measurementControl-v3a0ext


MeasurementControl-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {






-- Container for additional R99 extensions






measurementControl-r3-add-ext

BIT STRING
OPTIONAL,






v4b0NonCriticalExtensions


SEQUENCE{






-- The content of the v4b0 non-critical extension has been removed. If sent 







-- to a UE of AS release 4, the UE behaviour is unspecified. A UE of AS 







-- release 5 onward shall comply with the v4b0 and later extensions in this 







-- branch of the message.







v590NonCriticalExtensions

SEQUENCE {








measurementControl-v590ext

MeasurementControl-v590ext-IEs,








v5b0NonCriticalExtensions

SEQUENCE {









measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}





OPTIONAL







}





OPTIONAL






}





OPTIONAL





}





OPTIONAL




}





OPTIONAL



}





OPTIONAL


},


later-than-r3




SEQUENCE {



-- Least significant part of extended "RRC transaction identifier" (Rel-5 onward)



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





measurementControl-r4


MeasurementControl-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






measurementControl-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE{






measurementControl-v590ext

MeasurementControl-v590ext-IEs,






v5b0NonCriticalExtensions

SEQUENCE {








measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL




}
OPTIONAL




},




later-than-r4




SEQUENCE {





-- Most significant part of extended "RRC transaction identifier" (MSP):




-- extended "RRC transaction identifier" =




-- rrc-TransactionIdentifier-MSP * 4 + rrc-TransactionIdentifier




rrc-TransactionIdentifier-MSP

RRC-TransactionIdentifier,





criticalExtensions



CHOICE {






r6







SEQUENCE {







measurementControl-r6


MeasurementControl-r6-IEs,







v6a0NonCriticalExtensions

SEQUENCE {








measurementControl-v6a0ext

MeasurementControl-v6a0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








measurementControl-r7


MeasurementControl-r7-IEs,








-- Container for adding non critical extensions after freezing REL-7








measurementControl-r7-add-ext
BIT STRING

OPTIONAL,








v7b0NonCriticalExtensions

SEQUENCE {









measurementControl-v7b0ext

MeasurementControl-v7b0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









measurementControl-r8


MeasurementControl-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9








measurementControl-r8-add-ext
BIT STRING

OPTIONAL,








v9xyNonCriticalExtensions

SEQUENCE {










measurementControl-v9xyext

MeasurementControl-v9xyext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








} OPTIONAL







},








criticalExtensions



SEQUENCE {}







}






}





}




}



}


}

}

MeasurementControl-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in MeasurementCommand.



measurementCommand



MeasurementCommand,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v390ext ::= SEQUENCE {



ue-Positioning-Measurement-v390ext

UE-Positioning-Measurement-v390ext
OPTIONAL
}

MeasurementControl-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity



SFN-Offset-Validity

OPTIONAL
}

MeasurementControl-r4-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r4,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v590ext-IEs ::= SEQUENCE {


measurementCommand-v590ext 


CHOICE {



-- the choice "intra-frequency" shall be used for the case of intra-frequency measurement,



-- as well as when intra-frequency events are configured for inter-frequency measurement



intra-frequency





Intra-FreqEventCriteriaList-v590ext,



inter-frequency





Inter-FreqEventCriteriaList-v590ext


}

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL,


-- Most significant part of extended "RRC transaction identifier" (MSP):

-- extended "RRC transaction identifier" =

-- rrc-TransactionIdentifier-MSP-v590ext * 4 + rrc-TransactionIdentifier

rrc-TransactionIdentifier-MSP-v590ext
RRC-TransactionIdentifier
}

MeasurementControl-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementControl-r6-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r6,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v6a0ext-IEs ::= SEQUENCE {


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL
}

MeasurementControl-r7-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r7,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

MeasurementControl-r8-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r8,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v9xyext-IEs ::= SEQUENCE {



ue-Positioning-Measurement-v9xyext
UE-Positioning-Measurement-v9xyext
OPTIONAL

}

/ .. /
11.3
Information element definitions

/ .. /
-- ***************************************************

--

--     MEASUREMENT INFORMATION ELEMENTS (10.3.7)

--

-- ***************************************************
/ .. /
DGANSSInfo ::=





SEQUENCE {


ganssSignalId





GANSS-Signal-Id





OPTIONAL,


ganssStatusHealth




GANSS-Status-Health,


dgansssignalInformationList


DGANSSSignalInformationList


OPTIONAL

}
DGANSSInfo-v9xyext ::=



SEQUENCE {


dgansssignalInformationList


DGANSSSignalInformationList-v9xyext
OPTIONAL

}
DGANSSInfoList ::=




SEQUENCE (SIZE (1..maxSgnType)) OF











DGANSSInfo
DGANSSInfoList-v9xyext ::=


SEQUENCE (SIZE (1..maxSgnType)) OF











DGANSSInfo-v9xyext
DGANSSSignalInformation ::=


SEQUENCE {


satId







INTEGER (0..63),


iode-dganss






BIT STRING (SIZE (10)),


udre







UDRE,


ganss-prc






INTEGER (-2047..2047),

-- scale factor 0.32


ganss-rrc






INTEGER (-127..127)


-- scale factor 0.032

}
DGANSSSignalInformation-v9xyext ::=
SEQUENCE
{


udreGrowthRate





UDREGrowthRate 


OPTIONAL,


udreValidityTime




UDREValidityTime

OPTIONAL
}
DGANSSSignalInformationList ::=

SEQUENCE (SIZE (1..maxGANSSSat)) OF











DGANSSSignalInformation
DGANSSSignalInformationList-v9xyext ::= SEQUENCE (SIZE (1..maxGANSSSat)) OF












DGANSSSignalInformation-v9xyext
DGANSS-Sig-Id-Req ::=



BIT STRING (SIZE (8))
DGPS-CorrectionSatInfo ::=


SEQUENCE {


satID







SatID,


iode







IODE,


udre







UDRE,


prc








PRC,


rrc








RRC,

-- dummy1 and dummy2 are not used in this version of the specification and should be ignored.


dummy1






DeltaPRC,


dummy2






DeltaRRC,


-- dummy3 and dummy4 are not used in this version of the specification. They should not


-- be sent and if received they should be ignored.


dummy3






DeltaPRC


OPTIONAL,


dummy4






DeltaRRC


OPTIONAL

}

DGPS-CorrectionSatInfo-v9xyext ::=
SEQUENCE {


udreGrowthRate





UDREGrowthRate 


OPTIONAL,


udreValidityTime




UDREValidityTime

OPTIONAL
}

DGPS-CorrectionSatInfoList ::=

SEQUENCE (SIZE (1..maxSat)) OF











DGPS-CorrectionSatInfo
DGPS-CorrectionSatInfoList-v9xyext ::=
SEQUENCE (SIZE (1..maxSat)) OF












DGPS-CorrectionSatInfo-v9xyext
DiffCorrectionStatus ::=


ENUMERATED {











udre-1-0, udre-0-75, udre-0-5, udre-0-3,











udre-0-2, udre-0-1, noData, invalidData }

DL-TransportChannelBLER ::=


INTEGER (0..63)

DopplerUncertainty ::=



ENUMERATED {











hz12-5, hz25, hz50, hz100, hz200,











spare3, spare2, spare1 }
/ .. /
GANSSGenericData ::=



SEQUENCE {


ganssId







INTEGER (0..7)








OPTIONAL,


ganssTimeModelsList




GANSSTimeModelsList







OPTIONAL,


uePositioningDGANSSCorrections

UE-Positioning-DGANSSCorrections



OPTIONAL,


uePositioningGANSSNavigationModel
UE-Positioning-GANSS-NavigationModel


OPTIONAL,


uePositioningGANSSRealTimeIntegrity

UE-Positioning-GANSS-RealTimeIntegrity

OPTIONAL,


uePositioningGANSSDataBitAssistance

UE-Positioning-GANSS-Data-Bit-Assistance
OPTIONAL,


uePositioningGANSSReferenceMeasurementInfo











UE-Positioning-GANSS-ReferenceMeasurementInfo
OPTIONAL,


uePositioningGANSSAlmanac


UE-Positioning-GANSS-Almanac




OPTIONAL,


uePositioningGANSSUTCModel


UE-Positioning-GANSS-UTCModel




OPTIONAL

}

GANSSGenericData-v860ext ::=

SEQUENCE {


uePositiningGANSSsbasID



UE-Positioning-GANSS-SBAS-ID




OPTIONAL,


uePositioningGANSSAddNavigationModels











UE-Positioning-GANSS-AddNavigationModels

OPTIONAL,


uePositioningGANSSAlmanac


UE-Positioning-GANSS-Almanac-v860ext


OPTIONAL,


uePositioningGANSSAddUTCModels

UE-Positioning-GANSS-AddUTCModels



OPTIONAL,


uePositioningGANSSAuxiliaryInfo

UE-Positioning-GANSS-AuxiliaryInfo



OPTIONAL

}

GANSSGenericData-r8 ::=



SEQUENCE {


ganssId







INTEGER (0..7)








OPTIONAL,


uePositiningGANSSsbasID



UE-Positioning-GANSS-SBAS-ID




OPTIONAL,


ganssTimeModelsList




GANSSTimeModelsList







OPTIONAL,


uePositioningDGANSSCorrections

UE-Positioning-DGANSSCorrections



OPTIONAL,


uePositioningGANSSNavigationModel
UE-Positioning-GANSS-NavigationModel


OPTIONAL,


uePositioningGANSSAddNavigationModels











UE-Positioning-GANSS-AddNavigationModels

OPTIONAL,


uePositioningGANSSRealTimeIntegrity
UE-Positioning-GANSS-RealTimeIntegrity


OPTIONAL,


uePositioningGANSSDataBitAssistance
UE-Positioning-GANSS-Data-Bit-Assistance

OPTIONAL,


uePositioningGANSSReferenceMeasurementInfo











UE-Positioning-GANSS-ReferenceMeasurementInfo
OPTIONAL,


uePositioningGANSSAlmanac


UE-Positioning-GANSS-Almanac-r8




OPTIONAL,


uePositioningGANSSUTCModel


UE-Positioning-GANSS-UTCModel




OPTIONAL,

uePositioningGANSSAddUTCModels

UE-Positioning-GANSS-AddUTCModels



OPTIONAL,


uePositioningGANSSAuxiliaryInfo

UE-Positioning-GANSS-AuxiliaryInfo



OPTIONAL

}
GANSSGenericData-v9xyext ::=

SEQUENCE {


uePositioningDGANSSCorrections

UE-Positioning-DGANSSCorrections-v9xyext

OPTIONAL

}
GANSSGenericDataList ::=


SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData

GANSSGenericDataList-v860ext ::=
SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-v860ext

GANSSGenericDataList-r8 ::=


SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-r8

GANSSGenericDataList-v9xyext ::=
SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-v9xyext
GANSSGenericMeasurementInfo ::=

SEQUENCE (SIZE (1..maxGANSS)) OF SEQUENCE {


ganssId







INTEGER (0..7)





OPTIONAL,


ganssMeasurementSignalList


GANSSMeasurementSignalList

}
/ .. /
UE-Positioning-DGANSSCorrections ::= SEQUENCE {


dganssreferencetime




INTEGER (0..119),


-- scale factor 30s


dganssInfoList





DGANSSInfoList
}
UE-Positioning-DGANSSCorrections-v9xyext ::= SEQUENCE {


dganssInfoList





DGANSSInfoList-v9xyext
}
UE-Positioning-Error ::=


SEQUENCE {


errorReason






UE-Positioning-ErrorCause,


ue-positioning-GPS-additionalAssistanceDataRequest










UE-Positioning-GPS-AdditionalAssistanceDataRequest
OPTIONAL

}
/ .. /
TX-InterruptionAfterTrigger ::=

ENUMERATED {











txiat0-25, txiat0-5, txiat1,











txiat2, txiat4, txiat8, txiat16 }

UDRE ::=






ENUMERATED {











lessThan1,











between1-and-4,











between4-and-8,











over8 }
UDREGrowthRate ::=




ENUMERATED { 












growth-1-5, 











growth-2,











growth-4,











growth-6,











growth-8,











growth-10,











growth-12,











growth-16
}

UDREValidityTime
::=




ENUMERATED {












val-20sec,












val-40sec,












val-80sec,












val-160sec,











val-320sec,












val-640sec,











val-1280sec,












val-2560sec
}
}
UE-6AB-Event ::=




SEQUENCE {


timeToTrigger





TimeToTrigger,


transmittedPowerThreshold


TransmittedPowerThreshold

}

/ .. /
UE-Positioning-GANSS-AssistanceData ::= SEQUENCE {


ue-positioning-GANSS-ReferenceTime
UE-Positioning-GANSS-ReferenceTime

OPTIONAL,


uePositioningGanssReferencePosition
ReferenceLocationGANSS




OPTIONAL,


uePositioningGanssIonosphericModel
UE-Positioning-GANSS-IonosphericModel
OPTIONAL,


ganssGenericDataList



GANSSGenericDataList




OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-v860ext ::= SEQUENCE {


uePositioningGanssAddIonoModel


UE-Positioning-GANSS-AddIonoModel

OPTIONAL,


uePositioningGanssEarthOrientationPara
UE-Positioning-GANSS-EarthOrientPara
OPTIONAL,


ganssGenericDataList




GANSSGenericDataList-v860ext


OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-r8 ::= SEQUENCE {


ue-positioning-GANSS-ReferenceTime
UE-Positioning-GANSS-ReferenceTime

OPTIONAL,


uePositioningGanssReferencePosition
ReferenceLocationGANSS




OPTIONAL,


uePositioningGanssIonosphericModel
UE-Positioning-GANSS-IonosphericModel
OPTIONAL,


uePositioningGanssAddIonoModel

UE-Positioning-GANSS-AddIonoModel

OPTIONAL,


uePositioningGanssEarthOrientationPara











UE-Positioning-GANSS-EarthOrientPara
OPTIONAL,


ganssGenericDataList



GANSSGenericDataList-r8




OPTIONAL

}
UE-Positioning-GANSS-AssistanceData-v9xyext ::= SEQUENCE {


ganssGenericDataList



GANSSGenericDataList-v9xyext


OPTIONAL

}

/ .. /
UE-Positioning-GPS-AssistanceData ::=
SEQUENCE {


ue-positioning-GPS-ReferenceTime

UE-Positioning-GPS-ReferenceTime


OPTIONAL,


ue-positioning-GPS-ReferenceLocation
ReferenceLocation






OPTIONAL,


ue-positioning-GPS-DGPS-Corrections

UE-Positioning-GPS-DGPS-Corrections


OPTIONAL,


ue-positioning-GPS-NavigationModel

UE-Positioning-GPS-NavigationModel


OPTIONAL,


ue-positioning-GPS-IonosphericModel

UE-Positioning-GPS-IonosphericModel


OPTIONAL,


ue-positioning-GPS-UTC-Model


UE-Positioning-GPS-UTC-Model



OPTIONAL,


ue-positioning-GPS-Almanac



UE-Positioning-GPS-Almanac




OPTIONAL,


ue-positioning-GPS-AcquisitionAssistance












UE-Positioning-GPS-AcquisitionAssistance
OPTIONAL,


ue-positioning-GPS-Real-timeIntegrity
BadSatList








OPTIONAL,


-- dummy is not used in this version of the specification, it should


-- not be sent and if received it should be ignored.


dummy


UE-Positioning-GPS-ReferenceCellInfo

OPTIONAL

}

UE-Positioning-GPS-AssistanceData-v770ext ::= SEQUENCE {


ue-positioning-GPS-ReferenceTime

UE-Positioning-GPS-ReferenceTime-v770ext
OPTIONAL,


ue-positioning-GPS-AcquisitionAssistance










UE-Positioning-GPS-AcquisitionAssistance-v770ext
OPTIONAL

}

UE-Positioning-GPS-AssistanceData-r7 ::= SEQUENCE {


ue-positioning-GPS-ReferenceTime

UE-Positioning-GPS-ReferenceTime-r7


OPTIONAL,


ue-positioning-GPS-ReferenceLocation
ReferenceLocation






OPTIONAL,


ue-positioning-GPS-DGPS-Corrections

UE-Positioning-GPS-DGPS-Corrections


OPTIONAL,


ue-positioning-GPS-NavigationModel

UE-Positioning-GPS-NavigationModel


OPTIONAL,


ue-positioning-GPS-IonosphericModel

UE-Positioning-GPS-IonosphericModel


OPTIONAL,


ue-positioning-GPS-UTC-Model


UE-Positioning-GPS-UTC-Model



OPTIONAL,


ue-positioning-GPS-Almanac



UE-Positioning-GPS-Almanac




OPTIONAL,


ue-positioning-GPS-AcquisitionAssistance












UE-Positioning-GPS-AcquisitionAssistance-r7
OPTIONAL,


ue-positioning-GPS-Real-timeIntegrity
BadSatList








OPTIONAL

}

UE-Positioning-GPS-AssistanceData-v9xyext ::= SEQUENCE {


ue-positioning-GPS-DGPS-Corrections

UE-Positioning-GPS-DGPS-Corrections-v9xyext
OPTIONAL

}

UE-Positioning-GPS-DGPS-Corrections ::=

SEQUENCE {


gps-TOW







GPS-TOW-1sec,


statusHealth





DiffCorrectionStatus,


dgps-CorrectionSatInfoList


DGPS-CorrectionSatInfoList

}
UE-Positioning-GPS-DGPS-Corrections-v9xyext ::=
SEQUENCE {


dgps-CorrectionSatInfoList


DGPS-CorrectionSatInfoList-v9xyext
}
/ .. /
UE-Positioning-Measurement ::=


SEQUENCE {


ue-positioning-ReportingQuantity

UE-Positioning-ReportingQuantity,


reportCriteria






UE-Positioning-ReportCriteria,


ue-positioning-OTDOA-AssistanceData

UE-Positioning-OTDOA-AssistanceData


OPTIONAL,


ue-positioning-GPS-AssistanceData

UE-Positioning-GPS-AssistanceData



OPTIONAL

}

UE-Positioning-Measurement-v390ext ::=
SEQUENCE {


ue-positioning-ReportingQuantity-v390ext












UE-Positioning-ReportingQuantity-v390ext
OPTIONAL,


measurementValidity





MeasurementValidity






OPTIONAL,


ue-positioning-OTDOA-AssistanceData-UEB
UE-Positioning-OTDOA-AssistanceData-UEB

OPTIONAL

}

UE-Positioning-Measurement-r4 ::=

SEQUENCE {


ue-positioning-ReportingQuantity

UE-Positioning-ReportingQuantity-r4,


measurementValidity





MeasurementValidity





OPTIONAL,


reportCriteria






UE-Positioning-ReportCriteria,


ue-positioning-OTDOA-AssistanceData

UE-Positioning-OTDOA-AssistanceData-r4
OPTIONAL,


ue-positioning-GPS-AssistanceData

UE-Positioning-GPS-AssistanceData

OPTIONAL

}

UE-Positioning-Measurement-r7 ::=

SEQUENCE {


ue-positioning-ReportingQuantity

UE-Positioning-ReportingQuantity-r7,


measurementValidity





MeasurementValidity





OPTIONAL,


reportCriteria






UE-Positioning-ReportCriteria-r7,


ue-positioning-OTDOA-AssistanceData

UE-Positioning-OTDOA-AssistanceData-r7
OPTIONAL,


ue-positioning-GPS-AssistanceData

UE-Positioning-GPS-AssistanceData-r7
OPTIONAL,


ue-positioning-GANSS-AssistanceData

UE-Positioning-GANSS-AssistanceData

OPTIONAL

}

UE-Positioning-Measurement-r8 ::=

SEQUENCE {


ue-positioning-ReportingQuantity

UE-Positioning-ReportingQuantity-r8,


measurementValidity





MeasurementValidity





OPTIONAL,


reportCriteria






UE-Positioning-ReportCriteria-r7,


ue-positioning-OTDOA-AssistanceData

UE-Positioning-OTDOA-AssistanceData-r7
OPTIONAL,


ue-positioning-GPS-AssistanceData

UE-Positioning-GPS-AssistanceData-r7
OPTIONAL,


ue-positioning-GANSS-AssistanceData

UE-Positioning-GANSS-AssistanceData-r8
OPTIONAL

}

UE-Positioning-Measurement-v9xyext ::= SEQUENCE {

ue-positioning-GPS-AssistanceData 

UE-Positioning-GPS-AssistanceData-v9xyext
OPTIONAL,


ue-positioning-GANSS-AssistanceData

UE-Positioning-GANSS-AssistanceData-v9xyext
OPTIONAL

}
/ .. /
-- ***************************************************

--

--     OTHER INFORMATION ELEMENTS (10.3.8)

--

-- ***************************************************

/ .. /
SysInfoType15-1 ::=




SEQUENCE {


-- DGPS corrections



ue-positioning-GPS-DGPS-Corrections


UE-Positioning-GPS-DGPS-Corrections,


-- Extension mechanism for non- release99 information



v9xyNonCriticalExtensions

SEQUENCE { 





sysInfoType15-1-v9xyext


SysInfoType15-1-v9xyext-IEs,




nonCriticalExtensions


SEQUENCE {}



OPTIONAL



}
OPTIONAL
}
SysInfoType15-1-v9xyext-IEs ::=
SEQUENCE {


-- Measurement IEs

ue-positioning-GPS-DGPS-Corrections



UE-Positioning-GPS-DGPS-Corrections-v9xyext
}
SysInfoType15-1bis ::=



SEQUENCE {


-- Measurement IEs



ue-positioning-GANSS-DGANSS-Corrections
UE-Positioning-DGANSSCorrections,


-- Extension mechanism for non-release99 information



v9xyNonCriticalExtensions

SEQUENCE { 





sysInfoType15-1bis-v9xyext

SysInfoType15-1bis-v9xyext-IEs,




nonCriticalExtensions


SEQUENCE {}



OPTIONAL



}
OPTIONAL
}

SysInfoType15-1bis-v9xyext-IEs ::=
SEQUENCE {


-- Measurement IEs

ue-positioning-GANSS-DGANSS-Corrections

UE-Positioning-DGANSSCorrections-v9xyext 

}
/ .. /
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