3GPP TSG RAN WG2 Meeting #68

R2-097377
Jeju, Korea, November 9 - 13, 2009

3GPP TSG RAN WG1 Meeting #59

      R1-095056
Jeju, Korea, 9 – 13 November, 2009

Title:
LS on PDCCH monitoring set for carrier aggregation in LTE-Advanced
Release:
Rel-10
Work Item:

Source:
RAN WG1
To:
RAN WG2
Cc:

Contact Person:


Name:
Zukang Shen
Tel. Number:
+86-10-58833680
E-mail Address:
shenzukang@datangmobile.cn
Attachments: 
1. Overall Description:

RAN1 discussed the possibility to define a UE-specific “PDCCH Monitoring Set” in conjunction with the support for cross-carrier scheduling. If defined, the “PDCCH Monitoring Set” will consist of the DL component carriers (CCs) from the UE DL CC set on which a UE is configured to receive scheduling assignments for cross-carrier scheduling. The UE will not have to perform blind decodings in DL CCs on which it is not configured to receive PDCCH, which reduces the probability of PDCCH false detection. Therefore, the “PDCCH Monitoring Set” will have the following attributes: 

· a set of DL CCs on which the UE is required to monitor the PDCCH 

· size is less than or equal to the size of the UE DL CC set and comprises only CCs that are in the UE DL CC set

Updating of PDCCH Monitoring Set (how dynamic) requires further study

A number of companies in RAN1 see the value of defining such a PDCCH Monitoring Set in LTE-Advanced. RAN1 kindly asks RAN2 to provide information on whether or not similar functionality is planned to be introduced by RAN2.
2. Actions to RAN2:

RAN1 kindly asks RAN2 to take the above RAN1 discussion into consideration and to provide feedback on whether or not similar functionality is planned to be introduced by RAN2. 
3. Date of Next RAN1 Meetings:

3GPPRAN1#59bis   
18 – 22 January, 2010      
Valencia  

3GPPRAN1#60   
22 – 26 February, 2010      
San Francisco





















