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--------------------------------First change---------------------------------------
SystemInformationBlockType7

The IE SystemInformationBlockType7 contains information relevant only for inter-RAT cell re-selection i.e. information about GERAN frequencies relevant for cell re-selection. The IE includes cell re-selection parameters for each frequency.

a) SystemInformationBlockType7 information element
-- ASN1START

SystemInformationBlockType7 ::=

SEQUENCE {


t-ReselectionGERAN




T-Reselection,


t-ReselectionGERAN-SF



SpeedStateScaleFactors



OPTIONAL,
-- Need OR

carrierFreqsInfoList



CarrierFreqsInfoListGERAN


OPTIONAL,
-- Need OR


...

}

CarrierFreqsInfoListGERAN ::=


SEQUENCE (SIZE (1..maxGNFG)) OF CarrierFreqsInfoGERAN

CarrierFreqsInfoGERAN ::=


SEQUENCE {


carrierFreqs





CarrierFreqsGERAN,


commonInfo






SEQUENCE {



cellReselectionPriority



CellReselectionPriority


OPTIONAL,
-- Need OP



ncc-Permitted





BIT STRING (SIZE (8)),



q-RxLevMin






INTEGER (0..45),



p-MaxGERAN






INTEGER (0..39)




OPTIONAL,
-- Need OP



threshX-High





ReselectionThreshold,



threshX-Low






ReselectionThreshold


},


...

}

-- ASN1STOP

	1) SystemInformationBlockType7 field descriptions

	carrierFreqsInfoList

Provides a list of neighbouring GERAN carrier frequencies, which may be monitored for neighbouring GERAN cells. The GERAN carrier frequencies are organised in groups and the cell reselection parameters are provided per group of GERAN carrier frequencies.

	carrierFreqs

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	commonInfo

Defines the set of cell reselection parameters for the group of GERAN carrier frequencies.

	t-ReselectionGERAN

Parameter “TreselectionGERAN” in TS 36.304 [4].

	t-ReselectionGERAN-SF

Parameter “Speed dependent ScalingFactor for TreselectionGERAN” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	ncc-Permitted

Field encoded as a bit map, where bit N is set to "0" if a BCCH carrier with NCC = N-1 is not permitted for monitoring and set to "1" if the BCCH carrier with NCC = N-1 is permitted for monitoring; N = 1 to 8; bit 1 of the bitmap is the leading bit of the bit string.

	q-RxLevMin

Parameter “Qrxlevmin” in 36.304 [1], minimum required RX level in the GSM cell. The actual value of Qrxlevmin in dBm = (IE value * 2) ( 115.

	p-MaxGERAN

Maximum allowed transmission power for GERAN on an uplink carrier frequency, see TS 45.008 [28]. Value in dBm. Applicable for the neighbouring GERAN cells on this carrier frequency. If pmaxGERAN is absent, the maximum power according to the UE capability is used.

	threshX-High

Parameter "Threshx,high" in TS 36.304 [4].

	threshX-Low

Parameter "Threshx,low" in TS 36.304 [4].


--------------------------------End change---------------------------------------
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