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------------------------------------------------------- Start of 1st proposed change ---------------------------------------------

4.2.1
RLC entities

The description in this sub clause is a model and does not specify or restrict implementations.

RRC is generally in control of the RLC configuration.

Functions of the RLC sub layer are performed by RLC entities. For a RLC entity configured at the eNB, there is a peer RLC entity configured at the UE and vice versa.
An RLC entity receives/delivers RLC SDUs from/to upper layer (i.e. RRC for CCCH, PDCP otherwise) and sends/receives RLC PDUs to/from its peer RLC entity via lower layers (i.e. MAC and physical layer). An RLC PDU can either be a RLC data PDU (see sub clause 6.1.1) or a RLC control PDU (see sub clause 6.1.2). If an RLC entity receives RLC SDUs from upper layer, it receives them through a single SAP between RLC and upper layer, and after forming RLC data PDUs from the received RLC SDUs, the RLC entity delivers the RLC data PDUs to lower layer through a single logical channel. If an RLC entity receives RLC data PDUs from lower layer, it receives them through a single logical channel, and after forming RLC SDUs from the received RLC data PDUs, the RLC entity delivers the RLC SDUs to upper layer through a single SAP between RLC and upper layer. If an RLC entity delivers/receives RLC control PDUs to/from lower layer, it delivers/receives them through the same logical channel it delivers/receives the RLC data PDUs through.
<<skipped>>

------------------------------------------------------- End of 1st proposed change ----------------------------------------------
------------------------------------------------------- Start of 2nd proposed change --------------------------------------------

5.1.3
AM data transfer
5.1.3.1
Transmit operations
5.1.3.1.1
General
The transmitting side of an AM RLC entity shall prioritize transmission of RLC control PDUs over RLC data PDUs. The transmitting side of an AM RLC entity shall prioritize retransmission of RLC data PDUs over transmission of new AMD PDUs.

The transmitting side of an AM RLC entity shall maintain a transmitting window according to state variables VT(A) and VT(MS) as follows:

-
a SN falls within the transmitting window if VT(A) <= SN < VT(MS);

-
a SN falls outside of the transmitting window otherwise.

The transmitting side of an AM RLC entity shall not deliver to lower layer any RLC data PDU whose SN falls outside of the transmitting window.

When delivering a new AMD PDU to lower layer, the transmitting side of an AM RLC entity shall:

-
set the SN of the AMD PDU to VT(S), and then increment VT(S) by one.

The transmitting side of an AM RLC entity can receive a positive acknowledgement (confirmation of successful reception by its peer AM RLC entity) for a RLC data PDU by the following:

-
STATUS PDU from its peer AM RLC entity.

When receiving a positive acknowledgement for an AMD PDU with SN = VT(A), the transmitting side of an AM RLC entity shall:
-
set VT(A) equal to the SN of the AMD PDU with the smallest SN, whose SN falls within the range VT(A) <= SN <= VT(S) and for which a positive acknowledgment has not been received yet.
-
if positive acknowledgements have been received for all AMD PDUs associated with a transmitted RLC SDU:

-
send an indication to the upper layer (i.e. PDCP) of successful delivery of the RLC SDU.
<<skipped>>

------------------------------------------------------- End of 2nd proposed change ---------------------------------------------
------------------------------------------------------- Start of 3rd proposed change ---------------------------------------------

5.2.1
Retransmission

The transmitting side of an AM RLC entity can receive a negative acknowledgement (notification of reception failure by its peer AM RLC entity) for an AMD PDU or a portion of an AMD PDU by the following:
-
STATUS PDU from its peer AM RLC entity.
When receiving a negative acknowledgement for an AMD PDU or a portion of an AMD PDU by a STATUS PDU from its peer AM RLC entity, the transmitting side of the AM RLC entity shall:

-
if the SN of the corresponding AMD PDU falls within the range VT(A) <= SN < VT(S):
-
consider the AMD PDU or the portion of the AMD PDU for which a negative acknowledgement was received for retransmission.
When an AMD PDU or a portion of an AMD PDU is considered for retransmission, the transmitting side of the AM RLC entity shall:

-
if the AMD PDU is considered for retransmission for the first time: 
-
set the RETX_COUNT associated with the AMD PDU to zero;
-
else, if it (the AMD PDU or the portion of the AMD PDU that is considered for retransmission) is not pending for retransmission already, or a portion of it is not pending for retransmission already:
-
increment the RETX_COUNT;
-
if RETX_COUNT = maxRetxThreshold:
-
indicate to upper layer (i.e. RRC) that max retransmission has been reached.
<<skipped>>

------------------------------------------------------- End of 3rd proposed change ---------------------------------------------
------------------------------------------------------- Start of 4th proposed change ---------------------------------------------

5.4
Re-establishment procedure

RLC re-establishment is performed upon request by RRC, and the function is applicable for AM, UM and TM RLC entities.
When RRC indicates that an RLC entity should be re-established, the RLC entity shall:
-
if it is a transmitting TM RLC entity:

-
discard all RLC SDUs;
-
if it is a receiving UM RLC entity:
-
when possible, reassemble RLC SDUs from UMD PDUs with SN < VR(UH), remove RLC headers when doing so and deliver all reassembled RLC SDUs to upper layer in ascending order of the RLC SN, if not delivered before;

-
discard all remaining UMD PDUs;

-
if it is a transmitting UM RLC entity:
-
discard all RLC SDUs;

-
if it is an AM RLC entity:
-
when possible, reassemble RLC SDUs from any byte segments of AMD PDUs with SN < VR(H) in the receiving side, remove RLC headers when doing so and deliver all reassembled RLC SDUs to upper layer in ascending order of the RLC SN, if not delivered before;

-
discard the remaining AMD PDUs and byte segments of AMD PDUs in the receiving side;

-
discard all RLC SDUs and AMD PDUs in the transmitting side;

-
discard all RLC control PDUs.

-
stop and reset all timers;
-
reset all state variables to their initial values.
------------------------------------------------------- End of 4th proposed change ---------------------------------------------
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