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5.6.3
UE capability transfer

5.6.3.1
General
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Figure 5.6.3.1-1: UE capability transfer
The purpose of this procedure is to transfer UE radio access capability information from the UE to E-UTRAN.

If the UE has changed its E-UTRAN radio access capabilities, the UE shall request higher layers to initiate the necessary NAS procedures (see TS 23.401 [41]) that would result in the update of UE radio access capabilities using a new RRC connection.

NOTE:
Change of the UE's GERAN UE radio capabilities in RRC_IDLE is supported by use of Tracking Area Update.

5.6.3.2
Initiation

E-UTRAN initiates the procedure to a UE in RRC_CONNECTED when it needs (additional) UE radio access capability information.

5.6.3.3
Reception of the UECapabilityEnquiry by the UE

The UE shall:

1>
set the contents of UECapabilityInformation message as follows:

2>
if the ue-CapabilityRequest includes 'eutra':

3>
include the UE-EUTRA-Capability within a ue-CapabilityRAT-Container and with the rat-Type set to 'eutra';

2>
if the ue-CapabilityRequest includes 'geran-cs' and if the UE supports GERAN CS domain:

3>
include the UE radio access capabilities for GERAN CS within a ue-CapabilityRAT-Container and with the rat-Type set to 'geran-cs';

2>
if the ue-CapabilityRequest includes 'geran-ps' and if the UE supports GERAN PS domain:

3>
include the UE radio access capabilities for GERAN PS within a ue-CapabilityRAT-Container and with the rat-Type set to 'geran-ps';

2>
if the ue-CapabilityRequest includes 'utra' and if the UE supports UTRA:

3>
include the UE radio access capabilities for UTRA within a ue-CapabilityRAT-Container and with the rat-Type set to 'utra';

2>
if the ue-CapabilityRequest includes 'cdma2000-1XRTT' and if the UE supports CDMA2000 1xRTT:

3>
include the UE radio access capabilities for CDMA2000 within a ue-CapabilityRAT-Container and with the rat-Type set to 'cdma2000-1XRTT';

1> submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends;
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