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	Reason for change:
(

	For 1.28Mcps TDD, the timeslot information mapping on HS-SCCH can not indicate timeslot 0 so that the timeslot 0 can not be used for HS-DSCH resources.
 From RAN1’s aspect, it is benifical for system performance if the TS0 can be used for HS-DSCH, especially in multi-carrier cell. Related IEs need to be added in RAN2.


	
	

	Summary of change:
(

	Adds an IE “HS-PDSCH Timeslot0 Indicator” in SIB5 and dedicated messages. The presence of this IE means that the first bit of timeslot information on HS-SCCH is used for allocating HS-PDSCH resource in TS0.


	
	

	Consequences if 
(

not approved:
	If not approved, the timeslot 0 can not be used for HS-DSCH resources.

	
	

	Clauses affected:
(

	10.3.6.23a, 10.3.6.36ca
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	 Test specifications
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	Other comments:
(

	ASN1 will be provided if the tabular is agreed


	< sections omitted >


10.3.6.23a
Downlink HS-PDSCH Information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	HS-SCCH Info
	OP
	
	HS-SCCH Info 10.3.6.36a
	For 1.28 Mcps TDD, if IE DL Multi-Carrier Information is present, ignore this IE.
	REL-5

	Measurement Feedback Info
	OP
	
	Measurement Feedback Info 10.3.6.40a
	
	REL-5

	CHOICE mode
	MP
	
	
	
	REL-5

	>TDD
	
	
	
	
	

	>>CHOICE TDD option
	MP
	
	
	
	REL-5

	>>>3.84 Mcps
	
	
	
	
	

	>>>>HS-PDSCH Timeslot Configuration
	OP
	
	HS-PDSCH Timeslot Configuration 10.3.6.36o
	
	REL-5

	>>>7.68 Mcps
	
	
	
	
	REL-7

	>>>>HS-PDSCH Timeslot Configuration VHCR
	OP
	
	HS-PDSCH Timeslot Configuration VHCR 10.3.6.36oa
	
	REL-7

	>>> 1.28 Mcps
	
	
	
	
	

	>>>> HS-PDSCH Midamble Configuration
	OP
	
	HS-PDSCH Midamble Configuration 10.3.6.36oo
	For 1.28 Mcps TDD, if IE DL Multi-Carrier Information is present, ignore this IE.
	REL-5

	>>>> DL Multi-Carrier Information
	OP
	
	DL Multi-Carrier Information 10.3.6.28a
	
	REL-7

	>>>> HS-PDSCH Timeslot0 Indicator
	OP
	
	Enumerated (TRUE)
	Absence of this IE means that the timeslot 0 is not used for HS-PDSCH resources. The presence of this IE means that the first bit of timeslot information on HS-SCCH is used for allocating HS-PDSCH resource in TS0.
	REL-9

	>FDD
	
	
	
	
	

	>>Downlink 64QAM configured
	OP
	
	Enumerated (TRUE)
	Absence of this IE means that the HS-SCCH does not use the 64QAM format. The presence of this IE means the UE uses the octet aligned table [15].
	REL-7

	>>HS-DSCH TB size table
	CV-Not64QAM
	
	Enumerated (octet aligned)
	If this IE is present, octet aligned table [15] is used, else bit aligned table [15] is used.
	REL-7


	Condition
	Explanation

	Not64QAM
	This IE is optionally present if 64QAM is not configured and MAC-ehs is configured. Otherwise it is not needed.


	< sections omitted >


10.3.6.36ca
HS-DSCH common system information 1.28Mcps TDD

NOTE:
For 1.28 Mcps TDD only.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CCCH mapping info
	MP
	
	Common RB mapping info 10.3.4.oa
	
	REL-8

	SRB1 mapping info
	MD
	
	Common RB mapping info 10.3.4.oa
	Note 1
	REL-8

	Common MAC-ehs reordering queue list
	MP
	
	Common MAC-ehs reordering queue list 10.3.5.3a
	
	REL-8

	HS-SCCH system info
	MP
	
	HS-SCCH system info 1.28Mcps TDD 10.3.6.36ea
	Note 2
	REL-8

	HARQ system Info
	MP
	
	HARQ Info 10.3.5.7a
	
	REL-8

	HS-PDSCH Midamble Configuration
	MP
	
	HS-PDSCH Midamble Configuration 10.3.6.36oo
	
	REL-8

	HS-PDSCH Timeslot0 Indicator
	OP
	
	Enumerated (TRUE)
	Absence of this IE means that the timeslot 0 is not used for HS-PDSCH resources. The presence of this IE means that the first bit of timeslot information on HS-SCCH is used for allocating HS-PDSCH resource in TS0.
	REL-9

	Common H-RNTI Information
	MP
	1 to <maxCommonHRNTI>
	
	
	REL-8

	>Common H-RNTI
	MP
	
	H-RNTI 10.3.3.14a
	
	REL-8

	BCCH specific H-RNTI
	MP
	
	H-RNTI 10.3.3.14a
	
	REL-8


NOTE 1:
The default values for the "SRB1 mapping info" are 1 for the Logical channel identity and 0 for the MAC-ehs queue identity.
NOTE 2:
These IEs correspond to the HS-DSCH configuration for CELL_FACH, CELL_PCH state.
	< sections omitted >


// ASN1 will be updated if the tabular is agreed //

	< End of change >
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