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Table 5.1h: Total RLC and MAC-hs parameters for FDD HS-DSCH and E-DCH physical layer categories

These values reflect the total buffer sizes of HS-DSCH and E-DCH categories for simultaneous HS-DSCH/E-DCH operation.

	 HS-DSCH category

E-DCH category
	Categories 1 to 4

[kBytes]
	Categories 5 and 6

[kBytes]
	Categories 7 and 8

[kBytes]
	Category 9

[kBytes]
	Category 

10

[kBytes]
	Category 11 

[kBytes]
	Category 

12

[kBytes]

	Category 1
	100
	100
	200
	300
	300
	50
	50

	Categories 2 and 3
	100
	150
	200
	300
	300
	50
	100

	Category 5
	100
	150
	200
	300
	300
	100
	100

	Category 4
	-
	150
	300
	300
	400
	100
	100

	Category 6
	-
	200
	300
	400
	400
	150
	150

	Category 7
	-
	300
	300
	400
	500
	200
	200

	Category 8
	-
	-
	-
	-
	-
	-
	-

	Category 9
	-
	-
	-
	-
	-
	-
	-


	 HS-DSCH category

E-DCH category
	Categories 13 and 14

[kBytes]
	Categories 15 and 16
[kBytes]
	Categories 17 and 18

[kBytes]
	Categories 19 and 20 [kBytes]
	Categories 21 and 22 [kBytes]
	Categories 23 and 24 [kBytes]

	Category 1
	-
	-
	-
	-
	-
	-

	Categories 2 and 3
	-
	-
	-
	-
	-
	-

	Category 5
	400
	-
	-
	-
	-
	-

	Category 4
	400
	400
	400
	-
	400
	-

	Category 6
	400
	500
	500
	750
	500
	750

	Category 7
	500
	500
	500
	1000
	500
	1000

	Category 8
	-
	-
	-
	-
	500
	750

	Category 9
	-
	-
	-
	-
	750
	750


	 HS-DSCH category

E-DCH category
	Categories 25 and 26 [kBytes]
	Categories 27 and 28 [kBytes]

	Category 1
	-
	-

	Categories 2 and 3
	-
	-

	Category 5
	-
	-

	Category 4
	750
	-

	Category 6
	750
	1150

	Category 7
	1000
	1150

	Category 8
	1000
	1150

	Category 9
	1000
	1250


NOTE:
Maximum number of AM RLC entities for simultaneous HS-DSCH/E-DCH operation is defined in Table 5.1b.
… text omitted …
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