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	Reason for change:
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	It is unclear from the current specification whether a UE can send a repeated proximity indication for the same frequency/RAT if the UE now comes into the vicinity of a different HNB cell on that frequency/RAT.
The change is to clarify that a UE should send only one proximity report for all H(e)NBs of a particular frequency or RAT

	
	

	Summary of change:
(

	In the CSG Proximity Indication section it is clarified that the proximity indication ‘entering’ applies to one or more member CSG cells of the concerned UTRA or E-UTRA frequency. Also that the ‘leaving’ indication is sent only when UE has left the vicinity of all member CSG cells of the concerned UTRA or E-UTRA frequency
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not approved:
	It is undefined as to whether the UE can send repeat proximity indications for the same UTRA or E-UTRA frequency, and therefore the network will receive duplicate proximity indications
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14.7a.4
CSG Proximity Indication
Once proximity detection function is enabled, the UE shall set the contents of IE "CSG Proximity Indication" in the MEASUREMENT REPORT message as follows:

1> if the UE is aware that it is in the proximity of one or more cell(s) whose CSG IDs are in the UE's CSG whitelist, on the concerned E-UTRA or UTRA frequency the UE shall:
2> set the IE "CSG Proximity Indication" to "entering";
2> set the IE "CSG Frequency info for UTRA" or "CSG Frequency info for E-UTRA " to the frequency on which the concerned cell(s) are detected.
1> else if the UE is aware that it has left the proximity of all the cell(s) whose CSG IDs are  in the UE's CSG whitelist, on the concerned  E-UTRA or UTRA frequency the UE shall:

2> set the IE "CSG Proximity Indication" to "leaving";
2> set the IE "CSG Frequency info for UTRA" or "CSG Frequency info for E-UTRA" to the frequency on which the concerned cell(s) are detected.
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