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* * * First Change * * * *

5.3.14
Proximity indication

5.3.14.1
General
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Figure 5.3.14.1-1: Proximity indication

The purpose of this procedure is to indicate that the UE is entering or leaving the proximity of one or more cells whose CSG IDs are in the UEs CSG Whitelist. The detection of proximity is based on an autonomous search function as defined in TS 36.304 [4].

5.3.14.2
Initiation

A UE in RRC_CONNECTED shall:

1>
if the UE  enters the proximity of one or more cell(s), whose CSG IDs are in the UEs CSG Whitelist, on an E-UTRA frequency while proximity reporting is enabled for such E-UTRAN cells; or

1>
if the UE  enters the proximity of one or more cell(s), whose CSG IDs are in the UEs CSG Whitelist, on an UTRA frequency while proximity reporting is enabled for such UTRAN cells; or

1>
if the UE  leaves the proximity of all cell(s), whose CSG IDs are in the UEs CSG Whitelist, on an E-UTRA frequency while proximity reporting is enabled for such E-UTRAN cells; or
1>
if the UE  leaves the proximity of all cell(s), whose CSG IDs are in the UEs CSG Whitelist, on an UTRA frequency while proximity reporting is enabled for such UTRAN cells:

2>
initiate transmission of the ProximityIndication message in accordance with 5.3.14.3;

5.3.14.3
Actions related to transmission of ProximityIndication message

The UE shall set the contents of ProximityIndication message as follows:

1>
if the UE applies the procedure to report entering the proximity of cell(s) whose CSG IDs are in the UEs CSG Whitelist:

2>
set type to 'entering';

1>
else if the UE applies the procedure to report leaving the proximity of cell(s) whose CSG IDs are in the UEs CSG Whitelist:

2>
set type to 'leaving';

1>
if the proximity indication was triggered for one or more cell(s), whose CSG IDs are in the UEs CSG Whitelist, on an E-UTRAN frequency:

2>
set the carrierFreq to 'eutra' with the value set to the E-ARFCN value of the E-UTRAN cell(s) for which proximity indication was triggered;
1>
else if the proximity indication was triggered for one or more cell(s), whose CSG IDs are in the UEs CSG Whitelist, on a UTRAN frequency:

2>
set the carrierFreq to 'utra' with the value set to the ARFCN value of the UTRAN cell(s) for which proximity indication was triggered;
The UE shall submit the ProximityIndication message to lower layers for transmission.

5.3.14.4
Actions upon handover and re-establishment
Upon successful handover or RRC Connection re-establishment, the UE shall:
1>
if the UE enters proximity or stays in the proximity of one or more cell(s), whose CSG IDs are in the UEs CSG Whitelist, on an E-UTRA frequency while proximity reporting is enabled for such E-UTRAN cells; or

1>
if the UE enters proximity or stays in the proximity of one or more cell(s), whose CSG IDs are in the UEs CSG Whitelist, on an UTRA frequency while proximity reporting is enabled for such UTRAN cells; or

2>
initiate transmission of the ProximityIndication message in accordance with 5.3.14.3;
* * * Second Change * * * *

–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO


nonCriticalExtension-v9x0


RRCConnectionReconfiguration-v9x0-IEs
OPTIONAL
-- Need ON

}





SecurityConfigHO ::=



SEQUENCE {


handoverType





CHOICE {



intraLTE






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig

OPTIONAL,
-- Need OP




keyChangeIndicator




BOOLEAN,




nextHopChainingCount



NextHopChainingCount



},



interRAT






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig,




nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))



}


},


...

}

ReportProximityConfig-r9 ::= SEQUENCE {


eutra-r9






ENUMERATED {allowed, notAllowed},


utra-r9







ENUMERATED {allowed, notAllowed},


...

}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301.

	keyChangeIndicator

‘true’ is used only in an intra-cell handover when a KeNB key is derived from a native KASME key taken into use through the successful NAS SMC, as described in TS 33.401 [32] for KeNB re-keying. ’false’ is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32]


	Conditional presence
	Explanation

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA; otherwise the field is optionally present, need ON.


* * * Third Change * * * *

–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to modify the MAC main configuration, to modify the SPS configuration and to modify dedicated physical configuration.

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModList




SRB-ToAddModList


OPTIONAL, 

-- Cond HO-Conn


drb-ToAddModList




DRB-ToAddModList


OPTIONAL, 

-- Cond HO-toEUTRA


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- Need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfig,




defaultValue




NULL


}

OPTIONAL,















-- Cond HO-toEUTRA2


sps-Config






SPS-Config 




OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Need ON


...,


radioResourceConfigDedicated-v9x0
RadioResourceConfigDedicated-v9x0-IEs
OPTIONAL
-- Need ON

}

RadioResourceConfigDedicated-v9x0-IEs ::=
SEQUENCE {

rlf-TimersAndConstants-r9


RLF-TimersAndConstants-r9 
OPTIONAL

-- Need ON


reportProximityConfig-r9


ReportProximityConfig-r9
OPTIONAL,

-- Need ON

}

SRB-ToAddModList ::=



SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddMod ::=
SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Config






CHOICE {



explicitValue





RLC-Config,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


logicalChannelConfig



CHOICE {



explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


...

}

DRB-ToAddModList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod
DRB-ToAddMod ::=
SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





DRB-Identity,


pdcp-Config






PDCP-Config



OPTIONAL,

-- Cond PDCP


rlc-Config






RLC-Config



OPTIONAL,

-- Cond Setup


logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-Setup


logicalChannelConfig



LogicalChannelConfig
OPTIONAL,

-- Cond Setup


...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	srb-Identity

Value 1 is applicable for SRB1 only.

Value 2 is applicable for SRB2 only.

	rlc-Config

For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. RLC AM is the only applicable RLC mode for SRB1 and SRB2. E-UTRAN does not reconfigure the RLC mode of DRBs, and may reconfigure the UM RLC SN field size only upon handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment.

	mac-MainConfig

Although the ASN.1 includes a choice that is used to indicate whether the mac-MainConfig is signalled explictly or set to the default MAC main configuration as specified in 9.2.2, EUTRAN does not apply "defaultValue".

	sps-Config

The default SPS configuration is specified in 9.2.3.

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	logicalChannelConfig

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1 or for SRB2 as specified in 9.2.1.2.

	logicalChannelIdentity

The logical channel identity for both UL and DL.


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up (including bearer setup at handover to E-UTRA); otherwise it is not present.

	PDCP
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon handover within E-UTRA and upon the first reconfiguration after re-establishment; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.

	HO-Conn
	The field is mandatory present in case of handover to E-UTRA and to only establish SRB1 in case of RRC connection establishment; otherwise the field is optionally present, need ON.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA; In case of RRC connection establishment and RRC connection re-establishment the field is not present; otherwise the field is optionally present, need ON.

	HO-toEUTRA2
	The field is mandatory present in case of handover to E-UTRA; otherwise the field is optionally present, need ON.
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