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1. Overall Description:

At RAN2 #68bis, RAN2 agreed to the attached TS 36.331 CR regarding SSAC, outline of which is as follows:
· RRC provides in system information, each for MMTEL-Voice and MMTEL-Video, a set of parameters necessary for SSAC, i.e., barring factor and mean barring time for AC 0-9, and 1 bit barring status each for AC 11-15.
· The UE RRC layer provides the SSAC parameters to the MMTEL layer, upon request from the upper layers.
· AC 11-15 status is handled in the RRC layer, and the result is reflected to the barring factor provided to the MMTEL layer. Hence, only the barring factor and mean barring time (each for MMTEL-Voice and MMTEL-Video) are provided to the MMTEL layer.
· The barring factor and mean barring time provided to the MMTEL layer take into account the RRC state, i.e., the barring factor is set to 1 and the mean barring time is set to 0, when the RRC is in connected mode.
The above model implies that the MMTEL layer does not need to handle AC 11-15 status, and does not need to be aware of the RRC state. The MMTEL layer can simply perform SSAC based on the barring factor and mean barring time provided by RRC, always.
With the above agreements, RAN2 assumes that the work for SSAC is completed from AS perspective.

2. Actions:

To CT1
ACTION: 

Please take the above RAN2 agreements into account and reflect the necessary changes to the relevant CT1 specifications, in order to complete SSAC in Rel-9 time frame.
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