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<Start of 1st modified section>
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xRTT
CDMA2000 1x Radio Transmission Technology

AM
Acknowledged Mode

ASN.1
Abstract Syntax Notation.1

ARQ
Automatic Repeat Request

AS
Access Stratum

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

CCCH
Common Control Channel

CCO
Cell Change Order
CMAS
Commercial Mobile Alert Service

CP
Control Plane

C-RNTI
Cell RNTI

CSG
Closed Subscriber Group

DCCH
Dedicated Control Channel

DRB
(user) Data Radio Bearer

DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

DL
Downlink

DL-SCH
Downlink Shared Channel

ETWS
Earthquake and Tsunami Warning System

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

ENB
Evolved Node B

EPC
Enhanced Packet Core

EPS
Enhanced Packet System

FDD
Frequency Division Duplex

FFS
For Further Study

GERAN
GSM/EDGE Radio Access Network

GSM
Global System for Mobile Communications

HARQ
Hybrid Automatic Repeat Request

HRPD
CDMA2000 High Rate Packet Data

IE
Information element

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

kB
Kilobyte (1000 bytes)

L1
Layer 1

L2
Layer 2

L3
Layer 3

MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MBSFN
Multimedia Broadcast multicast service Single Frequency Network
MCCH
Multicast Control Channel
MIB
Master Information Block
MTCH
Multicast Traffic Channel
N/A
Not Applicable

<End of 1st modified section>
<Start of 2nd modified section>
5.2.2.20
Actions upon reception of SystemInformationBlockType13
Upon receiving SystemInformationBlockType13, the UE shall:
1> apply the notification configuration included in the notificationConfig-r9 and the notificationIndicator-r9;

1>
if a new MBSFN area is included in the mbsfn-AreaInfoList-r9:
2>
apply the MCCH configuration corresponding with the MBSFN area included in the mcch-Config-r9;
2> establish RLC for the MCCH corresponding with the MBSFN area as specified in 9.1.1.4;
1>
if the MBSFN area where the UE is receiving a MBMS service is not included in the mbsfn-AreaInfoList-r9:
2>
release all configurations corresponding with the MBSFN area;
2> release RLC for the MCCH corresponding with the MBSFN area.
NOTE 1:
When the UE moves between cells of the same MBSFN area, the UE does not re-establish RLC for MCCH.
<End of 2nd modified section>
<Start of 3rd modified section>
5.8.2.4
Actions upon reception of the MBSFNAreaConfiguration message

Upon receiving the MBSFNAreaConfiguration message an MBMS capable UE shall:

1> apply the configuration included in the MBSFNAreaConfiguration-r9;

1>
if the service that the UE is interested to receive is included in the MBMS-SessionInfoList-r9:
2>
apply the PMCH and MTCH configurations corresponding with the service included in the pmch-Config-r9 and the mtch-Config-r9 respectively;
2> establish RLC for the MTCH corresponding with the MBMS service as specified in 9.1.1.4;
1> if the MBMS service that the UE is receiving is not included in the the MBMS-SessionInfoList-r9:
2>
release the PMCH and MTCH configurations corresponding to the MBMS service;
2> release RLC for the MTCH that corresponds with the MBMS service;
NOTE 1:
When the UE receiving the MTCH moves between cells of the same MBSFN area, the UE does not re-establish RLC for the MTCH.


<End of 3rd modified section>
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