Page 1



3GPP TSG-RAN2 Meeting #68bis 
(
R2-100378
Valencia, Spain, 18th – 22nd January 2010
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.331
	CR
	NUM
	(

rev
	-
	(

Current version:
	9.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Clarification on RRC connection re-establishment for emergency calls

	
	

	Source to WG:
(

	HTC Corporation

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	TEI9
	
	Date: (

	12/01/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	The UE cannot re-establish an RRC connection in an acceptable cell.

	
	

	Summary of change:
(

	It is specified that the UE can select an acceptable cell for RRC connection re-establishment if the UE had an RRC conneciton in an acceptable cell.

	
	

	Consequences if 
(

not approved:
	It is not possbile for the UE to perform RRC connection re-establishment for an emergency call in an acceptable cell.

	
	

	Clauses affected:
(

	5.3.7.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


5.3.7
RRC connection re-establishment

5.3.7.1
General
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Figure 5.3.7.1-1: RRC connection re-establishment, successful
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Figure 5.3.7.1-2: RRC connection re-establishment, failure

The purpose of this procedure is to re-establish the RRC connection, which involves the resumption of SRB1 operation and the re-activation of security.

A UE in RRC_CONNECTED, for which security has been activated, may initiate the procedure in order to continue the RRC connection. The connection re-establishment succeeds only if the concerned cell is prepared i.e. has a valid UE context. In case E-UTRAN accepts the re-establishment, SRB1 operation resumes while the operation of other radio bearers remains suspended. If AS security has not been activated, the UE does not initiate the procedure but instead moves to RRC_IDLE directly.
E-UTRAN applies the procedure as follows:

-
to reconfigure SRB1 and to resume data transfer only for this RB;

-
to re-activate AS security without changing algorithms.

5.3.7.2
Initiation

The UE shall only initiate the procedure when AS security has been activated. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or

1>
upon handover failure, in accordance with 5.3.5.6; or

1>
upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or

1>
upon integrity check failure indication from lower layers; or

1>
upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5;

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
start timer T311;

1> suspend all RBs except SRB0;

1>
reset MAC;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];

5.3.7.3
Actions following cell selection while T311 is running

Upon selecting a suitable E-UTRA cell, or selecting an acceptable E-UTRA cell if the RRC connection was established in an acceptable E-UTRA cell, the UE shall:

1>
stop timer T311;

1>
start timer T301;

1>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

1>
initiate transmission of the RRCConnectionReestablishmentRequest message in accordance with 5.3.7.4;

NOTE:
This procedure applies also if the UE returns to the source cell.

Upon selecting an inter-RAT cell, the UE shall:

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';
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