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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply. 

CID
Cell-ID (positioning method)

E-SMLC
Enhanced Serving Mobile Location Centre

E-CID
Enhanced Cell-ID (positioning method)
ADR
Accumulated Delta-Range
A‑GNSS
Assisted‑GNSS

ARFCN
Absolute Radio Frequency Channel Number

BTS
Base Transceiver Station (GERAN)

CNAV
Civil Navigation

ECEF
Earth-Centered, Earth-Fixed

ECGI
Evolved Cell Global Identifier
ECI
Earth-Centered-Inertial


EGNOS
European Geostationary Navigation Overlay Service

E-UTRAN
Enhanced Universal Terrestrial Radio Access Network

5.1
Procedures related to capability transfer

The purpose of the procedures that are grouped together in this section is to enable the transfer of capabilities from the target device to the server.. Capabilities in this context refer to positioning and protocol capabilities related to LPP and the position methods supported by LPP.

These procedures instantiate the Capability Transfer transaction from TS 36.305.

5.3.3
Reception of Request Location Information

Upon receiving an LPP Request Location Information message, the target device shall:

1>
if the requested information is compatible with the target device capabilities and configuration:

2>
include the requested information in an LPP Provide Location Information message;

2>
set the IE “TransactionID” in the response to the same value as the IE “TransactionID” in the received message;

2>
deliver the Provide Location Information message to lower layers for transmission.

1>
otherwise:

2>
if one or more positioning methods are included that the target device does not support:

2>
Continue to process the message as if it contained only information for the remaining position methods.’
2>Handle the signaling content of the not supported positioning methods by LPP error detection as in 5.4.3
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