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=== First modified section ===
–
UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5], to the network. The IE UE-EUTRA-Capability is transferred in E-UTRA or in another RAT.
UE-EUTRA-Capability information element
-- ASN1START

UE-EUTRA-Capability ::=



SEQUENCE {


accessStratumRelease



AccessStratumRelease,


ue-Category






INTEGER (1..5),


pdcp-Parameters





PDCP-Parameters,


phyLayerParameters




PhyLayerParameters,


rf-Parameters





RF-Parameters,


measParameters





MeasParameters,


featureGroupIndicators



BIT STRING (SIZE (32))



OPTIONAL,


interRAT-Parameters




SEQUENCE {



utraFDD







IRAT-ParametersUTRA-FDD



OPTIONAL,



utraTDD128






IRAT-ParametersUTRA-TDD128



OPTIONAL,



utraTDD384






IRAT-ParametersUTRA-TDD384



OPTIONAL,



utraTDD768






IRAT-ParametersUTRA-TDD768



OPTIONAL,



geran







IRAT-ParametersGERAN




OPTIONAL,



cdma2000-HRPD





IRAT-ParametersCDMA2000-HRPD


OPTIONAL,



cdma2000-1xRTT





IRAT-ParametersCDMA2000-1XRTT


OPTIONAL


},


nonCriticalExtension




UE-EUTRA-Capability-v9x0-IEs

OPTIONAL

}

UE-EUTRA-Capability-v9x0-IEs ::=
SEQUENCE {


cdma2000-e1xCsfb-r9




IRAT-ParametersCDMA2000-e1xCsfb-r9
OPTIONAL,

phyLayerParameters-v9x0



PhyLayerParameters-v9x0,


csg-Parameters-r9




CSG-Parameters-r9,


neighCellSI-ReadingParameters-r9
NeighCellSI-ReadingParameters-r9,


son-Parameters-r9




SON-Parameters-r9,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

AccessStratumRelease ::=


ENUMERATED {











rel8, spare7, spare6, spare5, spare4, spare3,











spare2, spare1, ...}

PDCP-Parameters ::=




SEQUENCE {


supportedROHC-Profiles



SEQUENCE {



profile0x0001





BOOLEAN,



profile0x0002





BOOLEAN,



profile0x0003





BOOLEAN,



profile0x0004





BOOLEAN,



profile0x0006





BOOLEAN,



profile0x0101





BOOLEAN,



profile0x0102





BOOLEAN,



profile0x0103





BOOLEAN,



profile0x0104





BOOLEAN


},


maxNumberROHC-ContextSessions

ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24, cs32,











cs48, cs64, cs128, cs256, cs512, cs1024,











cs16384, spare2, spare1}



DEFAULT cs16,


...

}

PhyLayerParameters ::=



SEQUENCE {


ue-TxAntennaSelectionSupported

BOOLEAN,


ue-SpecificRefSigsSupported


BOOLEAN

}

PhyLayerParameters-v9x0 ::=


SEQUENCE {


enhancedDualLayerFDD-Supported-r9
BOOLEAN,


enhancedDualLayerTDD-Supported-r9
BOOLEAN

}

RF-Parameters ::=




SEQUENCE {


supportedBandListEUTRA



SupportedBandListEUTRA
}

SupportedBandListEUTRA ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA 

SupportedBandEUTRA ::=



SEQUENCE {


bandEUTRA






INTEGER (1..64),


halfDuplex






BOOLEAN

}

MeasParameters ::=




SEQUENCE {


bandListEUTRA





BandListEUTRA
}

BandListEUTRA ::=




SEQUENCE (SIZE (1..maxBands)) OF BandInfoEUTRA 

BandInfoEUTRA ::=




SEQUENCE {


interFreqBandList




InterFreqBandList,


interRAT-BandList




InterRAT-BandList

OPTIONAL

}

InterFreqBandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterFreqBandInfo

InterFreqBandInfo ::=



SEQUENCE {


interFreqNeedForGaps



BOOLEAN

}

InterRAT-BandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterRAT-BandInfo

InterRAT-BandInfo ::=



SEQUENCE {


interRAT-NeedForGaps



BOOLEAN

}

IRAT-ParametersUTRA-FDD ::=


SEQUENCE {


supportedBandListUTRA-FDD


SupportedBandListUTRA-FDD
}

SupportedBandListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-FDD 

SupportedBandUTRA-FDD ::=


ENUMERATED {











bandI, bandII, bandIII, bandIV, bandV, bandVI,











bandVII, bandVIII, bandIX, bandX, bandXI,











bandXII, bandXIII, bandXIV, bandXV, bandXVI, ...}

IRAT-ParametersUTRA-TDD128 ::=

SEQUENCE {


supportedBandListUTRA-TDD128

SupportedBandListUTRA-TDD128

}

SupportedBandListUTRA-TDD128 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD128 

SupportedBandUTRA-TDD128 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersUTRA-TDD384 ::=

SEQUENCE {


supportedBandListUTRA-TDD384

SupportedBandListUTRA-TDD384

}

SupportedBandListUTRA-TDD384 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD384 

SupportedBandUTRA-TDD384 ::=

ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

IRAT-ParametersUTRA-TDD768 ::=

SEQUENCE {


supportedBandListUTRA-TDD768

SupportedBandListUTRA-TDD768

}

SupportedBandListUTRA-TDD768 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD768 

SupportedBandUTRA-TDD768 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersGERAN ::=


SEQUENCE {


supportedBandListGERAN



SupportedBandListGERAN,


interRAT-PS-HO-ToGERAN



BOOLEAN

}

SupportedBandListGERAN ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandGERAN 

SupportedBandGERAN ::=



ENUMERATED {











gsm450, gsm480, gsm710, gsm750, gsm810, gsm850,










gsm900P, gsm900E, gsm900R, gsm1800, gsm1900,










spare5, spare4, spare3, spare2, spare1, ...}

IRAT-ParametersCDMA2000-HRPD ::=
SEQUENCE {


supportedBandListHRPD



SupportedBandListHRPD,


tx-ConfigHRPD





ENUMERATED {single, dual},


rx-ConfigHRPD





ENUMERATED {single, dual}

}

SupportedBandListHRPD ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000
IRAT-ParametersCDMA2000-1XRTT ::=
SEQUENCE {


supportedBandList1XRTT



SupportedBandList1XRTT,


tx-Config1XRTT





ENUMERATED {single, dual},


rx-Config1XRTT





ENUMERATED {single, dual}

}

IRAT-ParametersCDMA2000-e1xCsfb-r9 ::=
SEQUENCE {


enhancedCsfbOneXRTT-r9



ENUMERATED {supported},


enhancedCsfbOneXRTTWithPsho-r9

ENUMERATED {supported, notSupported}
}

SupportedBandList1XRTT ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000
CSG-Parameters-r9 ::=



SEQUENCE {


intraFreqProximitySupported-r9

BOOLEAN,


interFreqProximitySupported-r9

BOOLEAN,


interRAT-ProximitySupported-r9

BOOLEAN

}

NeighCellSI-ReadingParameters-r9 ::=

SEQUENCE {


intraFreqSI-ReadingForHO-Supported-r9

BOOLEAN,


interFreqSI-ReadingForHO-Supported-r9

BOOLEAN,


interRAT-SI-ReadingForHO-Supported-r9

BOOLEAN
}

SON-Parameters-r9 ::=



SEQUENCE {


rach-ReportSupported-r9



BOOLEAN,

...

}

-- ASN1STOP

	UE-EUTRA-Capability field descriptions

	accessStratumRelease

Set to rel8 in this version of the specification.

	maxNumberROHC-ContextSessions

Set to the maximum number of concurrently active ROHC contexts supported by the UE. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on.

	ue-Category

UE category as defined in TS 36.306 [5]. Set to values 1 to 5 in this version of the specification.

	bandEUTRA
E‑UTRA band as defined in TS 36.101 [42].

	ue-TxAntennaSelectionSupported

TRUE indicates that the UE is capable of supporting UE transmit antenna selection as described in TS 36.213 [23, 8.7].

	halfDuplex

If halfDuplex is set to true, only half duplex operation is supported for the band, otherwise full duplex operation is supported.

	bandListEUTRA
One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.

	interFreqBandList

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.

	interFreqNeedForGaps

Indicates need for measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA and measuring on the E‑UTRA band given by the entry in interFreqBandList.

	interRAT-BandList

One entry corresponding to each supported band of another RAT listed in the same order as in the interRAT-Parameters.

	interRATNeedForGaps

Indicates need for DL measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA and measuring on the inter-RAT band given by the entry in the interRAT-BandList.

	bandUTRA-FDD

UTRA band as defined in TS 25.101 [17].

	bandUTRA-TDD128

UTRA band as defined in TS 25.102 [18].

	bandUTRA-TDD384

UTRA band as defined in TS 25.102 [18].

	bandUTRA-TDD768

UTRA band as defined in TS 25.102 [18].

	bandGERAN
GERAN band as defined in TS 45.005 [20].

	bandHRPD

CDMA2000 HRPD band class.

	Band1XRTT

CDMA2000 1xRTT band class.

	featureGroupIndicators

The definitions of the bits in the bit string are described in Annex B.

	enhancedCsfbOneXRTT

Indicates whether the UE supports enhanced 1xRTT CS fallback or not.

	enhancedCsfbOneXRTTWithPsho
Indicates whether the UE supports concurrent enhanced CS fallback to CDMA2000 1xRTT and handover/redirection to CDMA2000 HRPD.

	enhancedDualLayerTDD-Supported-r9
Indicates whether the UE supports enhanced dual layer (PDSCH transmission mode 8) for FDD or not. This bit shall be set to “TRUE” by a Rel-9 TDD UE when IOT opportunities are available.


NOTE:
The IE UE-EUTRA-Capability does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently AS need not provide "man-in-the-middle" protection for the security capabilities.

=== Next modified section ===
11
UE capability related constraints and performance requirements

11.1
UE capability related constraints

The following table lists constraints regarding the UE capabilities that E-UTRAN is assumed to take into account.

	Parameter
	Description
	Value

	#DRBs
	The number of DRBs that a UE of categories 1- 5 shall support
	8

	#RLC-AM
	The number of RLC AM entities that a UE of categories 1- 5 shall support
	10

	#minCellperMeasObjectEUTRA
	The minimum number of neighbour cells (excluding black list cells) that a UE shall be able to store within a MeasObjectEUTRA
	32

	#minBlackCellRangesperMeasObjectEUTRA
	The minimum number of blacklist cell PCI ranges that a UE shall be able to store within a MeasObjectEUTRA
	32

	#minCellperMeasObjectUTRA
	The minimum number of neighbour cells that a UE shall be able to store within a MeasObjectUTRA
	32

	#minCellperMeasObjectGERAN
	The minimum number of neighbour cells that a UE shall be able to store within a measObjectGERAN
	32

	#minCellperMeasObjectCDMA2000
	The minimum number of neighbour cells that a UE shall be able to store within a measObjectCDMA2000
	32

	#minCellTotal
	The minimum number of neighbour cells (excluding black list cells) that UE shall be able to store in total in all measurement objects configured
	256


11.2
Processing delay requirements for RRC procedures

The UE performance requirements for RRC procedures are specified in the following table, by means of a value N:

N = the number of 1ms subframes from the end of reception of the E-UTRAN -> UE message on the UE physical layer up to when the UE shall be ready for the reception of uplink grant for the UE -> E-UTRAN response message with no access delay other than the TTI-alignment (e.g. excluding delays caused by scheduling, the random access procedure or physical layer synchronisation).
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Figure 11.2-1: Illustration of RRC procedure delay

	Procedure title:
	E-UTRAN -> UE
	UE -> E-UTRAN
	N
	Notes

	RRC Connection Control Procedures

	RRC connection establishment


	RRCConnectionSetup
	RRCConnectionSetupComplete
	15
	

	RRC connection release
	RRCConnectionSetupRelease
	
	NA


	

	RRC connection re-configuration (radio resource configuration)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-configuration (measurement configuration)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-configuration (intra-LTE mobility)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-establishment


	RRCConnectionReestablishment
	RRCConnectionReestablishmentComplete
	15
	

	Initial security activation
	SecurityModeCommand
	SecurityModeCommandComplete/SecurityModeCommandFailure
	10
	

	Initial security activation + RRC connection re-configuration (RB establishment)
	SecurityModeCommand, RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	The two DL messages are transmitted in the same TTI

	Paging
	Paging
	
	NA
	

	Inter RAT mobility

	Handover to E-UTRA
	RRCConnectionReconfiguration (sent by other RAT)
	RRCConnectionReconfigurationComplete
	NA
	The performance of this procedure is specified in [50] in case of handover from GSM and [29], [30] in case of handover from UTRA.

	Handover from E-UTRA
	MobilityFromEUTRACommand
	
	NA
	The performance of this procedure is specified in [16]

	Handover from E-UTRA to CDMA2000
	HandoverFromEUTRAPreparationRequest (CDMA2000)
	
	NA
	Used to trigger the handover preparation procedure with a CDMA2000 RAT.
The performance of this procedure is specified in [16]

	Measurement procedures

	Measurement Reporting
	
	MeasurementReport
	NA
	

	Other procedures

	UE capability transfer
	UECapabilityEnquiry
	UECapabilityInformation
	10
	


11.3
Mandatory features
The following table lists new functionalities introduced from this release of the specification which Release 9 UEs are mandated, possibly with some conditions, to support.
	Feature
	Note

	IMS emergency call
	Mandatory for Release 9 LTE UEs which are IMS voice capable in LTE.

	Dedicated RLF timers
	Refers to supporting the configuration indicated by rlf-TimersAndConstants-r9 included in radioResourceConfigDedicated-v9x0.
Mandatory for Release 9 LTE UEs.

	Periodic CQI/PMI/RI masking
	Refers to supporting the configuration indicated by CQI-ReportConfig-v9x0.
Mandatory for Release 9 LTE UEs.

	Shorter SR periodicity
	Refers to supporting the configuration indicated by sr-ConfigIndex with any of the values “155”, “156” and “157” .
Mandatory for Release 9 LTE UEs.

	SR prohibit
	Refers to supporting the configuration indicated by sr-ProhibitTimer-r9.
Mandatory for Release 9 LTE UEs

	SR mask
	Refers to supporting the configuration indicated by logicalChannelSR-Mask.
Mandatory for Release 9 LTE UEs which have set bit number 3 of featureGroupIndicators to “TRUE”.
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