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	Reason for change:
(

	In 1.28 Mcps TDD multi-frequency cell, the transmission of BCCH on HS-DSCH should be performed on all frequencies where CELL_FACH state UEs stay, but in the current spec, there is no description whether the NW should transmit BCCH on all the frequencies. This CR is used to clarify this.

	
	

	Summary of change:
(

	Clarification is made in section 8.1.1.7.2 for 1.28Mcps TDD that when NW transmit BCCH on HS-DSCH to the CELL_FACH state UE, NW should perform the transmission at all the frequencies in the multi-frequency cell.
Impact analysis
Impacted functionality:
BCCH transmission on HS-DSCH to the CELL_FACH state UE functionality in multi-frequency cell for 1.28 Mcps TDD.

Inter-operability:
1. If the UE is implemented according to the CR and the UTRAN is not then the CELL_FACH state UE may not receive the BCCH message on HS-DSCH in multi-frequency cell for 1.28 Mcps TDD.

2. If the UTRAN is implemented according to the CR and the UE is not then the the UE may not receive the BCCH message on HS-DSCH in multi-frequency cell for 1.28 Mcps TDD.
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	CELL_FACH state UE may not receive the BCCH message on HS-DSCH in multi-frequency cell for 1.28 Mcps TDD.
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------------------------------------------------ Start of change ---------------------------------------------------------------
8.1.1.7.2
Synchronised modification of system information blocks
For modification of some system information elements, e.g. reconfiguration of the channels, it is important for the UE to know exactly when a change occurs. In such cases, the UTRAN should notify the SFN when the change will occur as well as the new value tag for the master information block in the IE "BCCH modification info" transmitted in the following way:

1>
To reach UEs in idle mode, CELL_PCH state and URA_PCH state, the IE "BCCH modification info" is contained in a PAGING TYPE 1 message transmitted on the PCCH in all paging occasions in the cell;

1>
To reach UEs in CELL_FACH state or TDD UEs in CELL_DCH with SCCPCH assigned, the IE "BCCH modification info" is contained in a SYSTEM INFORMATION CHANGE INDICATION message transmitted on the BCCH mapped on at least one FACH on every Secondary CCPCH in the cell;
1>
for FDD and 1.28 Mcps TDD, to reach UEs in CELL_FACH state with HS-DSCH assigned and in CELL_PCH with HS-DSCH and dedicated H-RNTI assigned, the IE "BCCH modification info" is contained in a SYSTEM INFORMATION CHANGE INDICATION message transmitted on the BCCH mapped on the HS-PDSCH indicated with the first indexed HS-SCCH code by the BCCH specific H-RNTI. For 1.28 Mcps TDD, the BCCH is transmitted on all the frequencies where CELL_FACH state UEs stay and UE detects the BCCH specific H-RNTI on its working frequency.
Upon reception of a PAGING TYPE 1 message or a SYSTEM INFORMATION CHANGE INDICATION message containing the IE "BCCH modification info" containing the IE "MIB value tag" and containing the IE "BCCH modification time", the UE shall:

1>
perform the actions as specified in subclause 8.1.1.7.3 at the time, indicated in the IE "BCCH Modification Info".

------------------------------------------------ End of change ---------------------------------------------------------------
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