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=== First modified section ===
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [x] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [x].

1xRTT
CDMA2000 1x Radio Transmission Technology

BCCH
Broadcast Control Channel

CSG
Closed Subscriber Group
DL-SCH
Downlink Shared Channel
E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network
FDD
Frequency Division Duplex
GERAN
GSM/EDGE Radio Access Network
HARQ
Hybrid Automatic Repeat Request

HRPD
High Rate Packet Data

MAC
Medium Access Control
PDCP
Packet Data Convergence Protocol
RACH
Random Access CHannel
RAT
Radio Access Technology
RLC
Radio Link Control
ROHC
RObust Header Compression
RRC
Radio Resource Control
SI
System Information
SON
Self Organizing Networks
TDD
Time Division Duplex
TTI
Transmission Time Interval

UE
User Equipment

UL-SCH
Uplink Shared Channel 
UMTS
Universal Mobile Telecommunications System
UTRA
UMTS Terrestrial Radio Access
=== Next modified section ===
4.3.4
Physical layer parameters
4.3.4.1
ue-TxAntennaSelectionSupported
This  field defines whether the UE supports transmit antenna selection.

4.3.4.2
ue-SpecificRefSigsSupported
This  field defines whether the UE supports UE specific reference signals in downlink for FDD.

4.3.4.3
Void

4.3.4.4
enhancedDualLayerFDD-Supported
This field defines whether the UE supports enhanced dual layer (PDSCH transmission mode 8) for FDD.

4.3.4.5
enhancedDualLayerTDD-Supported
This field defines whether the UE supports enhanced dual layer (PDSCH transmission mode 8) for TDD.

NOTE:
Enhanced dual layer should be supported by Rel-9 UEs supporting TDD.
=== Next modified section ===
4.3.9
Void
4.3.10
CSG parameters
4.3.10.1
intraFreqProximitySupported
This parameter defines whether the UE supports proximity indication for intra-frequency E-UTRAN cells whose CSG Identities are in the UE’s CSG Whitelist.

Conditions for setting this bit are FFS.

4.3.10.2
interFreqProximitySupported
This parameter defines whether the UE supports proximity indication for inter-frequency E-UTRAN cells whose CSG Identities are in the UE’s CSG Whitelist.

Conditions for setting this bit are FFS.

4.3.10.3
utran-ProximitySupported
This parameter defines whether the UE supports proximity indication for UTRAN cells whose CSG IDs are in the UE’s CSG Whitelist.

4.3.11
Neighbour cell SI reading parameters
4.3.11.1
intraFreqSI-ReadingForHO-Supported
This parameter defines whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring intra-frequency cell by reading the SI of the neighbouring cell using autonomous gaps and reporting the acquired information to the network as specified in [5].

Conditions for setting this bit are FFS.

4.3.11.2
interFreqSI-ReadingForHO-Supported
This parameter defines whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring inter-frequency cell by reading the SI of the neighbouring cell using autonomous gaps and reporting the acquired information to the network as specified in [5].

Conditions for setting this bit are FFS.

4.3.11.3
utran-SI-ReadingForHO-Supported
This parameter defines whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring UMTS cell by reading the SI of the neighbouring cell using autonomous gaps and reporting the acquired information to the network as specified in [5].

4.3.12
SON parameters
4.3.12
rach-ReportSupported
This parameter defines whether the UE supports delivery of rachReport upon request from the network.
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