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Capability bit is needed in RRC (bit 6), if this is part of Rel-9.
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**** first modified subclause ****
10.3.3.42
UE radio access capability
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access stratum release indicator
	MP
	
	Enumerated(R99)
	Indicates the release of the UE according to [35]. The IE also indicates the release of the RRC transfer syntax supported by the UE..
	

	
	CV-not_rrc_connectionSetupComplete
	
	Enumerated(REL-4,
	11 spare values are needed.
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7,
	
	REL-7

	
	
	
	REL-8)
	
	REL-8

	DL capability with simultaneous HS-DSCH configuration
	CV-not_iRAT_HoInfo
	
	Enumerated(32kbps, 64kbps, 128kbps, 384kbps)
	
	REL-5

	PDCP capability
	MP
	
	PDCP capability 10.3.3.24
	
	

	RLC capability
	MP
	
	RLC capability 10.3.3.34
	
	

	Transport channel capability
	MP
	
	Transport channel capability 10.3.3.40
	
	

	RF capability FDD
	OP
	
	RF capability FDD 10.3.3.33
	
	

	RF capability TDD
	OP
	
	RF capability TDD 10.3.3.33b
	One "TDD RF capability" entity shall be included for every Chip rate capability supported.
	

	
	
	1 to 2
	
	Note 1
	REL-4

	RF capability TDD 1.28 Mcps
	CV-iRAT_HoInfo
	
	RF capability TDD 1.28 Mcps 10.3.3.33c
	Note 1
	REL-4

	Physical channel capability
	MP
	
	Physical channel capability 10.3.3.25
	
	

	UE multi-mode/multi-RAT capability
	MP
	
	UE multi-mode/multi-RAT capability 10.3.3.41
	
	

	Security capability
	MP
	
	Security capability 10.3.3.37
	
	

	UE positioning capability
	MP
	
	UE positioning capability 10.3.3.45
	
	

	Measurement capability
	OP
	
	Measurement capability 10.3.3.21
	
	

	Measurement capability TDD
	OP
	
	Measurement capability TDD 10.3.3.21b
	
	REL-8

	Device type
	MD
	
	Enumerated (DoesNotBenefitFromBatteryConsumptionOptimisation)
	Absence of this value means that the device does benefit from NW-based battery consumption optimisation.

UE may set the value to 

DoesNotBenefitFromBatteryConsumptionOptimisation when it does not foresee to particularly benefit from NW-based
	REL-6

	Support for System Information Block type 11bis
	OP
	
	Enumerated (TRUE)
	
	REL-6

	
	
	
	
	The IE shall be present and set to TRUE
	REL-7

	Support for F-DPCH
	OP
	
	Enumerated (TRUE)
	The IE shall be set to TRUE when F-DPCH is fully supported by the UE.

Absence of this information element indicates that F-DPCH is not fully supported
	REL-6

	MAC-ehs support
	OP
	
	Enumerated (TRUE)
	The presence of this IE indicates that UE supports MAC-ehs, the use of special value of HE field to indicate end of an SDU for RLC AM, octet aligned transport block table and different HS-SCCHs in contiguous TTIs.

The absence of this IE indicates that the UE does not support either MAC-ehs, octet aligned transport block table or the use of special value of HE field to indicate end of an SDU for RLC AM or different HS-SCCHs in contiguous TTIs.
	REL-7

	UE specific capability Information LCR TDD
	OP
	
	Enumerated (NF, TriRxUniTx, TriRxTriTx, HexRxUniTx, HexRxTriTx, HexRxHexTx)
	For 1.28 Mcps TDD only

10 spare values needed.
	REL-7

	Support for E-DPCCH Power Boosting
	OP
	
	Enumerated

(TRUE)
	The

absence of this IE indicates that the E-DPCCH Power Boosting is not supported. The presence of this IE indicates that the E-DPCCH Power Boosting is  supported by the UE.
	REL-7

	Support of common E-DCH
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DCH enhanced random access in CELL_FACH state and Idle mode.
	REL-8

	Support of MAC-i/is
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-i/is operation. 
	REL-8

	Support of SPS operation
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.
The absence of this IE indicates that the UE does not support SPS operation.
	REL-8

	Support of Control Channel DRX operation
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.
The absence of this IE indicates that the UE does not support Control Channel DRX operation
	REL-8

	Support of CSG
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support access control based on CSG
	REL-8

	Support for Two DRX schemes in URA_PCH and CELL_PCH
	OP
	
	Enumerated
(TRUE)
	The absence of this IE indicates that the UE does not support Two DRX schemes in URA_PCH and CELL_PCH
	REL-7

	Support for E-DPDCH power interpolation formula 
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DPDCH power interpolation formula when 16QAM is not configured
	REL-7

	Support for absolute priority based cell re-selection in UTRAN
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support absolute priority based cell re-selection to UTRA inter-frequency
	REL-8

	Radio Access Capability Band Combination List
	OP
	1 to 16
	
	The absence of this IE indicates that the UE does not support Dual Band Operation. 
	REL-9

	>Band Combination 
	MP
	
	Integer(1..256)
	The integer value n indicates that the nth DB-DC Configuration in table 5.0AA in [21] is supported by the UE.
	REL-9

	Support of TX Diversity on DL Control Channels by MIMO Capable UE when MIMO operation is active
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH) when MIMO is active, P-CPICH is configured on antenna 1, and S-CPICH on antenna 2.
	REL-7

	Support of enhanced TS0
	OP
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.

The absence of this IE indicates that the UE does not support the enhanced TS0
	REL-9

	Support for cell-specific Tx diversity configuration for dual-cell operation
	CV-

Dual_Cell_HSDPA_supported
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support cell-specific Tx diversity configuration when configured for dual-cell operation. 
	REL-8

	Support of intra-frequency proximity
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support intra-frequency proximity
	REL-9

	Support of inter-frequency proximity
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support inter-frequency proximity
	REL-9

	Support of E-UTRA proximity
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-UTRA proximity
	REL-9

	Support of intra-frequency SI reading for HO
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support intra-frequency SI reading for HO
	REL-9

	Support of inter-frequency SI reading for HO
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support inter-frequency SI reading for HO
	REL-9

	Support of E-UTRA SI reading for HO
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-UTRA SI reading for HO
	REL-9

	Note 1:
The second entity of the "RF capability TDD" is not needed in the INTER RAT HANDOVER INFO message: if both TDD 3.84/7.68 Mcps and TDD 1.28 Mcps are supported, the "RF capability TDD 1.28 Mcps" entity shall be used for TDD 1.28 Mcps; the "UE power class" in the "RF capability TDD" entity shall apply for both chip rates.

	Note 2:
For 1.28 Mcps TDD, UE supporting E-DCH enhanced random access in CELL_FACH state and Idle mode always supports HS-PDSCH reception in CELL_FACH, CELL_PCH and URA_PCH state and CELL_FACH HS-DSCH DRX operation.


	Condition
	Explanation

	not_rrc_connectionSetupComplete
	The IE is not needed in the RRC CONNECTION SETUP COMPLETE message. Otherwise the IE is mandatory present.

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.

	iRAT_HoInfo
	The IE is optional in the INTER RAT HANDOVER INFO message. Otherwise, the IE is not needed.

	Dual_Cell_HSDPA_supported
	This IE is optionally present if Dual-Cell HSDPA is supported. Otherwise it is not needed.


**** next modified subclause ****

11.3
Information element definitions

//--------------- skip unmodified definitions------------------------//
UE-CapabilityContainer-IEs ::=


SEQUENCE {

-- Container for transparent transfer of capability information not related to

-- features for which early implementation is desired



ue-RadioAccessCapability-v690ext
UE-RadioAccessCapability-v690ext,


ue-RATSpecificCapability-v690ext
InterRAT-UE-RadioAccessCapability-v690ext
OPTIONAL,



v6b0NonCriticalExtensions


SEQUENCE {




ue-RadioAccessCapability-v6b0ext
UE-RadioAccessCapability-v6b0ext-IEs,




v6e0NonCriticalExtensions


SEQUENCE {





ue-RadioAccessCapability-v6e0ext
UE-RadioAccessCapability-v6e0ext-IEs,





v770NonCriticalExtensions


SEQUENCE {






ue-RadioAccessCapability-v770ext
UE-RadioAccessCapability-v770ext-IEs,






v790NonCriticalExtensions


SEQUENCE {







ue-RadioAccessCapability-v790ext
UE-RadioAccessCapability-v790ext-IEs,







v860NonCriticalExtensions


SEQUENCE {








ue-RadioAccessCapability-v860ext
















UE-RadioAccessCapability-v860ext-IEs,








ue-RATSpecificCapability-v860ext












InterRAT-UE-RadioAccessCapability-v860ext
OPTIONAL,








v880NonCriticalExtensions


SEQUENCE {









ue-RadioAccessCapability-v880ext
















UE-RadioAccessCapability-v880ext-IEs,









v890NonCriticalExtensions


SEQUENCE {










ue-RadioAccessCapability-v890ext
















UE-RadioAccessCapability-v890ext-IEs,










v9xyNonCriticalExtensions


SEQUENCE {











ue-RadioAccessCapability-v9xyext


















UE-RadioAccessCapability-v9xyext-IEs,










nonCriticalExtensions



SEQUENCE {} OPTIONAL










}

OPTIONAL









}

OPTIONAL







}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

UE-RadioAccessCapability-v6b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForSIB11bis




ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v6e0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v770ext-IEs ::= SEQUENCE {


-- User equipment IEs



pdcp-Capability





PDCP-Capability-v770ext




OPTIONAL,



rlc-Capability





RLC-Capability-v770ext,


rf-Capability





RF-Capability-v770ext




OPTIONAL,



physicalChannelCapability


PhysicalChannelCapability-v770ext,



multiModeRAT-Capability



MultiModeRAT-Capability-v770ext,


ue-PositioningCapability


UE-PositioningCapability-v770ext,


mac-ehsSupport





ENUMERATED { true }





OPTIONAL,



ue-specificCapabilityInformation
UE-SpecificCapabilityInformation-LCRTDD
OPTIONAL
}

UE-RadioAccessCapability-v790ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForEDPCCHPowerBoosting

ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapability-v860ext-IEs ::= SEQUENCE {


-- UE radio access capability



rf-Capability





RF-Capability-v860ext




OPTIONAL,



physicalChannelCapability


PhysicalChannelCapability-v860ext,



multiModeRAT-Capability



MultiModeRAT-Capability-v860ext,



ue-PositioningCapability


UE-PositioningCapability-v860ext,



measurementCapability



MeasurementCapability-v860ext


OPTIONAL,



measurementCapabilityTDD


MeasurementCapabilityTDD



OPTIONAL,



supportOfCommonEDCH




ENUMERATED { true }





OPTIONAL,



supportOfMACiis





ENUMERATED { true }





OPTIONAL,



supportOfSPSOperation



ENUMERATED { true }





OPTIONAL,



supportOfControlChannelDRXOperation
ENUMERATED { true }





OPTIONAL,



supportOfCSG





ENUMERATED { true }





OPTIONAL,


-- UE radio access capability extension



ue-RadioAccessCapabBandFDDList3

UE-RadioAccessCapabBandFDDList3


OPTIONAL

}

UE-RadioAccessCapability-v880ext-IEs ::= SEQUENCE {


-- UE radio access capability



supportForPriorityReselectionInUTRAN 
ENUMERATED { true }




OPTIONAL

}

UE-RadioAccessCapability-v890ext-IEs ::= SEQUENCE {


-- UE radio access capability



supportCellSpecificTxDiversityinDC-Operation 
ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v9xyext-IEs ::= SEQUENCE {


-- UE physical channle capability


supportOfMimoOnlySingleStream


ENUMERATED { true }





OPTIONAL,


ue-RadioAccessCapabBandCombList


UE-RadioAccessCapabBandCombList


OPTIONAL,


physicalChannelCapability



PhysicalChannelCapability-v9xyext,


rlc-Capability






RLC-Capability-v9xyext,


supportOfenhancedTS0




ENUMERATED { true }





OPTIONAL,


measurementCapability




MeasurementCapability-v9xyext


OPTIONAL,


-- UE radio access capability


supportOfIntraFreqProximity



ENUMERATED { true }





OPTIONAL,


supportOfInterFreqProximity



ENUMERATED { true }





OPTIONAL,


supportOfE-UtraProximity



ENUMERATED { true }





OPTIONAL,


supportOfIntraFreqSIReadingForHO

ENUMERATED { true }





OPTIONAL,


supportOfInterFreqSIReadingForHO

ENUMERATED { true }





OPTIONAL,


supportOfE-UtraSIReadingForHO


ENUMERATED { true }





OPTIONAL

}

EDITOR's NOTE: the above modified IE definition requires corrections according to Rel-9 asn1 review issue list. Above IEs need to be organised correctly under the comment added above. Not done as part of this CR, part of asn1 review.
//--------------- skip unmodified definitions------------------------//

UE-RadioAccessCapability ::=

SEQUENCE {


-- UE-RadioAccessCapability is compatible with R99, although accessStratumReleaseIndicator 


-- is removed from this IE, since its encoding did not result in bits. The 


-- accessStratumReleaseIndicator is provided in the relevant REL-4 extension IEs.


pdcp-Capability





PDCP-Capability,


rlc-Capability





RLC-Capability,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability,


physicalChannelCapability


PhysicalChannelCapability,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability,


securityCapability




SecurityCapability,


ue-positioning-Capability


UE-Positioning-Capability,


measurementCapability



MeasurementCapability

OPTIONAL

}

UE-RadioAccessCapabilityInfo ::=

SEQUENCE {


ue-RadioAccessCapability


UE-RadioAccessCapability,


ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext

}

UE-RadioAccessCapability-v370ext ::=
SEQUENCE {


ue-RadioAccessCapabBandFDDList

UE-RadioAccessCapabBandFDDList
}

UE-RadioAccessCapability-v380ext ::=
SEQUENCE {


ue-PositioningCapabilityExt-v380

UE-PositioningCapabilityExt-v380
}

UE-RadioAccessCapability-v3a0ext ::=
SEQUENCE {


ue-PositioningCapabilityExt-v3a0

UE-PositioningCapabilityExt-v3a0
}
UE-RadioAccessCapability-v3g0ext ::=
SEQUENCE {


ue-PositioningCapabilityExt-v3g0

UE-PositioningCapabilityExt-v3g0
}
UE-RadioAccessCapability-v650ext ::=
SEQUENCE {


ue-RadioAccessCapabBandFDDList2

UE-RadioAccessCapabBandFDDList2,


-- This IE shall be included if the UE also supports Band I-VII


ue-RadioAccessCapabBandFDDList-ext
UE-RadioAccessCapabBandFDDList-ext
OPTIONAL

}

UE-RadioAccessCapability-v690ext ::= SEQUENCE {



physicalchannelcapability-edch
PhysicalChannelCapability-edch-r6,


-- TABULAR: deviceType is MD in tabular description



-- Default value is 'doesBenefitFromBatteryConsumptionOptimisation'


deviceType

ENUMERATED { doesNotBenefitFromBatteryConsumptionOptimisation }
OPTIONAL

}

UE-RadioAccessCapability-v7e0ext ::=
SEQUENCE {


-- User equipment IEs



supportForTwoDRXSchemesInPCH

ENUMERATED { true }





OPTIONAL,



supportEDPDCHPowerInterpolation

ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapability-v7f0ext ::=
SEQUENCE {


supportofTxDivOnNonMIMOChannel


ENUMERATED { true }






OPTIONAL,


physicalChannelCapability-LCR


PhysicalChannelCapability-LCR-r4


OPTIONAL,


ue-RadioAccessCapabilityComp-TDD128

UE-RadioAccessCapabilityComp-TDD128-v7f0ext
OPTIONAL

}

UE-RadioAccessCapabilityInfo-v770ext ::= SEQUENCE {


rf-Capability






RF-Capability-v770ext




OPTIONAL,


physicalChannelCapability



PhysicalChannelCapabilityInfo-v770ext,


ganssSupportIndication




ENUMERATED { true }





OPTIONAL,


mac-ehsSupport






ENUMERATED { true }





OPTIONAL,


ue-SpecificCapabilityInformation

UE-SpecificCapabilityInformation-LCRTDD
OPTIONAL
}

UE-RadioAccessCapability-v860ext ::=
SEQUENCE {


ue-RadioAccessCapabBandFDDList3


UE-RadioAccessCapabBandFDDList3

}

UE-RadioAccessCapability-v880ext ::=
SEQUENCE {


-- INTER RAT HANDOVER INFO


supportForPriorityReselectionInUTRAN 
ENUMERATED { true }




OPTIONAL

}
UE-RadioAccessCapability-v890ext ::= SEQUENCE {


-- UE radio access capability



supportCellSpecificTxDiversityinDC-Operation 
ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v9xyext ::=
SEQUENCE {


physicalChannelCapability



PhysicalChannelCapability-v9xyext,

-- UE radio access capability


supportOfIntraFreqProximity



ENUMERATED { true }





OPTIONAL,


supportOfInterFreqProximity



ENUMERATED { true }





OPTIONAL,


supportOfE-UtraProximity



ENUMERATED { true }





OPTIONAL,


supportOfIntraFreqSIReadingForHO

ENUMERATED { true }





OPTIONAL,


supportOfInterFreqSIReadingForHO

ENUMERATED { true }





OPTIONAL,


supportOfE-UtraSIReadingForHO


ENUMERATED { true }





OPTIONAL

}

EDITOR's NOTE: the above modified IE definition requires corrections according to Rel-9 asn1 review issue list. 
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