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neighCellList
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neighCellList

“List of CDMA2000 neighbouring cells. The total number of neighbouring cells is limited to 32.”

Verbatimely, this can only be interpreted as the total number of cells for both 1XRTT and HRPD is at most 32 cells. However, it is the understanding of the sourcing companies that the intention of Rel-8 specification is also to allow 32 cells for each RAT.

	
	

	Summary of change:
(
	The field description of the neighCellList in SIB8 is aligned to the Rel-9 text.

Impact Analysis:

Impacted functionality: CDMA2000 interworking.

Inter-operability:

1. if the Network supports the change and the UE does not:

the NW may include more than 32 neighboring CDMA2000 cells, even though the UE may only be able to support 32.

2. if the UE supports the change and the network does not:

the NW must assume that at most 32 neighboring CDMA2000 cells can be provided even though the Rel-9 specification allows 32 per RAT.

	
	

	Consequences if 
(
not approved:
	The specification limits the total number of CDMA2000 neighbouring cells to 32. As the network does not know which release of the specification the UE is using, it must assume that at most 32 neighboring cells can be provided even though the Rel-9 specification allows 32 per RAT.

	
	

	Clauses affected:
(
	6.3.1

	
	

	
	Y
	N
	
	

	Other specs
(
	
	X
	 Other core specifications
(
	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(
	


6.3.1
System information blocks

[Unchanged text skipped]

–
SystemInformationBlockType8

The IE SystemInformationBlockType8 contains information relevant only for inter-RAT cell re-selection i.e. information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

SystemInformationBlockType8 information element
-- ASN1START

SystemInformationBlockType8 ::=

SEQUENCE {


systemTimeInfo





SystemTimeInfoCDMA2000



OPTIONAL,
-- Need OR

searchWindowSize




INTEGER (0..15)





OPTIONAL,
-- Need OR

parametersHRPD





SEQUENCE {



preRegistrationInfoHRPD



PreRegistrationInfoHRPD,



cellReselectionParametersHRPD

CellReselectionParametersCDMA2000
OPTIONAL -- Need OR

}

















OPTIONAL,
-- Need OR

parameters1XRTT





SEQUENCE {



csfb-RegistrationParam1XRTT


CSFB-RegistrationParam1XRTT

OPTIONAL,
-- Need OP


longCodeState1XRTT




BIT STRING (SIZE (42))


OPTIONAL,
-- Need OR


cellReselectionParameters1XRTT

CellReselectionParametersCDMA2000
OPTIONAL -- Need OR

}

















OPTIONAL,
-- Need OR

...

}

CellReselectionParametersCDMA2000 ::= SEQUENCE {


bandClassList





BandClassListCDMA2000,


neighCellList





NeighCellListCDMA2000,


t-ReselectionCDMA2000      


T-Reselection,

t-ReselectionCDMA2000-SF


SpeedStateScaleFactors



OPTIONAL
-- Need OP

}

NeighCellListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF NeighCellCDMA2000

NeighCellCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


neighCellsPerFreqList





NeighCellsPerBandclassListCDMA2000
}

NeighCellsPerBandclassListCDMA2000 ::= SEQUENCE (SIZE (1..16)) OF NeighCellsPerBandclassCDMA2000

NeighCellsPerBandclassCDMA2000 ::=
SEQUENCE {


arfcn






ARFCN-ValueCDMA2000,


physCellIdList





PhysCellIdListCDMA2000
}

PhysCellIdListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF PhysCellIdCDMA2000
BandClassListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassInfoCDMA2000

BandClassInfoCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority



OPTIONAL,
-- Need OP

threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


...

}

-- ASN1STOP

	SystemInformationBlockType8 field descriptions

	systemTimeInfo

Information on CDMA2000 system time. This field is required for a UE with rx-ConfigHRPD= `single' and/ or rx-Config1XRTT= `single' to perform handover, cell re-selection and UE measurement based redirection from E-UTRAN to CDMA2000 according to this specification and TS 36.304 [4]. This field is excluded when estimating changes in system information, i.e. changes of systemTimeInfo should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	searchWindowSize
The search window size is a CDMA2000 parameter to be used to assist in searching for the neighbouring pilots. For values see C.S0005-A [25, Table 2.6.6.2.1-1] and C.S0024-A [26, Table 8.7.6.2-4]. This field is required for a UE with rx-ConfigHRPD= `single' and/ or rx-Config1XRTT= `single' to perform handover, cell re-selection and UE measurement based redirection from E-UTRAN to CDMA2000 according to this specification and TS 36.304 [4].

	parametersHRPD
Parameters applicable only for interworking with CDMA2000 HRPD systems.

	preRegistrationInfoHRPD
The CDMA2000 HRPD Pre-Registration Information tells the UE if it should pre-register with the CDMA2000 HRPD network and identifies the Pre-registration zone to the UE.

	cellReselectionParametersHRPD
Cell reselection parameters applicable for cell reselection to CDMA2000 HRPD system

	bandClassList

List of CDMA2000 frequency bands.

	bandClass
Identifies the Frequency Band in which the Carrier can be found. Details can be found in C.S0057-B [24, Table 1.5].

	threshX-High

Parameter "Threshx,high" in TS 36.304 [4]. This specifies the high threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in C.S0005-A [25].

	threshX-Low

Parameter "Threshx,low" in TS 36.304 [4]. This specifies the low threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in C.S0005-A [25].

	t-ReselectionCDMA2000

Parameter “TreselectionCDMA_HRPD” or “TreselectionCDMA_1xRTT” in TS 36.304 [4].

	t-ReselectionCDMA2000-SF

Parameter “Speed dependent ScalingFactor for TreselectionCDMA-HRPD” or TreselectionCDMA-1xRTT” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	neighCellList

List of CDMA2000 neighbouring cells. The total number of neighbouring cells in neighCellList for each RAT (1XRTT or HRPD) is limited to 32.

	parameters1XRTT

Parameters applicable for interworking with CDMA2000 1XRTT system.

	csfb-RegistrationParam1XRTT

Contains the parameters the UE will use to determine if it should perform a CDMA2000 1xRTT Registration/Re-Registration. This field is included if CSFB to CDMA2000 1xRTT is supported.

	longCodeState1XRTT

The state of long code generation registers in CDMA2000 1XRTT system as defined in C.S0002-A [12, Section 1.3] at 
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ms, where t equals to the cdma-SystemTime. This field is required for SRVCC handover to CDMA2000 1xRTT operation. Otherwise this IE is not needed. This field is excluded when estimating changes in system information, i.e. changes of longCodeState1XRTT should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	cellReselectionParameters1XRTT

Cell reselection parameters applicable only to CDMA2000 1xRTT system.

	NeighCellListCDMA2000

List of CDMA2000 1xRTT or of CDMA2000 HRPD neighbouring cells.

	neighCellsPerFreqList

List of carrier frequencies and neighbour cell ids in each frequency within a CDMA2000 Band, see C.S0002-A [12].

	physCellIdList

Identifies the list of CDMA2000 cells ids, see C.S0002-A [12].








_1270649513.unknown

