Page 1



3GPP TSG-RAN2#69 meeting
Tdoc (
 R2-101192
San Francisco, U.S.A, 22- 26 February 2010
Agenda Item:

6.8.2.1
Souce:




Samsung
Title:




Handling of dedicated RLF timers
Document for:

Discussion and decision
1 Introduction

This document further discusses an issue that was identified during the review of the REL-9 PDU specification, namely the handling of the dedicated RLF timers and constants. In particular, the paper discusses how to release the dedicated values, where to best place the field now that it has been agreed to introduce a field otherConfig and how to best specify the setting of the initial values.

2 Discussion

2.1 Dedicated RLF timers and constants (review phase 1, item 190)
Release of the dedicated values
During the ASN.1 review, it was commented that currently there is no means to 'release' the functionality associated with field rlf-TimersAndConstants. The following solutions were suggested as part of the review of the REL-9 PDU specification:

· To change one of the need codes into OR (i.e. the lowest level one)

· To introduce a choice and remove redundant optionality levels
Although there was some support for both approaches, the preference seemed towards adopting the 2nd method which was recommended. In R2-100760 it was pointed out that for rlf-TimersAndConstants-r9 there is no simple on/ off control, but a switch between cell specific default values and UE specific values. Hence, it was suggested that before agreeing a solution some further analysis would be desirable for this case. Ericsson circulated a further proposal that proposed to name the choice values ‘systemInfo’ and ‘dedicated’ (rather than using ‘release’ and ‘setup’). However, the proposal is to stick to values ‘release’ and ‘setup’ because:

· It is clearer what the initial value is (i.e. dedicated timers are ‘released’

· More uniformity

Proposal 1
Introduce a choice for rlf-TimersAndConstants with values ‘release’ and ‘setup’. Clarify that for value ‘release’ the UE applies the cell specific default values of these timers. It may be desirable to rename the field to reflect this concerns dedicated parameters e.g. rlf-ConfigDedicated.
Placement of field rlf-TimersAndConstants
The timers and counters are specified in the section other configuration. Hence, it seems more natural to include the timers in the field ‘otherConfig’ that is introduced in the agreed in principle CR in R2-100820, rather than keeping it in the radio resource configuration.

Moving the parameters to the field ‘otherConfig’ involves a functional change: it is no longer possible to configure UE specific values for these parameter during connection establishment/ re-establishment. It is assumed that it should not be a problem to start with the specific default values; it should be fine to assign the UE specific values when establishing/ resuming DRBs.

Proposal 2
Move field rlf-TimersAndConstants from field radioResourceConfigDedicated to field otherConfig.

Initial value of field rlf-TimersAndConstants
The general issue if specification is needed to clarify the initial vaue of fields included in an extension was concluded based on R2-100760. Based on the following consideration:

· When a new group of parameters is introduced, the on/ off control for the group can either be modelled by means of an optional sequence with a need code OR (for dedicated signalling used infrequently e.g. shortDRX) or as a setup/ release choice (as commonly done for radio resource configuration elements). If needed, this can be combined with support for delta signalling for specific cases e.g. handover. No further clarification is considered needed regarding the initial value to be assumed (i.e. is not done for such cases in the REL-8 asn.1 either)

It was ageed that no specific handling is needed to clarify the initial value of extensions (proposal 2 in R2-100760). For the rlf-TimersAndConstants the following scenarios should be considered in this respect:
· Establishment: the cell specific defaults apply

· Handover/ re-establishment: if the UE previously received UE specific values, it should continue those. Otherwise it should apply the cell specific defaults

· Handover to EUTRAN: if no UE specific values are signalled, the UE applies the default values specified in the standard. Upon receiving SIB2, the UE applies the cell specific defaults, unless UE specific values are configured
· Release of UE-specific values: the UE applies the cell specific default values

In the specification, this is realised as follows:

· Upon SIB2 reception, the UE applies the cell specific values unless UE specific values are previously configured

· Upon handover to EUTRAN, the UE applies the default values specified in the standard unless UE specific values are configured

· Upon assignment of UE specific values, the UE applies the received values

· Upon release of UE-specific values, the UE applies the cell specific default values received in SIB2

From the above it appears the specification properly addresses all cases identified i.e. no change seem needed w.r.t. clarifying the initial value.

3 Conclusion & recommendation
This paper includes the following proposals, that RAN2 is requested to conclude:

Proposal 1
Introduce a choice for rlf-TimersAndConstants with values ‘release’ and ‘setup’. Clarify that for value ‘release’ the UE applies the cell specific default values of these timers. It may be desirable to rename the field to reflect this concerns dedicated parameters e.g. rlf-ConfigDedicated.

Proposal 2
Move field rlf-TimersAndConstants from field radioResourceConfigDedicated to field otherConfig.

If RAN2 finds (some of) these proposals agreeable, Samsung will be happy to capture these in the collective CR capturing all changes agreed as part of the review of the REL-9 PDU specification.
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5.2.2.9
Actions upon reception of SystemInformationBlockType2
Upon receiving SystemInformationBlockType2, the UE shall:

1>
if upper layers indicate that a (UE specific) paging cycle is configured:

2>
Apply the shortest of the (UE specific) paging cycle and the defaultPagingCycle included in the radioResourceConfigCommon;

1>
else:

2>
Apply the defaultPagingCycle included in the radioResourceConfigCommon;

1>
if the mbsfn-SubframeConfigList is included:

2>
consider that no other DL assignments occur in the MBSFN subframes indicated in the IE mbsfn-SubframeConfigList:

1>
apply the configuration included in the radioResourceConfigCommon;

1>
apply the specified PCCH configuration defined in 9.1.1.3;

1> 
not apply the timeAlignmentTimerCommon; 

1>
if in RRC_CONNECTED and UE has previously received IE rlf-TimersAndConstants:

2>
The UE shall not update its values of the timers and constants in UE-TimersAndConstants except for the value of timer t300.
<Cut until the next modified section>
5.3.10
Radio resource configuration

5.3.10.0
General

The UE shall:

1>
if the received radioResourceConfigDedicated includes the srb-ToAddModList:

2>
perform the SRB addition or reconfiguration as specified in 5.3.10.1;

1>
if the received radioResourceConfigDedicated includes the drb-ToReleaseList:

2>
perform DRB release as specified in 5.3.10.2;

1>
if the received radioResourceConfigDedicated includes the drb-ToAddModList:

2>
perform DRB addition or reconfiguration as specified in 5.3.10.3;

1>
if the received radioResourceConfigDedicated includes the mac-MainConfig:

2>
perform MAC main reconfiguration as specified in 5.3.10.4;

1>
if the received radioResourceConfigDedicated includes sps-Config:

2>
perform SPS reconfiguration according to 5.3.10.5;

1>
if the received radioResourceConfigDedicated includes the physicalConfigDedicated:

2>
reconfigure the physical channel configuration as specified in 5.3.10. 6.



<Cut until the next modified section>
5.3.5.3
Reception of an RRCConnectionReconfiguration not including the mobilityControlInfo by the UE

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC Connection Re-establishment procedure:

2>
re-establish PDCP for SRB2 and for all DRBs that are established, if any;

2>
re-establish RLC for SRB2 and for all DRBs that are established, if any;

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

2> resume SRB2 and all DRBs that are suspended, if any;

NOTE 1:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
else:

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

NOTE 2:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers other than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

1>
if the RRCConnectionReconfiguration message includes the dedicatedInfoNASList:

2>
forward each element of the dedicatedInfoNASList to upper layers in the same order as listed;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.6.6;



1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

5.3.5.4
Reception of an RRCConnectionReconfiguration including the mobilityControlInfo by the UE (handover)

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.6.6;



1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target cell by acquiring system information from that cell before performing RACH access in the target cell.

<Cut until the next modified section>
5.3.10.7
Radio Link Failure Timers and Constants reconfiguration

The UE shall:

1>
reconfigure the value of timers and constants in accordance with received rlf-TimersAndConstants
<Cut until the next modified section>
5.4.2.3
Reception of the RRCConnectionReconfiguration by the UE

If the UE is able to comply with the configuration included in the RRCConnectionReconfiguration message, the UE shall:

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;

1>
set the C-RNTI to the value of the newUE-Identity;

1>
for the target cell, apply the downlink bandwidth indicated by the dl-Bandwidth;

1>
for the target cell, apply the uplink bandwidth indicated by (the absence or presence of) the ul-Bandwidth;

1>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
forward the nas-SecurityParamToEUTRA to the upper layers;

1>
derive the KeNB key, as specified in TS 33.401 [32];

1>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

1>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the indicated integrity protection algorithm and the KRRCint key immediately, i.e. the indicated integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the indicated ciphering algorithm, the KRRCenc key and the KUPenc key immediately, i.e. the indicated ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration;

1>
if the RRCConnectionReconfiguration message does not include the rlf-TimersAndConstants:

2>
use the default values specified in 9.2.5 for timer T310, T311 and constant N310, N311;
1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.6.6;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the configuration that do not require the UE to know the SFN of the target cell;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

2>
enter E-UTRA RRC_CONNECTED, upon which the procedure ends;

Editor's note:
The handling of outstanding signalling/ data may need to be clarified.

5.6.6
Other configuration
The UE shall:

1>
if the received otherConfiguration includes the rlf-TimersAndConstants with a value set to ‘release’:
2>
use the cell specific default values for timer T310, T311 and constant N310, N311, as included in ue-TimersAndConstants received in SystemInformationBlockType2;
1>
else if the received otherConfiguration includes the rlf-TimersAndConstants with a value set to ‘setup’:
2>
reconfigure the value of timers and constants in accordance with received rlf-TimersAndConstants;
1>
if the received otherConfiguration includes the reportProximityConfig:

2>
perform the proximity indication configuration procedure as specified in 5.3.5.7;

<Cut until the next modified section, from agreed in principle CR in R2-100820>
–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO


nonCriticalExtension-v9x0


RRCConnectionReconfiguration-v9x0-IEs
OPTIONAL
-- Need ON

}

RRCConnectionReconfiguration-v9x0-IEs ::= SEQUENCE {

otherConfig-r9





OtherConfig-r9




OPTIONAL,
-- Need ON


nonCriticalExtension



SEQUENCE {}





OPTIONAL
-- Need OP

}

SecurityConfigHO ::=



SEQUENCE {


handoverType





CHOICE {



intraLTE






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig

OPTIONAL,
-- Need OP




keyChangeIndicator




BOOLEAN,




nextHopChainingCount



NextHopChainingCount



},



interRAT






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig,




nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))



}


},


...

}






-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301.

	keyChangeIndicator

‘true’ is used only in an intra-cell handover when a KeNB key is derived from a native KASME key taken into use through the successful NAS SMC, as described in TS 33.401 [32] for KeNB re-keying. ’false’ is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32]


	Conditional presence
	Explanation

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA; otherwise the field is optionally present, need ON.


<Cut until the next modified section>
–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to modify the MAC main configuration, to modify the SPS configuration and to modify dedicated physical configuration.

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModList




SRB-ToAddModList


OPTIONAL, 

-- Cond HO-Conn


drb-ToAddModList




DRB-ToAddModList


OPTIONAL, 

-- Cond HO-toEUTRA


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- Need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfig,




defaultValue




NULL


}

OPTIONAL,















-- Cond HO-toEUTRA2


sps-Config






SPS-Config 




OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Need ON


...,




}




SRB-ToAddModList ::=



SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddMod ::=
SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Config






CHOICE {



explicitValue





RLC-Config,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


logicalChannelConfig



CHOICE {



explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


...

}

DRB-ToAddModList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod
DRB-ToAddMod ::=
SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





DRB-Identity,


pdcp-Config






PDCP-Config



OPTIONAL,

-- Cond PDCP


rlc-Config






RLC-Config



OPTIONAL,

-- Cond Setup


logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-Setup


logicalChannelConfig



LogicalChannelConfig
OPTIONAL,

-- Cond Setup


...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	srb-Identity

Value 1 is applicable for SRB1 only.

Value 2 is applicable for SRB2 only.

	rlc-Config

For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. RLC AM is the only applicable RLC mode for SRB1 and SRB2. E-UTRAN does not reconfigure the RLC mode of DRBs, and may reconfigure the UM RLC SN field size only upon handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment.

	mac-MainConfig

Although the ASN.1 includes a choice that is used to indicate whether the mac-MainConfig is signalled explictly or set to the default MAC main configuration as specified in 9.2.2, EUTRAN does not apply "defaultValue".

	sps-Config

The default SPS configuration is specified in 9.2.3.

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	logicalChannelConfig

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1 or for SRB2 as specified in 9.2.1.2.

	logicalChannelIdentity

The logical channel identity for both UL and DL.


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up (including bearer setup at handover to E-UTRA); otherwise it is not present.

	PDCP
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon handover within E-UTRA and upon the first reconfiguration after re-establishment; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.

	HO-Conn
	The field is mandatory present in case of handover to E-UTRA and to only establish SRB1 in case of RRC connection establishment; otherwise the field is optionally present, need ON.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA; In case of RRC connection establishment and RRC connection re-establishment the field is not present; otherwise the field is optionally present, need ON.

	HO-toEUTRA2
	The field is mandatory present in case of handover to E-UTRA; otherwise the field is optionally present, need ON.


6.3.6
Other information elements

<Cut until the next modified section, from agreed in principle CR in R2-100820>
–
OtherConfig 
The IE OtherConfig contains configuration related to other configuration
OtherConfig information element
-- ASN1START
OtherConfig-r9 ::= SEQUENCE
{


rlf-TimersAndConstants-r9


RLF-TimersAndConstants-r9

OPTIONAL
-- Need ON


reportProximityConfig-r9



ReportProximityConfig-r9

OPTIONAL,
-- Need ON

...
}
ReportProximityConfig-r9 ::= SEQUENCE {


eutra-r9






ENUMERATED {allowed, notAllowed},


utra-r9







ENUMERATED {allowed, notAllowed},


...

}
-- ASN1STOP
<Cut until the next modified section>
–
RLF-TimersAndConstants
The IE RLF-TimersAndConstants contains UE specific timers and constants applicable for UEs in RRC_CONNECTED.

RLF-TimersAndConstants information element
-- ASN1START

RLF-TimersAndConstants-r9 ::=


CHOICE


release








NULL,


setup








SEQUENCE {



t301-r9







ENUMERATED {













ms100, ms200, ms300, ms400, ms600, ms1000, ms1500,













ms2000},



t310-r9








ENUMERATED {













ms0, ms50, ms100, ms200, ms500, ms1000, ms2000},



n310-r9







ENUMERATED {













n1, n2, n3, n4, n6, n8, n10, n20},



t311-r9







ENUMERATED {













ms1000, ms3000, ms5000, ms10000, ms15000,













ms20000, ms30000},



n311-r9







ENUMERATED {













n1, n2, n3, n4, n5, n6, n8, n10},



...


}

}

-- ASN1STOP

	RLF-TimersAndConstants field descriptions

	t3xy

Timers are described in section 7.3. Value ms0 corresponds with 0 ms, ms50 corresponds with 50 ms and so on.

	n3xy

Constants are described in section 7.4. n1 corresponds with 1, n2 corresponds with 2 and so on.


<Cut until the next modified section>
10.5
Mandatory information in AS-Config

The AS-Config transferred between source eNB and target-eNB shall include all IEs necessary to describe the AS context. The conditional presence in section 6 is only applicable for eNB to UE communication.

The "need" or "cond" statements are not applied in case of sending the IEs from source eNB to target eNB. Some information elements shall be included regardless of the "need" or "cond" e.g. discardTimer. The AS-Config re-uses information elements primarily created to cover the radio interface signalling requirements. The information elements may include some parameters that are not relevant for the target eNB e.g. the SFN as included in the MasterInformationBlock.

Within the sourceRadioResourceConfig the source eNB shall include fields that are optional for eNB to UE communication, if the functionality is configured unless explictly specified otherwise in the following:

-
in accordance with a condition that is explictly stated to be applicable; or

-
a default value is defined for the concerned field; and the configured value is the same as the default value that is defined; or

-
the need of the field is OP and the current UE configuration corresponds with the behaviour defined for absence of the field;

	Name
	Presence in clause 6
	Comment

	RadioResourceConfigDedicated
	
	

	> srb-ToAddModList

>> rlc-Config

>> logicalChannelConfig

>>> ul-SpecificParameters

>>>> logicalChannelGroup

>>> logicalChannelSR-MaskSetup-r9
	OPTIONAL, -Cond HO-Conn
OPTIONAL, -Cond Setup

OPTIONAL, -Cond Setup

OPTIONAL, -Cond UL

OPTIONAL, -Need OR

OPTIONAL, -Cond SRmask
	- 

- 

- 

- The conditional presence applies

-

- The conditional presence applies

	>drb-ToAddModList

>> eps-BearerIdentity

>> pdcp-Config

>>> discardTimer

>>> rlc-AM

>>> rlc-UM

>> rlc-Config

>> logicalChannelIdentity

>> logicalChannelConfig

>>> ul-SpecificParameters

>>>> logicalChannelGroup

>>> logicalChannelSR-MaskSetup-r9
	OPTIONAL, -Cond HO-toEUTRA

OPTIONAL, -Cond DRB-Setup

OPTIONAL, -Cond PDCP

OPTIONAL, -Cond Setup

OPTIONAL, -Cond Rlc-AM

OPTIONAL, -Cond Rlc-UM

OPTIONAL, -Cond Setup

OPTIONAL, -Cond DRB-Setup

OPTIONAL, -Cond Setup

OPTIONAL, -Cond UL

OPTIONAL, -Need OR

OPTIONAL, -Cond SRmask
	- 

- 

- 

- 

- The conditional presence applies

- The conditional presence applies

- 

- 

- 

- The conditional presence applies

- 

- The conditional presence applies

	> mac-MainConfig

>> ul-SCH-Config

>>> maxHARQ-Tx

>> periodicBSR-Timer

>> drx-Config

>>> shortDRX

>> phr-Config

>> sr-ProhibitTimer
	OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON
	-

-

-

-

-

-

-

-

	> sps-Config

>> sps-ConfigDL

>> sps-ConfigUL

>>> p0-Persistent

>>> twoIntervalsConfig
	OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need OP

OPTIONAL, -Cond TDD
	-

-

-

-

- The conditional presence applies

	> physicalConfigDedicated

>> pdsch-ConfigDedicated

>> pucch-ConfigDedicated

>>> tdd-AckNackFeedbackMode

>> pusch-ConfigDedicated

>> uplinkPowerControlDedicated

>> tpc-PDCCH-ConfigPUCCH

>> tpc-PDCCH-ConfigPUSCH

>> cqi-ReportConfig

>>> cqi-ReportingModeAperiodic

>>> cqi-ReportPeriodic

>> soundingRS-UL-ConfigDedicated

>> antennaInfo

>>> codebookSubsetRestriction

>> schedulingRequestConfig

>physicalConfigDedicated-v9x0

>> cqi-ReportConfig-v9x0

>>> cqi-MaskSetup-r9

>>> pmi-RI-ReportSetup-r9
>> antennaInfo-v9x0
>>> codebookSubsetRestriction-v9x0

	OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Cond TDD

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need OR

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Cond TM

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need OR

OPTIONAL, -Cond cqi-reportPeriod

OPTIONAL, -Cond TM8
OPTIONAL, -Need ON

OPTIONAL, -Cond PMIRI


	-

-

-

- The conditional presence applies

-

-

-

-

-

-

-

-

-

- The conditional presence applies

-

-

-

- The conditional presence applies

- The conditional presence applies
-

- The conditional presence applies



	
	
	


<Cut until the next modified section, from agreed in principle CR in R2-100820>
Within the sourceOtherConfig the source eNB shall include fields that are optional for eNB to UE communication, if the functionality is configured unless explictly specified otherwise in the following:

-
in accordance with a condition that is explictly stated to be applicable; or

-
a default value is defined for the concerned field; and the configured value is the same as the default value that is defined; or

-
the need of the field is OP and the current UE configuration corresponds with the behaviour defined for absence of the field;
	Name
	Presence in clause 6
	Comment

	OtherConfig
	
	

	> reportProximityConfig-r9

	OPTIONAL, -Need ON


	- 

	> rlf-TimersAndConstants-r9
	OPTIONAL, -Need ON
	-
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