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1. Introduction

The goals of this email discussion are the following:

· Try to come to a characterisation of M2M traffic 

· Would be good if we could come to a list of some key use cases that would require first focus of RAN2 in the M2M SI.

· If this is not possible, can discuss if there is a more appropriate way to come to a realistic M2M traffic 
SA1 has already identified (informative) lists of use cases and applications for MTC [TS 22.368, section 7]. Considering these, SA1 has derived a normative list of MTC features. Note that an MTC feature may be relevant to more than one use-case. Of course an MTC feature may or may not impact the RAN.
2. Discussions

Here we invite companies to share their view on which use case or MTC feature is key for the RAN study item. 
For these, if possible, it would be good to understand what specific aspect of this application is relevant to RAN optimizations. i.e. why is this traffic special, how is it characterized? 
We propose to use the table below in order to gather inputs. It is not mandatory to fill all cells in a row. General input (outside of the table) is also appreciated.
	Company
	Use case


	Traffic Characteristics
	MTC feature  
	RAN/RAN2 impact

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


This discussion was kicked off a bit late (Feb 5th) and no input was received during this email discussion.


