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	Reason for change:
(

	Under the rules for handling cell status is indicated as "reserved" for operator use in section 5.3a, a UE assigned more than one Access Class may treat an MBSFN cluster as barred even though it has an access class which would allow access. 

If a UE has AC3 and AC11, for example, and the reserved cell is in HPLMN/EHPLMN, then the condition "assigned to Access Class 11 or 15" and the condition " assigned to an Access Class in the range 0 to 9 and 12 to 14 " are both met, but the specified behaviours are contradictory.  For example, whilst the MBSFN cluster is a candidate for selection based on AC11 according to the first condition the UE should not treat the MBSFN as a candidate during MBSFN selection/re-selection based on AC3 according to the second condition.
Specifically in this case the UE should consider the AC 11 as applicable as the UE is permitted to use the MBSFN as a candidate for selection/reselection. 



	
	

	Summary of change:
(

	5.3a is amended accordingly,

Under the rules for handling cell status is indicated as "reserved" for operator use an “else” statement is added to ensure that in the case when both conditions AC(11,15) and AC(0..9),(12..14) are true the UE acts only on the first condition.
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not approved:
	Implementation of this CR by an earlier release UE will not cause compatability issues.

Impacted functionality:

MBSFN cluster selection in the case of “reserved” for operator use 
Inter-operability:

1. If the network is implemented according to the CR and the UE is not then the UE could end up not selecting a viable MBSFN cluster even though it supports a permitted AC required to do so. 

2. If the UE is implemented according to the CR and the network is not then no inter-operability impact is foreseen.
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5.3a
Cell Reservations and Access Restrictions (MBSFN cells only for FDD, 3.84 Mcps TDD IMB and 3.84/7.68 Mcps TDD)

For an MBSFN cluster (see [4]) when cell status is indicated "not reserved" for operator use and "not reserved" for future extension (Cell Reservation Extension), and Cell Barred is set to "barred" or "not barred",

-
All UEs shall treat this MBSFN cluster as a candidate during the MBSFN cluster selection and MBSFN cluster re-selection procedures.

For an MBSFN cluster (see [4]) when cell status is indicated as "not reserved" for operator use and "reserved" for future extension (Cell Reservation Extension),

-
UEs shall not consider this MBSFN cluster as a candidate during the MBSFN cluster selection and MBSFN cluster re-selection procedures. The UE may choose to not recheck the status of this MBSFN cluster during the time corresponding to the maximum value for Tbarred (see [4]).
For an MBSFN cluster (see [4]) when cell status is indicated as "reserved" for operator use,

-
if a UE is assigned to Access Class 11 or 15 and the MBSFN cluster belongs to the home PLMN or to any EHPLMN if present: 
-
the UE shall treat this MBSFN cluster as a candidate during the MBSFN cluster selection and MBSFN cluster re-selection procedures.

-
else:
-
UEs shall not consider this MBSFN cluster as a candidate during the MBSFN cluster selection and MBSFN cluster re-selection procedures. The UE may choose to not recheck the status of this MBSFN cluster during the time corresponding to the maximum value for Tbarred (see [4]).

Note:
The UE should in all cases assume “intra-frequency cell re-selection” has the value “allowed”.[--NOTE INDENT CHANGE--]
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