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	Network commanded redirection to E-UTRAN on completion of the CSFB call on GERAN/UTRAN would require the BSS/RNC to be aware that a call is caused by CSFB, in addition to BSS/RNC upgrade and corresponding O&M. There is currently no such mechanism to permit this


6.2.2
Message definitions

–
MobilityFromEUTRACommand
The MobilityFromEUTRACommand message is used to command handover or a cell change from E‑UTRA to another RAT (3GPP or non-3GPP), or enhanced CS fallback to CDMA2000 1xRTT.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

MobilityFromEUTRACommand message
-- ASN1START

MobilityFromEUTRACommand ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




mobilityFromEUTRACommand-r8


MobilityFromEUTRACommand-r8-IEs,




mobilityFromEUTRACommand-r9 MobilityFromEUTRACommand-r9-IEs, spare2 NULL, spare1 
NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MobilityFromEUTRACommand-r8-IEs ::=
SEQUENCE {


cs-FallbackIndicator



BOOLEAN,


purpose







CHOICE{



handover






Handover,



cellChangeOrder





CellChangeOrder


},


nonCriticalExtension-v9x0


MobilityFromEUTRACommand-v9x0-IEs
OPTIONAL
-- Need OP

}

MobilityFromEUTRACommand-v9x0-IEs ::=
SEQUENCE {

eutra-ReselectionIndicator-r9


ENUMERATED {true}

OPTIONAL,
-- Need OP

nonCriticalExtension





SEQUENCE {}



OPTIONAL
-- Need OP

}

MobilityFromEUTRACommand-r9-IEs ::=
SEQUENCE {


cs-FallbackIndicator



BOOLEAN,

eutra-ReselectionIndicator-r9

ENUMERATED {true}

OPTIONAL,
-- Need OP

purpose







CHOICE{



handover






Handover,



cellChangeOrder





CellChangeOrder,



enhanced1xCsfb-r9




Enhanced1xCsfb-r9,



...


},


nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP

}

Handover ::=





SEQUENCE {


targetRAT-Type





ENUMERATED {












utra, geran, cdma2000-1XRTT, cdma2000-HRPD,












spare4,
spare3, spare2, spare1, ...},


targetRAT-MessageContainer


OCTET STRING,


nas-SecurityParamFromEUTRA


OCTET STRING (SIZE (1)) 
OPTIONAL,  
-- Cond UTRAGERAN


systemInformation




SI-OrPSI-GERAN



OPTIONAL
-- Cond PSHO

}

CellChangeOrder ::=




SEQUENCE {


t304







ENUMERATED {












ms100, ms200, ms500, ms1000,












ms2000, ms4000, ms8000, spare1},


targetRAT-Type





CHOICE {




geran






SEQUENCE {





physCellId





PhysCellIdGERAN,





carrierFreq





CarrierFreqGERAN,





networkControlOrder



BIT STRING (SIZE (2)) 

OPTIONAL,
-- Need OP





systemInformation



SI-OrPSI-GERAN



OPTIONAL
-- Need OP




},




...


}

}

SI-OrPSI-GERAN ::=




CHOICE {


si








SystemInfoListGERAN,


psi








SystemInfoListGERAN

}

SystemInfoListGERAN ::=



SEQUENCE (SIZE (1..maxGERAN-SI)) OF











OCTET STRING (SIZE (1..23))

Enhanced1xCsfb-r9 ::=




SEQUENCE {


mobilityRequiredHRPD-r9



ENUMERATED {












handover-hrpd, redirection-hrpd 











}



OPTIONAL,
-- Need OP


messageContainerOneXRTT-r9


OCTET STRING
OPTIONAL,


messageContainerHRPD-r9



OCTET STRING
OPTIONAL,


redirectedCarrierInfoHRPD-r9


CarrierFreqCDMA2000
OPTIONAL
-- Cond concurrent-HRPD-redirection
}

-- ASN1STOP

	MobilityFromEUTRACommand field descriptions

	t304

Timer T304 as described in section 7.3. Value ms100 corresponds with 100 ms, ms200 corresponds with 200 ms and so on.

	cs-FallbackIndicator

Indicates whether or not the CS Fallback procedure is triggered. E-UTRAN only applies value 'false' when targetRAT-Type is set to ‘cdma2000-1XRTT’ or to ‘cdma2000-HRPD’.

	targetRAT-Type

Indicates the target RAT type.

	targetRAT-MessageContainer

The field contains a message specified in another standard, as indicated by the targetRAT-Type, and carries information about the target cell identifier(s) and radio parameters relevant for the target radio access technology. NOTE 1.

A complete message is included, as specified in the other standard.

	nas-SecurityParamFromEUTRA

Used to deliver the key synchronisation and Key freshness for the E-UTRAN to UTRAN handovers as specified in TS 33.401. The content of the parameter is defined in TS24.301.

	carrierFreq

contains the carrier frequency of the target GERAN cell.

	networkControlOrder

Parameter NETWORK_CONTROL_ORDER in TS 44.060 [36].

	SystemInfoListGERAN

Each OCTET STRING contains one complete System Information (SI) message as defined in TS 44.018 [45, table 9.1.1] or a complete Packet System Information (PSI) message as defined in TS 44.060 [36, table 11.2.1]. If purpose = 'CellChangeOrder' and if the field is not present, the UE has to acquire this from the GERAN cell.

	mobilityRequiredHRPD

This field indicates whether or not mobility to CDMA2000 HRPD is to be performed by the UE and it also indicates the type of mobility to CDMA2000 HRPD that is to be performed; If this field is not present the UE shall perform only the enhanced CS fallback to CDMA2000 1xRTT.

	messageContainerOneXRTT

This field contains a message specified in CDMA2000 1xRTT standard that either tells the UE to move to a specific 1xRTT target cell or indicates a failure to allocate resources for the enhanced CS fallback to CDMA2000 1xRTT.

	messageContainerHRPD

This field contains a message specified in CDMA2000 HRPD standard that either tells the UE to move to a specific HRPD target cell or indicates a failure to allocate resources for the handover to CDMA2000 HRPD.

	redirectedCarrierInfoHRPD

The redirectedCarrierInfoHRPD indicates a CDMA2000 carrier frequency and is used to redirect the UE to a HRPD carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4].

	eutra-ReselectionIndicator
If included the UE is permitted to perform reselection back to an E-UTRA cell following completion of a CS Fallback call on UTRAN or GERAN as specified in TS 25.304 [40] and TS 45.008 [28] respectively. 


	Conditional presence
	Explanation

	UTRAGERAN
	The field is mandatory present if the targetRAT-Type is set to “utra” or “geran”; otherwise the field is not present

	PSHO
	The field is mandatory present in case of PS handover toward GERAN; otherwise the field is optionally present, but not used by the UE

	concurrent-HRPD-redirection
	The field is mandatory present if the mobilityRequiredHRPD is set to “redirection-hrpd”; otherwise the field is not present.


NOTE 1:
The correspondence between the value of the targetRAT-Type, the standard to apply and the message contained within the targetRAT-MessageContainer is shown in the table below:

	targetRAT-Type
	Standard to apply
	targetRAT-MessageContainer

	geran
	GSM TS 04.18, version 8.5.0 or later, or 3GPP TS 44.018 (clause 9.1.15)

3GPP TS 44.060, version 6.13.0 or later (clause 11.2.43)

3GPP TS 44.060, version 7.6.0 or later (clause 11.2.46)
	HANDOVER COMMAND

PS HANDOVER COMMAND

DTM HANDOVER COMMAND

	cdma2000-1XRTT
	C.S0001 or later, C.S0007 or later, C.S0008 or later
	

	cdma2000-HRPD
	C.S0024 or later
	

	utra
	3GPP TS 25.331 (clause 10.2.16a)
	Handover TO UTRAN command


–
RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionRelease-r8



RRCConnectionRelease-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionRelease-r8-IEs ::=

SEQUENCE {


releaseCause





ReleaseCause,


redirectedCarrierInfo



RedirectedCarrierInfo



OPTIONAL,
-- Need ON


idleModeMobilityControlInfo


IdleModeMobilityControlInfo


OPTIONAL,
-- Need OP


nonCriticalExtension-v9x0


RRCConnectionRelease-v9x0-IEs

OPTIONAL
-- Need OP

}

RRCConnectionRelease-v9x0-IEs ::=
SEQUENCE {

eutra-ReselectionIndicator-r9


ENUMERATED {true}

OPTIONAL,
-- Need OP

nonCriticalExtension




SEQUENCE {}



OPTIONAL
-- Need OP

}

ReleaseCause ::=



ENUMERATED {loadBalancingTAUrequired,












other,spare2, spare1 }

RedirectedCarrierInfo ::=


CHOICE {


eutra







ARFCN-ValueEUTRA,


geran







CarrierFreqsGERAN,


utra-FDD






ARFCN-ValueUTRA,


utra-TDD






ARFCN-ValueUTRA,


cdma2000-HRPD





CarrierFreqCDMA2000,


cdma2000-1xRTT





CarrierFreqCDMA2000,


...

}
IdleModeMobilityControlInfo ::=

SEQUENCE {


freqPriorityListEUTRA



FreqPriorityListEUTRA


OPTIONAL,

-- Need ON


freqPriorityListGERAN



FreqsPriorityListGERAN


OPTIONAL,

-- Need ON


freqPriorityListUTRA-FDD


FreqPriorityListUTRA-FDD

OPTIONAL,

-- Need ON


freqPriorityListUTRA-TDD


FreqPriorityListUTRA-TDD

OPTIONAL,

-- Need ON

bandClassPriorityListHRPD


BandClassPriorityListHRPD

OPTIONAL,

-- Need ON


bandClassPriorityList1XRTT


BandClassPriorityList1XRTT

OPTIONAL,

-- Need ON


t320







ENUMERATED {












min5, min10, min20, min30, min60, min120, min180,












spare1}





OPTIONAL,

-- Need OR


...

}

FreqPriorityListEUTRA ::=


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityEUTRA ::=



SEQUENCE {


carrierFreq






ARFCN-ValueEUTRA,


cellReselectionPriority



CellReselectionPriority

}

FreqsPriorityListGERAN ::=


SEQUENCE (SIZE (1..maxGNFG)) OF FreqsPriorityGERAN

FreqsPriorityGERAN ::=



SEQUENCE {


carrierFreqs





CarrierFreqsGERAN,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF FreqPriorityUTRA-FDD

FreqPriorityUTRA-FDD ::=


SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF FreqPriorityUTRA-TDD

FreqPriorityUTRA-TDD ::=


SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority

}
BandClassPriorityListHRPD ::=

SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriorityHRPD 

BandClassPriorityHRPD ::=


SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

BandClassPriorityList1XRTT ::=
SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriority1XRTT 

BandClassPriority1XRTT ::=

SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	releaseCause

The releaseCause is used to indicate the reason for releasing the RRC Connection.

	redirectedCarrierInfo

The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4].

	idleModeMobilityControlInfo

Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4].

	freqPriorityListX

Provides a cell reselection priority for each frequency, by means of separate lists for each RAT (including E-UTRA).

	carrierFreq or bandClass

The carrier frequency (UTRA and E-UTRA) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied.

	t320

Timer T320 as described in section 7.3. Value minN corresponds to N minutes.

	carrierFreqs

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	eutra-ReselectionIndicator
If included the UE is permitted to perform reselection back to an E-UTRA cell following completion of a CS Fallback call on UTRAN or  GERAN as specified in TS 25.304 [40] and TS 45.008 [28] respectively. 
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