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	1st change


–
RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionRelease-r8



RRCConnectionRelease-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionRelease-r8-IEs ::=

SEQUENCE {


releaseCause





ReleaseCause,


redirectedCarrierInfo



RedirectedCarrierInfo



OPTIONAL,
-- Need ON


idleModeMobilityControlInfo


IdleModeMobilityControlInfo


OPTIONAL,
-- Need OP


nonCriticalExtension



RRCConnectionRelease-v9x0-IEs

OPTIONAL
}

ReleaseCause ::=



ENUMERATED {loadBalancingTAUrequired,












other,spare2, spare1 }

RedirectedCarrierInfo ::=


CHOICE {


eutra







ARFCN-ValueEUTRA,


geran







CarrierFreqsGERAN,


utra-FDD






ARFCN-ValueUTRA,


utra-TDD






ARFCN-ValueUTRA,


cdma2000-HRPD





CarrierFreqCDMA2000,


cdma2000-1xRTT





CarrierFreqCDMA2000,


...

}

IdleModeMobilityControlInfo ::=

SEQUENCE {


freqPriorityListEUTRA



FreqPriorityListEUTRA


OPTIONAL,

-- Need ON


freqPriorityListGERAN



FreqsPriorityListGERAN


OPTIONAL,

-- Need ON


freqPriorityListUTRA-FDD


FreqPriorityListUTRA-FDD

OPTIONAL,

-- Need ON


freqPriorityListUTRA-TDD


FreqPriorityListUTRA-TDD

OPTIONAL,

-- Need ON

bandClassPriorityListHRPD


BandClassPriorityListHRPD

OPTIONAL,

-- Need ON


bandClassPriorityList1XRTT


BandClassPriorityList1XRTT

OPTIONAL,

-- Need ON


t320







ENUMERATED {












min5, min10, min20, min30, min60, min120, min180,












spare1}





OPTIONAL,

-- Need OR


...

}

FreqPriorityListEUTRA ::=


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityEUTRA ::=



SEQUENCE {


carrierFreq






ARFCN-ValueEUTRA,


cellReselectionPriority



CellReselectionPriority

}

FreqsPriorityListGERAN ::=


SEQUENCE (SIZE (1..maxGNFG)) OF FreqsPriorityGERAN

FreqsPriorityGERAN ::=



SEQUENCE {


carrierFreqs





CarrierFreqsGERAN,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF FreqPriorityUTRA-FDD

FreqPriorityUTRA-FDD ::=


SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF FreqPriorityUTRA-TDD

FreqPriorityUTRA-TDD ::=


SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority

}
BandClassPriorityListHRPD ::=

SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriorityHRPD 

BandClassPriorityHRPD ::=


SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

BandClassPriorityList1XRTT ::=
SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriority1XRTT 

BandClassPriority1XRTT ::=

SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

RRCConnectionRelease-v9x0-IEs ::=
SEQUENCE {


cellInfoList-r9




CHOICE {



utra-FDD





CellInfoListUTRA-FDD-r9,


utra-TDD





CellInfoListUTRA-TDD-r9,


...


}














OPTIONAL,
-- Cond Redirection


nonCriticalExtension


SEQUENCE {}




OPTIONAL
-- Need OP

}

CellInfoListUTRA-FDD-r9 ::=


SEQUENCE (SIZE (1..maxCellInfo-r9)) OF CellInfoUTRA-FDD-r9

CellInfoUTRA-FDD-r9 ::=



SEQUENCE {


physCellId-r9





PhysCellIdUTRA-FDD,


systemInfoContainer-r9



OCTET STRING

}
CellInfoListUTRA-TDD-r9 ::=


SEQUENCE (SIZE (1..maxCellInfo-r9)) OF CellInfoUTRA-TDD-r9

CellInfoUTRA-TDD-r9 ::=



SEQUENCE {


physCellId-r9





PhysCellIdUTRA-TDD,


systemInfoContainer-r9



OCTET STRING
}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	releaseCause

The releaseCause is used to indicate the reason for releasing the RRC Connection.

	redirectedCarrierInfo

The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4].

	idleModeMobilityControlInfo

Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4].

	freqPriorityListX

Provides a cell reselection priority for each frequency, by means of separate lists for each RAT (including E-UTRA).

	carrierFreq or bandClass

The carrier frequency (UTRA and E-UTRA) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied.

	t320

Timer T320 as described in section 7.3. Value minN corresponds to N minutes.

	carrierFreqs

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	cellInfoList
Used to provide system information of up to maxCellInfo cells on the redirected inter-RAT carrier frequency. The system information can be used if the UE selected the inter-RAT cell indicated by the physCellId, as a result of redirection.

	systemInfoContainer

Container for the system information of the inter-RAT cell. The encoding is defined in the specification of each RAT:

For UTRA: the octet string contains the SYSTEM INFORMATION message defined in TS 25.331 [19].


	Conditional presence
	Explanation

	Redirection
	The field is optionally present if the redirectedCarrierInfo is included and set to ‘utra-FDD’ or ‘utra-TDD’; otherwise the field is not present. The choice shall match the redirectedCarrierInfo.


	2nd change


6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted cells












--
listed in SIB type 4 and 5

maxCellInfo-r9



INTEGER ::=
4
-- Maximum number of cells for which system information












-- can be provided as redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the neighbour












-- cell lists in a measurement object
maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers

maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier fequency

maxFreq





INTEGER ::= 8
-- Maximum number of EUTRA carrier frequencies

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxSessionPerPMCH


INTEGER ::= 30

maxPMCH-PerMBSFN


INTEGER ::= 16

maxMCS-1




INTEGER ::= 16
-- Maximum number of PUCCH formats (MCS)

maxMeasId




INTEGER ::= 32

maxObjectId




INTEGER ::= 32

maxPageRec




INTEGER ::= 16
-- 

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxReportConfigId


INTEGER ::= 32

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

-- ASN1STOP

NOTE: The value of maxDRB align with SA2.
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