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1. Overall Description

To enable CSG specific measurements for HNB inbound mobility, RAN2 has defined a new set, called CSG Set. The number of cells (or PSCs) included in this set can go up to 512 for intra-frequency case and up to 512 on each frequency for inter-frequency case. These cells are maintained in the variable CELL_INFO_CSG_LIST as specified in TS 25.331. The cells in CELL_INFO_CSG_LIST variable may or may not be present in CELL_INFO_LIST variable which contains the 32 intra-frequency neigboring cells and 32 inter-frequency neighboring cells for macro measurements.

It has also been agreed that, for the measurements configured with CSG Set cells, the CSG Set cells are monitored and are considered as “Monitored Set” for UE measurement and reporting procedures. The measurements can be either intra-frequency measurements or inter-frequency measurements. RAN2 understands that the monitoring requirements of CSG Set cells to support handover to HNBs can be different from the monitoring requirements of macro cells.
RAN2 requests RAN4 to kindly consider the above decisions and specify any necessary requirements. RAN2 would also like RAN4 to ensure that any new requirements for CSG specific measurements shall not affect the measurements configured for macro cells or handover performance between macro cells.

2. Actions:

RAN2 kindly requests RAN4 to take the above decisions into consideration and specify any necessary requirements related to the size of CSG set that can be monitored.
3. Date of Next TSG-RAN WG2 Meetings:
RAN2#69-BIS   
 12 - 16 Apr 2010     
 Beijing   
RAN2#70   
  
 10 - 14 May 2010     
 Montreal   

