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1 Introduction
In RAN2#68bis meeting, it was discussed if there is a need to repeat proximity reporting following a handover and there is an email discussion continuing the discussion. However, there is no much discussion in re-establishment case. In this document, we would like to discuss the handling of proximity indication in RRC connection re-establishment.
2 Discussion
The UE sends a ProximityIndication message according section 5.3.14.2 as below.
A UE in RRC_CONNECTED shall:

1>
if the UE  enters the proximity of one or more cell(s), whose CSG IDs are in the UEs CSG Whitelist, on an E-UTRA frequency while proximity reporting is enabled for such E-UTRAN cells; or

1>
if the UE  enters the proximity of one or more cell(s), whose CSG IDs are in the UEs CSG Whitelist, on an UTRA frequency while proximity reporting is enabled for such UTRAN cells; or

1>
if the UE  leaves the proximity of all cell(s), whose CSG IDs are in the UEs CSG Whitelist, on an E-UTRA frequency while proximity reporting is enabled for such E-UTRAN cells; or
1>
if the UE  leaves the proximity of all cell(s), whose CSG IDs are in the UEs CSG Whitelist, on an UTRA frequency while proximity reporting is enabled for such UTRAN cells:
eNote:
It is FFS if there is a need to repeat proximity reporting following a handover. 

2>
initiate transmission of the ProximityIndication message in accordance with 5.3.14.3;

The UE enabling the proximity indication may evaluate entering/leaving of the proximity even in RRC connection re-establishment. If the UE evaluates entering/leaving of the proximity in RRC connection re-establishment, the UE may send a ProximityIndication message to an eNB not supporting the inbound mobility or send a ProximityIndication message before sending an RRCConnectionReestablishmentComplete message. It is not clear whether the eNB can handle these situations. To simplify the eNB handling, we propose:
Proposal: The UE is forbiden to send the proximity indication until the UE receives the RRCConnectionReconfiguration following RRC connection re-establishment and the RRCConnectionReconfiguration enables the proximity indication.
3 Conclusions
We provide a proposal and a CR [2] based on the proposal for RAN2 to take into consideration.
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