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5.3.1.1
Cell status and cell reservations

Cell status and cell reservations are indicated with the Cell Access Restriction Information Element in the System Information Message [4] by means of four Information Elements:

-
Cell barred (IE type: "barred" or "not barred"),

-
Cell Reserved for operator use (IE type: "reserved" or "not reserved"),
-
Cell reserved for future extension (IE type: "reserved" or "not reserved").
-
Cell reserved for CSG (IE type: "true" or not present).
When cell status is indicated as "not barred", "not reserved" for operator use and "not reserved" for future extension (Cell Reservation Extension),

-
All UEs shall treat this cell as candidate during the cell selection and cell re-selection procedures in Idle mode and in Connected mode.

When cell status is indicated as "not barred", "not reserved" for operator use and "reserved" for future extension (Cell Reservation Extension),

-
If Cell Reserved for CSG is indicated then CSG capable UEs shall behave as if cell status is indicated as "not reserved" for future extension (Cell Reservation Extension).

-
If Cell Reserved for CSG is not indicated then UEs shall behave as if cell status "barred" is indicated using the value "not allowed" in the IE "Intra-frequency cell re-selection indicator" and the maximum value for Tbarred, see [4] (see also below).

When cell status is indicated as "not barred" and "reserved" for operator use,

-
If the UE is assigned an Access Class 11 or 15,

-
the UE shall treat this cell as candidate during the cell selection and cell re-selection procedures in Idle mode and in Connected mode if the cell belongs to the home PLMN or to any EHPLMN if present.

-
else

-
UEs shall behave as if cell status "barred" is indicated using the value "not allowed" in the IE "Intra-frequency cell re-selection indicator" and the maximum value for Tbarred, see [4] (see also below).

When cell status "barred" is indicated,

-
The UE is not permitted to select/re-select this cell, not even for emergency calls.

-
The UE shall ignore the "Cell Reserved for future extension (Cell Reservation Extension) use" IE.
-
The UE is not permitted to receive any MBMS services.

-
The UE shall select another cell according to the following rule:

-
If the "Intra-frequency cell re-selection indicator" IE in Cell Access Restriction IE is set to value "allowed", the UE may select another cell on the same frequency if selection/re-selection criteria are fulfilled.

-
If the UE is camping on another cell, the UE shall exclude the barred cell from the neighbouring cell list until the expiry of a time interval Tbarred. The time interval Tbarred is sent via system information in a barred cell together with Cell status information in the Cell Access Restriction IE.

-
If the UE does not select another cell, and the barred cell remains to be the "best" one, the UE shall after expiry of the time interval Tbarred again check whether the status of the barred cell has changed.
-
If the "Intra-frequency cell re-selection indicator" IE is set to "not allowed" the UE shall not re-select a cell on the same frequency as the barred cell. During an ongoing emergency call, the Intra-frequency cell re-selection indicator IE" shall be ignored, i.e. even if it is set to "not allowed" the UE may select another intra-frequency cell.

-
If the barred cell remains to be the "best" one, the UE shall after expiry of the time interval Tbarred again check whether the status of the barred cell has changed.
If the "Intra-frequency cell re-selection indicator" IE has been read from a CSG cell it shall be ignored by the UE and the UE is allowed to reselect another cell on the same frequency if the cell reselection criteria are fulfilled.
The reselection to another cell may also include a change of RAT.
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