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1. Introduction
In this document we discuss reporting triggers for MDT. Immediate reporting is not discussed in this document.
2. Discussion
The following set of reporting triggers were mentioned in multiple RAN2 email discussions [1][2]

Absolute time based

It can be easily envisioned that operators would like to have the UEs upload the collected measurement logs in off peak hours. This is to limit adverse impacts to the network capacity and to utilize spare radio resource that is available in off peak hours. Reporting trigger based on absolute time (e.g. at 3AM every day) can address this requirement.
On demand

The operator may want to have full control over when the UE measurement logs are uploaded to the network entity. This requirement can be addressed by having an on-demand mechanism where the UE is asked to send the collected measurement logs with an explicit signalling.
Periodical timer based

Some measurements could create measurement logs of a large amount and frequent reporting may be more suitable for them. A periodic measurement logging can fall into this category. A reporting trigger based on a periodical timer enables the trade-off between the reporting frequency and the UE memory requirement. 
UE memory usage based
The operator would not know how many logs will be taken by the UE, especially for those measurement logs related to particular failure events. UE discarding of measurement logs can be avoided if the operator can configure the reporting triggered when the UE memory is constrained. A threshold with respect to the UE memory usage can be used to trigger a measurement log reporting.
UE leaves MDT logging mode
The UE may be leaving the logging campaign for various reasons (battery power constraints, user preference). When this happens, it would be desirable to take advantage of the collected logs, rather than discarding them. A measurement log reporting can be triggered when the UE leaves the logging campaign.
Location based

Another way of mitigating the capacity impact is to let the UE send a report in an area where the capacity is of less concerns. In an early deployment of LTE, it can be expected that many logs are taken by the UE due to frequent triggers associated with failure events. The operator may want to avoid extensive measurement reporting in metropolitan areas where LTE is deployed and have the UE reporting in suburban areas. The location can be a group of cells or location registration areas.
2.1. Selecting main report triggers
It was agreed that RAN2 will select 2 or 3 report triggers. We propose the following 3 triggers to be put forward for further discussion in RAN2.
· On demand

· Absolute time based

· UE based trigger (memory constraints, leaving MDT mode)
Among those listed, the on demand (upon network request) seems to work universally for potential operators’ use cases and requirements. However our concern with this approach is that it is not clear whether this mechanism works for idle mode UE. In the current architecture RAN level paging can not target particular idle mode UEs and involvement of core network in MDT from architectural aspects has not been discussed yet in the MDT work item. On demand trigger also does not address UE internal event or UE internal trigger, like memory constraints or MDT measurement deactivation. 

If the idle mode paging issue is sorted out, it may be possible to utilize the on-demand mechanism in order to realize the same objectives as the ones that other triggers aim at. The absolute time based can be done by the on demand mechanism whereby network requests UE MDT log report at operator configured times.

If we in the future decide that the UE is required to establish RRC connection when leaving MDT mode, e.g. due to user preference or when the UE is unable to continue MDT measurements due to memory constraints, then those can be opportunities for the network to request UE MDT log reporting using the on demand procedure. 
Therefore further reduction of reporting triggers seems only possible when other aspects on MDT become clearer.
3. Conclusion
We proposed the following 3 triggers to be put forward for further discussion in RAN2.
· On demand

· Absolute time based

· UE based trigger (memory constraints, leaving MDT mode)

It is suggested that RAN2 consider in the future if reporting triggers can be further removed or merged when other aspects on MDT become clearer.
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