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	The timer Treset has been introduced for CELL_FACH and CELL_PCH states. Now this timer can be used in enhanced CELL-FACH state with common H-RNTI and enhanced CELL-FACH state with dedicated H-RNTI and enhanced CELL-PCH state. However, as discussed in the Tdoc R2-102323, the Treset timer scheme is not applied for enhanced CELL_FACH when dedicated H-RNTI is used. Based on this proposal, this is a corresponding CR for TS 25.331.

	
	

	Summary of change:
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	Add an indicator in RRC reconfigure message. If the indicator is present and a dedicated H-RNTI is used, the Timer Treset is not valid.
Impact analysis

Impacted functionality:
Treset usage in enhanced CELL_FACH for 1.28 Mcps TDD
· Inter-operability:
1. If the CR is only implemented by the UE: Treset timers will always applicable in CELL_FACH and CELL_PCH, but no inter-operability problems are seen.
2. If the CR is only implemented by UTRAN: The TSN may be mis-match between the UE and UTRAN, which may results data loss.
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8.6.5.6
Added or Reconfigured DL TrCH information
If the IE "Added or Reconfigured DL TrCH information" is included the UE shall:

1>
for the transport channel identified by the IE "DL Transport Channel Identity":

2>
if the choice "DL parameters" is set to 'explicit':

3>
perform the actions for the IE "Transport Format Set" as specified in subclause 8.6.5.1.

2>
if the choice "DL parameters" is set to 'same as uplink':

3>
if the IE "UL Transport Channel Identity" indicates an existing or a new UL Transport Channel:

4>
store as transport format for this transport channel the transport format associated with the transport channel identified by the IE "UL Transport Channel Identity".

3>
else:

4>
set the variable INVALID_CONFIGURATION to TRUE.

2>
if the IE "DCH quality target" is included:

3>
perform the actions specified in subclause 8.6.5.4.

1>
if the choice "DL parameters" is set to "HSDSCH":

2>
if the IE "HARQ Info" is included:

3>
perform the actions specified in subclause 8.6.5.6b.

2>
if the IE "Added or Reconfigured MAC-d Flow" is included:

3>
perform the actions as specified in subclause 8.6.5.5a.

2>
if the IE "Added or Reconfigured MAC-ehs reordering queue" is included:

3>
perform the actions as specified in subclause 8.6.5.23.

2>
if the IE "Treset Usage Indicator" is included:

3>
if the variable H_RNTI is set:
4>
stop using all configured Treset timer [15].

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

NOTE:
The UE stores the DL transport channel configuration until it is explicitly deleted by a message containing the IE "Deleted DL TrCH information" or the UE leaves RRC connected mode.
	< sections omitted >


10.3.5.1
Added or Reconfigured DL TrCH information
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Downlink transport channel type
	MP
	
	Enumerated(DCH,DSCH
	Note 2
	

	
	
	
	,HS-DSCH)
	Note 3
	REL-5

	DL Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	
	CV-not HS-DSCH
	
	
	
	REL-5

	CHOICE DL parameters
	
	
	
	
	

	>Explicit
	
	
	
	
	

	>>TFS
	MP
	
	Transport Format Set 10.3.5.23
	
	

	>SameAsUL
	
	
	
	
	

	>>Uplink transport channel type
	MP
	
	Enumerated(DCH,USCH)
	USCH is TDD only
	

	>>UL TrCH identity
	MP
	
	Transport channel identity 10.3.5.18
	Same TFS applies as specified for indicated UL TrCH
	

	>HS-DSCH
	
	
	
	
	REL-5

	>>HARQ Info
	OP
	
	HARQ info 10.3.5.7a
	For 1.28 Mcps TDD, if HARQ Information is included in the IE DL MultiCarrier Information, this IE shall not be present.
	REL-5

	>>CHOICE DL MAC header type
	OP
	
	
	
	REL-7

	>>>MAC-hs
	
	
	
	
	REL-7

	>>>>Added or reconfigured MAC-d flow
	MP
	
	Added or reconfigured MAC-d flow 10.3.5.1a
	
	REL-5

	>>>MAC-ehs
	
	
	
	
	REL-7

	>>>>Added or reconfigured MAC-ehs reordering queue
	MP
	
	Added or reconfigured MAC-ehs reordering queue 10.3.5.1c
	
	REL-7

	>>>>Treset Usage Indicator
	OP
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD, the presence of this IE means the timer Treset is not valid when the dedicated H-RNTI is configured in CELL_FACH and CELL_PCH.
	REL-8

	DCH quality target
	OP
	
	Quality target 10.3.5.10
	
	

	Note 1:
Void

	Note 2:
The IE "Downlink transport channel type" value "DSCH" should not be used for FDD. If received the UE behaviour is unspecified.

	Note 3:
If included in SIB type 16, the value ‘HS-DSCH’ does not apply for the IE "Downlink transport channel type".


	Condition
	Explanation

	NotHS-DSCH
	If the downlink transport channel type is DCH or DSCH then this IE is mandatory otherwise it is not needed.
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