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	Reason for change:
(
	The tabular definition of the Downlink information for each radio link(Section 10.3.6.27) indicates that cell id only is used for FDD whereas its presence is optional for FDD and TDD in ASN.1 definition of Section 11.3:

DL-InformationPerRL-r6 ::=


SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




servingHSDSCH-RL-indicator


BOOLEAN,




servingEDCH-RL-indicator


BOOLEAN



},



tdd








PrimaryCCPCH-Info-r4


},


dl-dpchInfo






CHOICE {


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-r6,



dl-FDPCH-InfoPerRL




DL-FDPCH-InfoPerRL-r6


}

















OPTIONAL,


e-AGCH-Information




E-AGCH-Information




OPTIONAL,


e-HICH-Info






CHOICE
{



e-HICH-Information




E-HICH-Information,



releaseIndicator




NULL


}
OPTIONAL,


e-RGCH-Info






CHOICE
{



e-RGCH-Information




E-RGCH-Information,



releaseIndicator




NULL


}
OPTIONAL,


cell-id







CellIdentity




OPTIONAL

}

	
	

	Summary of change:
(
	The definition of Downlink information for each radio link in Section 10.3.6.27 is changed to indicate that the cell id is optional present for TDD so that the tabular definition is aligned with the ASN.1 definition.
Impact Analysis

Impacted functionality: 

The cell id in the Downlink information for each radio link is valid for TDD .
Inter-operability:
UE and RAN implementations are only impacted if the tabular definition (Section 10.3.6.27) has been followed instead of the ASN.1 definition (Section 11.3).
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	For TDD, the tabular definition of the Downlink information for each radio link will not be aligned with the ASN.1 definition and this may result in incorrect understanding.
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10.3.6.27
Downlink information for each radio link

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Choice mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	>>Cell ID
	OP
	
	Cell ID 10.3.2.2
	
	REL-4

	>>Serving HS-DSCH radio link indicator
	MP
	
	Boolean
	The value "TRUE" indicates that this radio link is the serving HS-DSCH radio link
	REL-5

	>> Serving E-DCH radio link indicator
	MP
	
	Boolean
	The value "TRUE" indicates that this radio link is the serving E-DCH radio link
	REL-6

	>TDD
	
	
	
	
	

	>>Primary CCPCH info
	MP
	
	Primary CCPCH info 10.3.6.57
	
	

	>>Cell ID
	OP
	
	Cell ID 10.3.2.2
	
	REL-5

	CHOICE DPCH info
	OP
	
	
	
	REL-6

	>Downlink DPCH info for each RL
	MP
	
	Downlink DPCH info for each RL 10.3.6.21
	
	

	>Downlink F-DPCH info for each RL
	MP
	
	Downlink F-DPCH info for each RL 10.3.6.23ob
	
	REL-6

	E-AGCH Info
	OP
	
	E-AGCH Info 10.3.6.100
	
	REL-6

	CHOICE E-HICH Information
	OP
	
	
	
	REL-6

	>E-HICH Information
	MP
	
	E-HICH Info 10.3.6.101
	
	REL-6

	>E-HICH release indicator
	
	
	
	(no data)
	REL-6

	CHOICE E-RGCH Information
	OP
	
	
	
	REL-6

	>E-RGCH Information
	MP
	
	E-RGCH Info

10.3.6.102
	
	REL-6

	>E-RGCH release indicator
	
	
	
	(no data)
	REL-6


