Page 1



3GPP TSG-RAN WG2 Meeting #69bis 
(
 R2-102635
Beijing, China, April 12 – 16, 2010
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.300
	CR
	-
	(

rev
	-
	(

Current version:
	9.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	RLC re-establishment for MBMS

	
	

	Source to WG:
(

	LG Electronics Inc.

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	LTE_MBMS
	
	Date: (

	11/01/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	According to the agreement in RAN2#67bis in R2-095439,
At serving cell change between cells of the same MBSFN area, RLC for MTCH/MCCH is not re-established. FFS whether this needs to be captured in 36.322 or 36.300. 
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	It is added at section 15.3.3 that for MCCH and MTCH, the UE shall not perform RLC re-establishment at cell change between cells of the same MBSFN area.
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Impacted functionality:

The change only impacts the corrected functionality in the UE.
Inter-operability: 
 There is no Inter-operability issue between the network and the UE.
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<modified section>
15.3.3
Multi-cell transmission

Multi-cell transmission of MBMS is characterized by:

-
Synchronous transmission of MBMS within its MBSFN Area;

-
Combining of MBMS transmission from multiple cells is supported;

-
Scheduling of each MCH is done by the MCE;

-
A single transmission is used for MCH (i.e. neither blind HARQ repetitions nor RLC quick repeat);

-
A single Transport Block is used per TTI for MCH transmission, that TB uses all the MBSFN resources in that subframe;

-
MTCH and MCCH can be multiplexed on the same MCH and are mapped on MCH for p-t-m transmission;

-
MTCH uses an MTCH-specific version of the RLC-UM mode.

-
MCCH uses the RLC-UM mode;

-
The MAC subheader indicates the LCID for  MTCH and MCCH;

-
The MBSFN Synchronization Area, the MBSFN Area, and the MBSFN cells are semi-statically configured e.g. by O&M;

-
MBSFN areas are static, unless changed by O&M (i.e. no dynamic change of areas);

NOTE:
The UE is not required to receive services from more than one MBSFN Area simultaneously and may support only a limited number of MTCHs.

Multiple MBMS services can be mapped to the same MCH and one MCH contains data belonging to only one MBSFN Area. An MBSFN Area contains one or more MCHs. An MCH specific MCS is used for all subframes of the MCH that do not use the MCS indicated in BCCH. All MCHs have the same coverage area.
For MCCH and MTCH, the UE shall not perform RLC re-establishment at cell change between cells of the same MBSFN area.
Within the MBSFN subframes, the transmission of a specific MCH occupies a pattern of subframes, not necessarily adjacent in time, called the MCH Subframe Allocation Pattern (MSAP). The MSAP for every MCH carrying MTCH is signalled on MCCH. It shall be possible for a Rel-9 MCH to not use all MBSFN resources signalled as part of the Rel-8 MBSFN signalling. Further, such MBSFN resource can be shared for more than one purpose (MBMS, Positioning, etc.). The MSAP occasion comprises the set of subframes defined by the MSAP during a certain period. The MSAP occasion duration is configurable. At such an MSAP occasion the eNB applies MAC multiplexing of different MTCHs and optionally MCCH to be transmitted on this MCH.

Dynamic scheduling information is provided per MCH to indicate which subframes are used by each MTCH in the MSAP occasion. The following principles are used for the dynamic scheduling information:

· it is used both when services are multiplexed onto the MCH and when only a single service is transmitted on the MCH;

· it is generated by the eNB and provided once at the beginning of the MSAP occasion;

· it has higher scheduling priority than the MCCH and, when needed, it appears first in the PDU;

· it allows the receiver to determine what subframes are used by every MTCH, sessions are scheduled in the order in which they are included in the MCCH session list;

· It is carried in a MAC control element which can not be segmented;

· it carries the mapping of MTCHs to the sub-frames of the associated MSAP occasion. This mapping is based on the indexing of sub-frames belonging to one MSAP occasion. 
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