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Discussion and Decision
1. Introduction
During RAN2#69, it was agreed that RN connects to a preconfigured DeNB and due to radio conditions radio link failure can occur for this link. Since RN mobility is not supported so re-establishment should be triggered towards the same DeNB. 
In this contribution we investigate the possibility to transfer measurements if a link between RN- DeNB becomes unrecoverable.
2. Discussion

If RN-DeNB link failure occurs then RN will always attempt to re-establish to the DeNB. If RN declares link is no longer recoverable e.g. after certain number of re-establishment attempts (exact criteria FFS) then it should be allowed to switch to UE mode and establish a connection to surrounding node and transfer measurement results to any surrounding node. This would help to take corrective action like changing the location of RN or reducing the power of interfering node etc. 
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Proposal 1: RN should switch to UE mode if link towards DeNB becomes unrecoverable (criteria FFS) and transfer measurements.

Further we analyse two existing mechanisms for the purpose of transfer of measurement results:

· Rel-9 SON measurements introduced for mobility robustness optimization. Availability of measurements is triggered by the UE and network later asks to report the measurements related to RLF. But currently UE informs it in RRCConnectionReestablishmentComplete. If target eNB does not have UE context or not able to fetch the context then possibility to include this indication in other messages e.g. during RRC setup should be investigated further.
· MDT logged measurement reporting in connected mode (currently FFS). 
Proposal 2: RAN2 to discuss the mechanism to transfer these measurements.

3. Conclusion

We propose to discuss and agree on following proposals:

Proposal 1: RN should switch to UE mode if link towards DeNB becomes unrecoverable (criteria FFS) and transfer measurements.

Proposal 2: RAN2 to discuss mechanism to transfer these measurements
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