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Discussion and Decision
1.
Discussion
For MDT measurements, some of the operator requirements are;

· The operator shall be able to configure the UE measurements for the UE logging purpose independently from the network configurations for normal RRM purposes.
· The operator shall be able to select UEs that should perform MDT measurements.

· The operator shall be able to configure the geographical area where the defined set of measurements shall be performed.
In addition, at RAN2#68bis meeting, it was agreed that

· Measurement logging in IDLE mode shall be supported.

Therefore, MDT measurement in idle mode should be made possible meeting the operator’s requirements.
To meet the first and second requirements, a dedicated RRC signalling is required. The dedicated RRC message could be either an existing one or a new one. The easiest way would be to include MDT measurement configuration in MeasConf and send the message to intended UEs. But if the MDT measurement is only relevant for idle mode, then it’s also possible to include the information in other RRC messages, e.g. RRCConnectionRelease. 
Though any of dedicated RRC messages could meet the first and second requirements, we slightly prefer to use RRCConnectionRelease if the MDT measurement is only performed in idle mode.

Proposal1) A list of MDT measurement that should be performed in idle mode is included in RRCConnectionRelease.
To meet the third requirement, an area ID is required. The area ID could be a Cell ID, a list of Cell ID, or any kinds of area ID. If this information is given, the UE can perform idle mode MDT measurement only in the specific area.
Proposal2) An area ID where the idle mode MDT measurement should be performed is included in RRCConnectionRelease.
3.
Proposal
This short paper proposes a solution to support MDT measurement in idle mode for a specific area in order to meet the operator’s requirements.

Proposal1) A list of MDT measurement that should be performed in idle mode is included in RRCConnectionRelease.

Proposal2) An area ID where the idle mode MDT measurement should be performed is included in RRCConnectionRelease.
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